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SECTI ON 01000

ADM NI STRATI VE REQUI REMENTS
01/01

PART 1 GENERAL

1.

1 SUBM TTALS
CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Subnittals
Phot ogr aphs
Phot ographs and, as applicable, negatives show ng construction progress.
SD- 03 Product Data
Cost or Pricing Data
Proof of actual equi pnment costs.

Equi prent Data

An itenmzed list of serial/nmodel numbers and equi pnent installed by the
Contractor under this contract..

SD- 05 Design Data
Progress Schedule; G AR

A schedul e that shows the manner in which the Contractor intends to
prosecute the work.

SD- 10 Operation and Mi ntenance Data
O and M Dat a

A list of proposed naintenance and instruction manuals that is mainly used
for but not limted to custom zed equi pnent.

.2 PROGRESS SCHEDULI NG AND REPORTI NG (AUG  1999)

The Contractor, shall within five days or as otherw se determ ned by the
Contracting Oficer, after date of commencenent of work, submt for
approval a practicabl e progress schedul e showi ng the nmanner in which he
intends to prosecute the work. Contractor prepared formshall contain the
same information as shown on the attached NADB Form 1153 (" Physi cal
Construction Progress Chart" (CENAB-CO E)
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1

3 PAYMENTS TO CONTRACTORS: (NOV 1976)

For paynment purposes only, an allowance will be made by the Contracting

O ficer of 100 percent of the invoiced cost of materials or equi pnent
delivered to the site but not incorporated into the construction, pursuant
to the Contract O ause entitled "PAYMENTS UNDER FI XED- PRI CE CONSTRUCTI ON
CONTRACTS". The Contracting O ficer may also, at his discretion, take into
consi deration the cost of materials or equipnment stored at |ocations other
than the jobsite, when maki ng progress paynents under the contract. In
order to be eligible for paynent, the Contractor nust provide satisfactory
evi dence that he has acquired title to such material or equipnent, and that
it will be utilized on the work covered by this contract. Further, al
items rmust be properly stored and protected. Earnings will be conputed
usi ng 100% of invoiced value. (CENAB-CO E)

.4 PURCHASE ORDER: (SEP 1975)

One readabl e copy of all purchase orders for material and equi prent,
showi ng firm nanmes and addresses, and all shipping bills, or nenoranda of
shi pnent received regardi ng such material and equi pment, shall be

furni shed the appointed Contracting Officer's Representative as soon as

i ssued. Such orders, shipping bills or nenoranda shall be so worded or
marked that all material and each item piece or nmenber of equi pnent can
be definitely identified on the drawi ngs. Wiere a priority rating is
assigned to a contract, this rating, the required delivery date, and the
schedul ed shi ppi ng date shall al so be shown on the purchase order. At the
option of the Contractor, the copy of the purchase order may or may nhot

i ndi cate the purchase price. (CENAB-CO E)

1.5 EQU PMENT OANERSHI P AND OPERATI NG EXPENSE SCHEDULE (EFARS 52. 0231. 5000
(OCT 1995))

(a) This clause does not apply to termnations. See 52.249-5000, Basis for
settlenment of proposals and FAR Part 49.

(b) Allowable cost for construction and narine plant and equi pnent in
sound wor kabl e conditions owned or controlled and furnished by a contractor
or subcontractor at any tier shall be based on actual costs data for each
pi ece of equi prment or groups of simlar serial and services for which the
governnment can determ ne both ownership and operating costs fromthe
contractor’s accounting records. Wen both ownership and operating costs
can not be determned for any piece of equipnment or groups of simlar
serial or series equipnent fromthe contractor’s accounting records, costs
for that equi pnent shall be based upon the applicabl e provisions of
EP1110-1-8 Construction Equi pmrent Oanershi p and Operati ng Expenses
Schedul e, Region East. Working conditions shall be considered to be
average for deternining equipnent rates using the schedul e unl ess specified
otherw se by the contracting officer. For equipnent not included in the
schedul e, rates for conparabl e pieces of equi prent nay be used or a rate
may be devel oped using the formula provided in the schedule. For forward
pricing, the schedule in effect at the tine of negotiations shall apply.
For retroactive pricing, the schedule in effect at the tine the work was
performed shall apply.

(c) Equipnent rental costs are all owable, subject to the provisions of FAR
31.105(d) (ii) and Far 31.205-36. Rates for equipnent rented from an

organi zati on under comon control, |ease-purchase arrangenents, and

sal e- |1 easeback arrangenents, will be determ ned using the schedul e, except
that actual rates will be used for equi pnent | eased from an organi zation
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under common control that has an established proactive of |easing the sane
or simlar equiprment to unaffiliated | easees.

(d) Wen actual equipnment costs are proposed and the total anmount of the
pricing action exceeds the snall purchase threshold, the contracting

of ficer shall request the contractor to subnmit either certified cost or
pricing data, or partial/limted data, as appropriate. The data shall be
submitted on Standard Form 1411, Contract Pricing Proposal Cover Sheet.
CENAB- CT/ SEP 95 (EFARS 52. 231-5000)

1.6 REAL PROPERTY EQUI PMENT DATA: (APR 1975)

At or before the tine of conpletion of the contract, the Contractor shal
submit to the Contracting Officer a conplete item zed list, including
serial and nodel nunber where applicable, showing the unit retail val ue of
each Contractor furnished itemof mechanical, electrical and plunbing

equi pnent installed by the Contractor under this contract. For each of
the itens which is specified herein to be guaranteed for a specified period
fromthe date of acceptance thereof, either for beneficial use or fina
accept ance, whichever is earlier, against defective materials, design, and
wor kmanshi p, the following information shall be given: the name, address
and t el ephone nunber of the Subcontractor, Equi pnent Supplier, or

Manuf acturer originating the guaranteed item The list shall be
acconpani ed by a copy of the specific guarantee docunent for each item
which is specified herein to be guaranteed if one had been furnished to the
Contractor by the Equiprent Supplier or Manufacturer. The Contractor's
guarantee to the Government of these itens will not be limted by the terns
of any manufacturer's guarantee to the Contractor. Baltinore District NADB
Form 1019 may be utilized for the itemzed listing and will be made

avail abl e to the Contractor upon request. (CENAB-CO E)

1.7 O and M DATA: (JUL 1979)

The requirenents for furnishing operating and mai ntenance data and field
instruction are specified el sewhere in the specifications. The Contractor
shal |l subnmit to the Contracting Officer, at a tine prior to the 50% proj ect
completion tinme, a list of proposed maintenance and instruction nanuals to
be furnished the Governnent and the schedul ed dates of all required field
instructions to be provided by Contractor furnished personnel or

manuf acturer's representatives. Al maintenance and instruction nmanual s
nmust be furnished to the Contracting Oficer at |least 2 weeks prior to the
schedul ed dates of any required Contractor furnished field instructions or
at least one nmonth prior to project conpletion if no Contractor furnished
field instructions are required. (CENAB)

1.8 PERFORVANCE AND PAYMENT BOND REI MBURSEMENT:  ( MAY 1983)

The Governnent will reinburse the Contractor for the entire anount of
premunms paid for Performance and Paynent Bonds (i ncludi ng coi nsurance and
rei nsurance agreenents when applicable) at the contract |unmp sum anmount
under the Unit Price Schedule Item No. 01000-1, entitled "Rei nbursenment of

Performance and Paynent Bonds." Such paynment will be made only after the
Contractor furnishes to the Governnent evidence of full paynent to the
surety. In no case will any paynent be nade by the Governnent for

rei mbursenment of Perfornmance and Paynent Bonds exceedi ng that anount bid by
the Contractor under the aforementioned Unit Price Schedule Item ( CENAB)
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1.9 MEASUREMENT AND PAYMENT

Except as noted in paragraph, PERFORVMANCE AND PAYMENT BOND RElI MBURSEMENT
above, no separate neasurenent and paynent will be made for the work
performed in this Section 01000, ADM NI STRATI VE REQUI REMENTS speci fi ed
herein and all costs in connection therewith shall be considered a
subsidiary obligation of the Contractor, and shall be included in the
overall cost of the work.

1.10 NEGOTI ATED MODI FI CATI ONS: (OCT  84)

Whenever profit is negotiated as an elenent of price for any nodification
to this contract with either prine or subcontractor, a reasonable profit
shal | be negotiated or determ ned by using the OCE Wi ghted Cui delines
met hod outlined in EFARS 15.902. (Sugg. NAB 84-232)

1.11 PHOT OGRAPHS

PHOTOGRAPHI C COVERAGE: (SEP 85) The Contractor shall furnish ten each 8"
x 10" ( commercial grade col or photographs of the project (with negatives)
to the Contracting Oficer. These photographs shall be taken at systematic
intervals during the contract where and when directed by the Contracting
O ficer. (CENAB-CO

1.12  PARTNERI NG (NOV 92)

In order to nost effectively acconplish this contract, the CGovernment is
willing to forma cohesive partnership with the Contractor and its
subcontractors. This partnership would strive to draw on the strengths of
each organi zation in an effort to achieve a quality project done right the
first tinme, within budget and on schedule. This partnership would be
bilateral in make-up and participation will be totally voluntary. Any cost
associated with effectuating this partnership will be agreed to by both
parties and will be shared equally with no change in contract price.

( CENAB- EN- DT)

1.13 PERM TS
The permits |listed bel ow have been obtai ned by the Government or are in the
approval process and may require additional action by the Contractor to
becone conplete. After final approvals by the respective state agencies
are received, the Governnent will furnish approval letters and permts to
the Contracting O ficer who will furnish the Contractor all such pernits
before or during construction. The Contractor shall abide by all permt
requirenents.

a. FErosion and Sedinentation (E&S) Control Plan: Letter of plan
revi ew adequacy to be provided once the plans have been approved.

b. 401 Certification, dated March 20, 1995.
PART 2  PRODUCTS
NOT APPLI CABLE
PART 3  EXECUTI ON

NOT APPLI CABLE
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ATTACHMENTS:

NADB Form 1153 ("Physical Construction Progress Chart"

-- End of Section --
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UINNSYLVANIA

COMMONWEALTH OF PENNSYLVANIA
DEPARTMENT OF ENVIRONMENTAL RESOURCES

90 East Union Street - 2nd Fleoor
Wilkes-Barre, PA 18701-3296
March 20, 1995

(717) 826-2553
hortheast Regional Office

The Department of Army
Baltimore District

U.S. Army Corps of Engineers
P.0. Box 1715

Baltimore, MD 21203-1715

Lttention: Dr. James F. Johnson, Chief
Planning Division

RE: 401 Certification Request
Wyoming Valley Levee Raising Project
Luzerne County

'S

Cear Dr. Johnson:

This will acknowledge receipt of your request for certification for the
abpve-referenced-project under Section 401 of the Federal Clean Water Act.

Enclosed is a copy of the "Notice of Final Action on Request for
Certification Under Section 401 of the Fedéral Water Pollution Control Act of
1977" which will be published in the Pennsylvania Bulletin in the near future.

You are hereby notified that water quality certification is granted for
this project. Please note that this certification does not extend to the

inflatable dam proposal, which has not yet been presented to the Department for
consideration.

1f you should have any questions regarding this letter, please do not
rasitzte to contact me at the above number.

Sincerely,

Kate Cr%

Program Manager
Water Management Program

Enclosure

(ATTACHMENT -

Recycled Paper @



Notice of Final Action on Regquest for certification under
section 401 of the Federal Water Pollution Control Act of

1977

Except as otherwise noted below, the Department of
Environmental Resources, under Section 401(a) of the Federal
Clean Water Act (33 U.S.C.A. Section 1341(a)), certifies that
the construction and operation herein described will comply
with all applicable provisions of sections 301-303, 306 and
307 of that Act, and that the construction will not violate
applicable Federal and State water guality standards.

Any person aggrieved by this action may appeal, under section
4 of the Environmental Hearing Board Act (35 P.S. Section

7514) and 2 Pa.C.S. Sections 501-508 and 701-704 (relating to .

the Administrative Agency Law), to the Environmental Hearing
Board, Second Floor, Market Street State Office Building, 400
Market Street, P.O. Box 8457, Harrisburg, PA 17105-8457,
(717) 787-3483. TDD users may contact the Board through the
Pennsylvania Relay Service, (800) 654-5984. Appeals must be

filed with the Environmental Hearing Board ‘within 30 days of .

receipt of written notice of this action unless the

appropriate statute provides a different time period. COPiés:

of the appeal form and the Board’s.rules of practice and
procedure may be obtained from the Board. The appeal form
and the Board’s rules of practice and procedure are also
available in braille or on audiotape from the Secretary to
the Board at (717) 787-3483. This paragraph does not, in and
of itself, create any right of appeal beyond that permitted
by applicable statutes and decisional law.

No;theast Field Office, Water Management Program, S0 East
Union Street - 2nd Floor, Wilkes-Barre, PA. 18701-3296

Certification Request Initiated by:

- Department of the Army
US Army Corps of Engineers
PO Box 1715
Baltimore MD 21203-1715

Attention: Dr. James F. Johnson
chief, Planning Division

Date of Initial Pennsylvania Bulletin Notice: February 18,
1995.
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Project Description/Location:

The project consists of increasing the level of flood
protection provided by Federal flood-protection projects
located in the communities of Kingston-Edwardsville,
Plymouth, Swoyersville-Forty Fort, Exeter, and Wilkes-Barre/
Hanover Township. The Water Quality Certification is being
requested for the following specific activities: construction
of a dug toe stabilization berm, construction of a boat
launch ramp, infill of a wetland as a result of a levee berm
construction, construction of a streambank stabilization
berm, and demolition of 3 bridges and riverine-emplacement of
subsequent rock £ill to enhance aquatic habitat complexity.

Final Action on Request: Certification granted.

L]
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SECTI ON 01050

JOB CONDI TI ONS
09/ 03

PART 1 GENERAL

1

1 LAYOUT OF WORK
LAYOUT OF WORK:  (APR 1965 OCE)

The Government has established bench marks and horizontal control points at
the site of the work. These are described and indicated on contract
dr awi ngs.

From these control points the Contractor shall lay out the work by
establishing all lines and grades at the site necessary to control the work
and shall be responsible for all neasurenments that nay be required for the
execution of the work to the location and linmt nmarks prescribed in the
specifications or on the contract draw ngs.

The above are m nimumrequirenents and the Contractor shall place and
establish such additional stakes and markers as may be necessary for
control and guidance of his construction operations. All survey data shal
be recorded in accordance with standard and approved nmethods. All field
not es, sketches, recordings and conputati ons made by the Contractor in
establ i shing above horizontal and vertical control points shall be
available at all tines during the progress of the work for ready

exam nation by the Contracting Officer or his duly authorized
representative.

The Contractor shall furnish, at his own expense, all such stakes, spikes,
steel pins, tenplates, platforns, equipnent tools and material and all

| abor as may be required in laying out any part of the work fromthe
control points established by the Governnent. It shall be the
responsibility of the Contractor to maintain and preserve all stakes and
ot her markers established by himuntil authorized to renmove them I|If any
of the control points established at the site by the Governnent are
destroyed by or through the negligence of the Contractor prior to their
aut hori zed renoval, they nmay be replaced by the Contracting O ficer, and
the expense of replacenment will be deducted from any anount due or which
may becone due the Contractor. The Contracting Oficer may require that
wor k be suspended at any tinme when horizontal and vertical control points
established at the site by the Contractor are not reasonably adequate to
permt checking the work. Such suspension will be w thdrawn upon proper
repl acenent of the control points. (EC 7-672.2)

Al work should be laid out relative to the existing structures. The

el evati ons shown on the drawi ngs for gate structure and pi pes need to be
verified in the field. Final inverts of pipes, approach slab, etc. shal
be reflected on the as-builts.

.2 PHYSI CAL DATA: (APR 1984)

Data and information furnished or referred to belowis for the Contractor's
informati on. The Governnent shall not be responsible for any
interpretation or conclusion drawn fromthe data or information by the

SECTI ON 01050 Page 1



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

Contractor. (CENAB)
1.2.1 Transportation Facilities
WYOM NG VALLEY, PA.
H ghways: The project is accessible by State Route 11 and U.S. Route 81.
Rai |l road: A branch line of CONRAIL services the project site.

Airports: The W/ kes-Barre/ Scranton Airports serve the area with several
airlines providing schedul ed servi ce.

1.3 SUBM TTALS
Government approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Submittals
Shut Down Uility Services; G AR
Prior approval for service/utility interruptions.

Checklist; G AR

A Ri sk Assessnent for excavation and other work in the vicinity of
utilities.

SD- 05 Design Data
Survey Data; G AR
The establishing of bench nmarks and horizontal control points.
Quantity Surveys

The furnishing of all original field notes and all other records relating
to the survey or to the layout of the work.

Traffic Control Plan; G AR
Contractor's proposed traffic control neasures.
1.4 UTI LI TI ES

As provisions in this paragraph may affect private property owners and
local utility compani es, comunications and agreenents between the
Contractor and | andowner, or Contractor and utility conpany, including
paynent for utilities, shall be done in coordination with the Contracting
Oficer. The Contractor shall submt a copy of all utility coordination
records to the Contracting Officer after appropriate paynent has been nade
to applicable sources, and utility hookups have been di sconnected.

SECTI ON 01050 Page 2
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1.4.1 Availability of Utilities Including Lavatory Facilities: (JUN 1980)

It shall be the responsibility of the Contractor to provide all

utilities he may require during the entire life of the contract. He shal
nmake his own investigation and determ nations as to the availability and
adequacy of utilities for his use for construction purposes and donestic
consunption. He shall install and maintain all necessary supply I|ines,
connections, piping, and neters if required, but only at such |ocations and
in such manner as approved by the Contracting Oficer. No utility lines
shal |l be erected or strung which will interfere with private | andowners,

| ocal business or obstruct traffic. The Contractor is to ensure that the
local utility conpany nmakes no hookups which may affect utility service of
any private | andowners or |ocal businesses (i.e.,brownouts, decreased

vol tage or power surges). Before final acceptance of work under this
contract, all temporary supply lines, connections and piping installed by
the Contractor shall be renoved by himin a manner satisfactory to the
Contracting O ficer. (CENAB)

1.4.2 Sanitation Facilities

The Contractor shall provide and maintain within the construction area
mnimmfield-type sanitary facilities approved by the Contracting O ficer.
Toilet facilities in private residences or businesses will not be avail able
to Contractor's personnel .

1.4.3 Interruption of Utilities: (1972)

a. No utility services shall be interrupted by the Contractor to
nmake connections, to relocate, or for any purpose w thout approval of the
Contracting O ficer.

b. Request for perm ssion to shut down utility services shall be
submitted in witing to the appropriate utility conpany and the Contracting
Oficer not |ess than 17 days prior to proposed date of interruption. The
request shall give the follow ng information

C. Nature of Utility (Gas, L.P. or HP., Water, Etc.)

d. Size of line and | ocation of shutoff.

e. Bui | di ngs and services affected.

f. Hours and date of shutoff.

g. Estimated | ength of time service will be interrupted.

h. Services will not be shut off until receipt of approval of the

proposed hours and date fromthe appropriate utility conpany and the
Contracting Oficer.

i Shut of fs which will cause interruption of |ocal CGovernnent work or
private | andowner utilities as determ ned by the Contracting O ficer shal
be acconplished during tines determined by the appropriate utility conpany
and the Contracting Oficer wthout any additional cost to the Governnent.

j- Operation of valves on water mains will be by local utility
company personnel . Were shutoff of water lines interrupts service to
fire hydrants or fire sprinkler systens, the Contractor shall arrange
hi s operations and have sufficient nmaterial and personnel available to
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conmpl ete the work w thout undue delay or to restore service w thout delay
in event of emergency.

K. Fl ow in gas mai ns which have been shut off shall not be restored
until the local utility conmpany inspector has determined that all itens
serviced by the gas |ine have been shut off. (CENAB)

1.4.4 Pennsyl vani a Requi renents
O her Pennsylvania State utility requirenments are shown on the draw ngs.
1.4.5 Alterations to UWilities: (AUG 1968)

Where changes and rel ocations of utility lines are noted on drawi ngs or in
the specifications to be performed by the utility conpany, the Contractor
shall give the Contracting Oficer at least thirty days' witten notice in
advance of the tine that the change or relocation is required. 1In the
event that, after the expiration of thirty days after the receipt of such
notice by the Contracting O ficer, such utility lines have not been changed
or relocated and delay is occasioned to the conpletion of the work under
this contract, the Contractor will be entitled to a tinme extension equal to
the period of tine lost by the Contractor after the expiration of said
thirty day period. Any nodification to existing or relocated |lines
required as a result of the Contractor's nethod of operation shall be nade
wholly at the Contractor's expense and no additional tinme will be allowed
for delays incurred by such nodifications. (CENAB)

1.4.6 Uility Markings

The Contractor shall contact the One-Call Service, a m nimumof 14 days and
48 hours, respectively, prior to any excavation requesting utility | ocation
mar ki ngs. The Contractor shall not proceed with any excavation until al
utilities, including abandoned utilities, have been marked to the
satisfaction of the Contracting Officer. Prior to requesting the marking
of utilities, the Contractor shall stake out proposed excavations and

[imts of work with white lines ("Wiite Lining"). It is the Contractor's
responsibility to ensure that all permts (excavation or otherw se,
including DPWpermts) are current and up-to-date w thout expiration. In

addition to the above requirements the Contractor shall

a) Visually survey and verify that all utility markings are
consistent with existing appurtenances such as manhol es, val ve
boxes, pol es, pedestals, pad-nounted devices, gas neters, etc.
prior to any excavation.

b) Hand dig test holes to verify the depth and | ocation of al
utilities prior to any nechani cal excavation within the linmts of
work. O her non-damagi ng nethods for utility verification, as
indicated in (d) below, may be considered subject to approval by
the Contracting Officer. Also, verify that any abandoned
utilities are not active.

c) Preserve all utility markings for the duration of the project to
the furthest extent possible.

d) \Wen excavation is performed within 2 feet of any utility line, a
non- damagi ng net hod of excavation shall be used. The non-damagi ng
nmet hod shall be hand digging. her non-damagi ng net hods, such
as, soft digging, vacuum excavation, pneunatic hand tools, nay be
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consi dered subject to approval by the Contracting Oficer

e) Regardless of the type of excavation, the Contractor shall notify
the Contracting Officer a mninmumof 72 hours prior to any
excavation activity. Failure to notify the Contracting Oficer
can result in the issuance of a "Stop Wrk" order, which shall not
be justification for contract delay or tinme extension. The
Governnent reserves the right to have personnel present on site
during any type of excavation.

f) The Contractor's Quality Control System Manager shall ensure that
all excavation requirenents herein are net at the time of the
preparatory phase of quality control, and that the excavation
procedures are reviewed during the preparatory phase neeting.

This preparatory phase of control shall also establish and
docunent contingency plans and actions to be followed in the event
that existing utilities are danaged or interrupted. Locations of
shut off or isolation devices along with other safety features
shal | be established and their operation revi ewed.

g) Any work other than excavation in the vicinity of a utility, that
could danmage or interrupt a utility, such as, exterior or interior
wor k near transforners, power |lines, poles, above ground gas
lines, gas neters, etc., shall be done with extrene care. The
Contractor shall specifically note during the preparatory phase of
quality control, the construction techniques to be used to
precl ude damaging or interrupting any utility. This preparatory
phase of control shall also establish and docunent contingency
pl ans and actions to be followed in the event that existing
utilities are damaged or interrupted. Locations of shut off or
i sol ation devices along with other safety features shall be
est abli shed and their operation revi ewed.

h) The Contractor shall conplete a risk assessnent, using the
attached checklist, at |east one week prior to the start of any
excavation or other work in the vicinity of a utility. The risk
assessnent shall be subnitted for government approval prior to any
excavation or other work in the vicinity of a utility. A risk
assessnent shall be conpleted for each definable feature of work
encountering utilities and shall include all utilities anticipated
to be encountered.

1.5 Dl SPOSAL OF EXI STI NG MATERI AL AND EQUI PMENT:  ( DEC 1975)

Al renoved, disnmantled or denolished material and/or equi pment including

rubbl e, scrap and debris not specified or indicated to be Governnent

sal vaged, reinstalled under this contract or otherw se retained for

di sposal on Governnent land will becone the property of the Contractor and
shall be pronptly renoved fromthe site and di sposed of by the Contractor

at his own expense and responsibility. (CENAB)

1.6 MAI NTENANCE OF ACCESS: (DEC 1975)

The Contractor shall not block passage on | evee crest, sidewal ks, parking
lot, or ranps during performance of work under this contract. |In addition,
the Contractor shall at all times maintain safe and cl ear passage through
these areas to allow mnimal disruption of normal activities of the public.
No equi pnent or new materials are to be stored in public access paths
except those itens that are necessary for progress of the i nmedi ate work.
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Al'l existing equipment, materials and debris renpoved during the work that
are not to be reinstalled shall be renoved daily by the Contractor. (CENAB)

1.7 PROTECTI ON OF GOVERNMENT PROPERTY AND PERSONNEL: (DEC 1975)
1.7.1 Protecti on of Equi prent

Al'l existing Governnent or privately owned equi pnent within the work area
shal |l be protected by the Contractor from damage caused by construction
operations. As a mninum the Contractor shall protect such itens from any
damage due to dust, vibration, water, heat or other conditions resulting
fromconstruction activities. Existing work damaged by construction
operations shall be pronptly repaired by the Contractor at his own expense.

1.7.2 Protecti on of Personne

The Contractor shall protect personnel and onl ookers by installing safety
rails and/ or barricades as applicable to prevent injury from unauthorized
entry of personnel into work areas. Warning signs shall be erected as
necessary to indicate Construction areas or hazardous zones. Wrk shal
proceed in such manner as to prevent the undue spread of dust and flying
particles.

1.7.3 Measures to Prevent Damage/l njury

The Contractor shall take such additional measures as may be directed by
the Contracting Oficer to prevent danage or injury to property or
personnel and the general public. (CENAB)

1.8 ASBESTOS HANDLI NG AND REMOVAL (FEB 85)

Through site investigations, friable asbestos has not been found, however
if asbestos is encountered, its testing, renoval and disposal is covered in
"CHANGES" cl ause of the Contract C auses. (CENAB)

1.9 TI ME EXTENSI ONS FOR UNUSUALLY SEVERE WEATHER
1.9.1 Procedure for Determ nation

This provision specifies the procedure for determ nation of tinme extensions
for unusually severe weat her in accordance the contract clause entitled
"Default: (Fixed Price Construction)". In order for the Contracting
Oficer to award a tinme extension under this clause, the follow ng

condi tions nust be satisfied:

a. The weather experienced at the project site during the contract period
nmust be found to be unusually severe, that is, nore severe than the
adverse weather anticipated for the project |location during any given nonth.

b. The unusually severe weat her nust actually cause a delay to the
compl etion of the project. The delay nmust be beyond the control and
wi thout the fault or negligence of the contractor.

1.9.2 Anti ci pated Adverse Wat her Del ays
The foll owi ng schedul e of nonthly anticipated adverse weather delays is
based on National Oceanic and At nospheric Adnministration (NOAA) or simlar

data for the project location and will constitute the base line for nonthly
weat her tinme evaluations. The contractor's progress schedul e nust reflect
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these antici pated adverse weather delays in all weather dependent
activities.

MONTHLY ANTI Cl PATED ADVERSE WEATHER DELAY
WORK DAYS BASED ON (5) DAY WORK WEEK

JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOv DEC
19 11 7 8 7 7 5 5 3 4 6 10

1.9.3 | npact

Upon acknow edgnent of the Notice to Proceed (NTP) and conti nui ng

t hroughout the contract, the contractor will record on the daily CQC
report, the occurrence of adverse weather and resultant inpact to normally
schedul ed work. Actual adverse weather delay days nust prevent work on
critical activities for 50 percent or nore of the contractor's schedul ed
work day. The nunber of actual adverse weather delay days shall include
days inpacted by actual adverse weather (even if adverse weather occurred
in previous nmonth), be calculated chronologically fromthe first to the

| ast day of each nmonth, and be recorded as full days. |If the number of
actual adverse weat her del ay days exceeds the nunber of days anticipated
in paragraph "Antici pated Adverse Wat her Del ays", above, the Contracting
Oficer will convert any qualifying delays to cal endar days, giving ful
consi deration for equivalent fair weather work days, and issue a

nodi fication in accordance with the contract clause entitled "Default

(Fi xed Price Construction)"

1.10 WORKI NG HOURS AND NO SE

1.10.1 Wor ki ng Hours
Wor ki ng hours shall be 7:30 AMto 5:00 PM Monday through Friday. Al
wor k out si de of these hours nmust be coordinated with the Contracting
Oficer with possible input fromthe | ocal governnent. No Sunday work wil|l
be permitted.

1.10.2 Noi se Qutside Normal Wrking Hours
Construction noise outside of the 7:30 AM5: 00 PM wor ki ng hours shall be
m nimzed or severely restricted in residential and industrial areas as
directed by the Contracting O ficer.

1.11 LIMTS OF WORK AREAS AND CONTRACTOR ACCESS

The Iimts of work areas as shown on the drawi ngs are necessarily

approximate. In case of doubt as to the actual limts of any work area,
determination as to the actual limts will be nmade by the Contracting
Oficer.

1.11.1 Contract or Access
Contractor access to the work areas shall be restricted to the routes shown
on the draw ngs and approved by the Contracting Oficer. No heavy
equi prent or material nay be brought to the site until access routes are
desi gnat ed and approved.

1.12 QUANTI TY SURVEYS:

Quantity surveys shall be conducted, and the data derived fromthese

SECTI ON 01050 Page 7



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

surveys shall be used in conputing the quantities of work perforned and the
actual construction conpleted and in pl ace.

The Contractor shall conduct the original and final surveys and surveys for
any periods for which progress paynents are requested. All these surveys
shal | be conducted under the direction of a representative of the
Contracting Oficer, unless the Contracting Oficer waives this requirenent
in a specific instance. The Governnent shall nake such conputations as are
necessary to determ ne the quantities of work perforned or finally in

pl ace. The Contractor shall nmake the conputations based on the surveys for
any periods for which progress paynents are requested.

Promptly upon conpleting a survey, the Contractor shall furnish the
originals of all field notes and all other records relating to the survey
or to the layout of the work to the Contracting O ficer, who shall use them
as necessary to determ ne the anount of progress paynents. The Contractor
shall retain copies of all such material furnished to the Contracting
Oficer. (FAR 52.236.16 APR 1984)

1.13 DAMAGE TO WORK (1966 MAR OCE)

The responsibility for damage to any part of the permanent work shall be as
set forth in the "Permits and Responsibilities" clause of the Contract

Cl auses. However, if, in the judgnment of the Contracting O ficer, any part
of the permanent work performed by the Contractor is damaged by flood or
eart hquake whi ch damage is not due to the failure of the Contractor to take
reasonabl e precautions or to exercise sound engi neering and construction
practices in the conduct of the work, the Contractor will nmake the repairs
as ordered by the Contracting Oficer and full conpensation for such
repairs will be nmade at the applicable contract unit or lunp sumprices as
fixed and established in the contract. |If, in the opinion of the
Contracting Officer, there are no contract unit or |lunmp sum prices
applicable to any part of such work an equitabl e adjustment pursuant to the
"Changes" clauses of the Contract Cl auses, will be made as ful

conpensation for the repairs of that part of the permanent work for which
there are no applicable contract unit or lunp sumprices. Except as herein
provi ded, danage to all work(including tenporary construction), utilities,
materi al s, equi prent and plant shall be repaired to the satisfaction of the
Contracting Officer at the Contractor's expense, regardl ess of the cause of
such damage. ( CENAB)

1.14 ENVI RONMENTAL LI TI GATI ON (1974 NOV OCE)

If the performance of all or any part of the work is suspended, del ayed, or
interrupted due to an order of a court of conpetent jurisdiction as a
result of environmental litigation, as defined below, the Contracting
Oficer, at the request of the Contractor, shall determ ne whether the
order is due in any part to the acts or omissions of the Contractor or a
Subcontractor at any tier not required by the terns of this contract. |If
it is determned that the order is not due in any part to acts or om ssions
of the Contractor or a Subcontractor at any tier other than as required by
the terns of this contract, such suspension, delay, or interruption shal

be considered as if ordered by the Contracting Oficer in the

adm nistration of this contract under the terns of the "Suspension of Wrk"
clause of the Contract C auses. The period of such suspension, delay or
interruption shall be considered unreasonabl e, and an adjustnment shall be
made for any increase in the cost of performance of this contract
(excluding profit) as provided in that clause, subject to all the

provi sions thereof.
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The term "environnental litigation", as used herein, neans a | awsuit

all eging that the work will have an adverse effect on the environnent or
that the Governnment has not duly considered, either substantively or
procedural ly, the effect of the work on the environnent. (CENAB)

1.15 MEASUREMENT AND PAYMENT

No separate measurement and paynent will be nade for the work perforned in
this Section 01050, JOB CONDI TIONS, specified herein; and all costs in
connection therewith shall be considered a subsidiary obligation of the
Contractor, and shall be included in the overall cost of the work. (CENAB)

1.16 MAI NTENANCE OF EXI STI NG FLOCD PROTECTI ON

The Contractor shall maintain the existing | evel of flood protection at all
times, or during any operations. "Existing |level of flood protection”

i ncludes maintaining the heights of |evees, walls, and sheet piling and
openi ng and closure of gates. |In the event of high river stages, the
Contracting Officer will evaluate the situation and if necessary direct the
contractor to open or close gates under repair.

1.17 CONSTRUCTI ON | MPACT ON STREETS

1.17.1 CGener al
When operations in connection with contract work necessitate the full or
partial closing of streets, it shall be the Contractor's responsibility to
arrange in advance with the Contracting Oficer for such street
closings and to provi de appropriate PADOT-approved barricades, signs,
markers, flares, and other devices as may be required by the Contracting
Oficer for traffic guides and public safety. Al detours rmust be approved
by Swoyersvill e Borough and PADOT through the Contracting Officer prior to
i mpl ement ati on. ( CENAB)

1.17.2 Traffic Control Plan
The Contractor shall submit to the Contracting O ficer for approval a
traffic control plan. This plan shall include narrative and draw ngs
showi ng proposed neasures when construction operations affect vehicle flow
and full or partial street closures. Both PADOT and the Swoyersville
Bor ough nust approve the plan before any neasures are inplenented.

PART 2 PRODUCTS
NOT APPLI CABLE

PART 3 EXECUTI ON
NOT APPLI CABLE
ATTACHVENT

RI SK ASSESSMENT CHECKLI ST

-- End of Section --
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RISK ASSESSMENT FOR
EXCAVATION AND OTHER WORK IN THE VICINITY OF UTILITIES

PROJECT NAME:

CONTRACT NUMBER:

PROJECT INSTALLATION AND LOCATION:
PROPOSED EXCAVATION START DATE:

1. [0 ESTABLISH EXCAVATION DETAILS AND DRAWINGS (check when completed)
2. [ PROPOSED EXCAVATION AREA MARKED (“white lining”) (check when completed)

3. [ CONTACT APPROPRIATE ONE-CALL SERVICE FOR PUBLIC UTILITIES:
MD: Miss Utility 1-800-257-7777 N 'Y : New York City - Long Island One Call Center 1-800-272-4480
N. VA: Miss Utility 1-800-552-7777 PA: Pennsylvania One-Call System Incorporated 1-800-242-1776
VA: Miss Utility of VA 1-800-552-7001 DC: Miss Utility 1-800-257-7777
ONE-CALL NATIONAL REFERRAL CENTER: 1-888-258-0808

0 CONTACT INSTALLATION/OWNERS OF ALL PRIVATELY OWNED UTILITIES (NON ONE-CALL
MEMBERS)

4. [ DATE UTILITIES MARKED AND METHOD OF MARKING
ONE-CALL LOCATORS
OTHER LOCAT ORS

5. [ CONTACT APPROPRIATE DPW REPRESENTATIVES AND COMPLY WITH INSTALLATION PERMIT
REQUIREMENTS:

6. [ UTILITIES IDENTIFIED ON-SITE:
[0 NONE [ ELECTRIC[ GAS [0 WATER [ TELEPHONE [J CATV [ SEWER ] OTHER

7. [ LEVEL OF RISK: (Based upon personnel safety and consequences of utility outages.)
[0 SEVERE: Excavation required within the immediate vicinity (<2-ft) of a MARKED utility.
[0 MODERATE: Excav. required outside the immediate vicinity (> 2-ft) of MARKED utility.
] MINIMAL: Excavation required in an area with NO utilities.

8. [ EXISTING FACILITIES/UTILITIES IN VICINITY:
[J NON-CRITICAL [ MISSION CRITICAL [ HIGH-PROFILE [J CEREMONIAL
J OTHER
0 CONSEQUENCES IF EXISTING UTILITIES ARE DAMAGED/DISRUPTED

9. [0 ENGINEERING CONTROLS REQUIRED:
[0 NONE [J HAND EXCAVATE TO LOCATE UTILITY [J EXCAVATE WITH DUE CARE
[0 OTHER

10. [0 ADMINISTRATIVE CONTROLS REQUIRED:
[ Notification of Contracting Officer's Representative, NOTIFIED on:
[ Notification of Installation/DPW Representative, NOTIFIED on:

11. [ EMERGENCY NOTIFICATION AT INSTALLATION: POC & PHONE NUMBER

THE INFORMATION NOTED ABOVE IS ACCURATE AND THE WORK IS READY TO PROCEED
SIGNED and DATE CQC MANAGER

12. [] ON-SITE GOVERNMENT REP. RECOMMENDATION FOR APPROVAL TO EXCAVATE:
[0 YES [0 NO SIGNATURE AND DATE:
Comments:

13. [ AREA ENGINEER APPROVAL TO EXCAVATE:
[0 APPROVED [ DENIED SIGNATURE AND DATE:
Comments::

14. [ CHIEF, DIVISION APPROVAL TO EXCAVATE:
[0 APPROVED [] DENIED SIGNATURE AND DATE:
Comments:
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SECTI ON 01060

SAFETY
01/01

PART 1 GENERAL

1

1 APPLI CABLE PUBLI CATI ON

The publications listed below forma part of this specification and are
referred to in the text by the basic designation only. Al interimchanges
(changes made between publications of new editions) to the U S. Arny Corps
of Engineers Safety and Health Requirenments Manual, EM 385-1-1, wll be
posted on the Headquarters Wbsite. The date that it is posted shall
becone the official effective date of the change and contracts awarded
after this date shall require to conply accordingly. The website | ocation
wher e these changes can be found is under the button entitled "Changes to
EM', located at: "http://ww. hg.usace. army. m | /soh/hqusace_soh. htni.

U S. ARW CORPS OF ENG NEERS (USACE)

EM 385-1-1 (03 Nov. 03)Safety - Safety and Heal th
Requi rement s

.2 SUBM TTALS

CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Subnittals
Saf ety Supervisor; G AR

A safety supervisor shall be responsible for overall supervision of
acci dent prevention activities.

Acci dent Prevention Plan; G AR

Witten by the prime Contractor for the specific work and inplenenting in
detail the pertinent requirements of EM 385-1-1.

Activity Phase Hazard Analysis Plan; G AR

The addressing of the activity phase hazard anal ysis plan for each activity
performed in a phase of work.

OSHA Log
A log shall be reported nonthly for injuries.

SD-07 Certificates
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Language Certification

It is the Contractors responsibility to ensure that all enpl oyees
under st and the basic english | anguage.

1.3 GENERAL

The U.S. Arny Corps of Engineers Safety and Heal th Requirenents Manual, EM
385-1-1, and all subsequent revisions referred to in the Contract C ause
ACCI DENT PREVENTI ON of this contract, are hereby suppl enented as foll ows:

a. The Contractor shall designate an enpl oyee responsible for overal
supervi sion of accident prevention activities. Such duties shall include:
(1) assuring applicable safety requirenents are (a) conmunicated to the
workers in a | anguage they understand (reference EM 385-1-1, Septenber
1996, 01.A.04). It is the Contractor's responsibility to ascertain if there
are workers on the job who do not speak and/or understand the English
| anguage, if such workers are enployed by the prine contractor or
subcontractors, at any tier, it is the prime contractor's responsibility to
insure that all safety programs, signs, and tool box neetings are
communi cated to the workers in a | anguage they understand, and that a
bilingual enployee is on site at all tinme. If the contractor contends that
interpreters and/or bilingual signs are not required, |anguage certification

nust be provided which verifies that all workers (whose native tongue is
ot her than English) have a command of the English | anguage sufficient to
understand all direction, training and safety requirenments, whether witten
or oral, and (b) incorporated in work methods, and (2) inspecting the work
to ensure that safety measures and instructions are actually applied. The
proposed safety supervisor nanme and qualifications shall be submtted in
witing for approval to the Contracting Oficer's Representative. This

i ndi vi dual rmust have prior experience as a safety engineer or be able to
demonstrate his/her famliarity and understandi ng of the safety

requi renents over a prescribed trial period. The safety engi neer shall have
the authority to act on behalf of the Contractor's general nanagenent to
take whatever action is necessary to assure conpliance with safety

requi renents. The safety supervisor is required to be on the site when work
i s being perforned.

b. Prior to commencenent of any work at a job site, a preconstruction
safety neeting shall be held between the Contractor and the Corps of
Engi neers Areal/ Resident Engi neer to discuss the Contractor's safety program
and in particular to review the followi ng submttals:

(1) Contracts Accident Prevention Plan: An acceptabl e acci dent
prevention plan, witten by the prinme Contractor for the specific work and
inmplementing in detail the pertinent requirenents of EM 385-1-1, shall be
submitted for Governnent approval.

(2) Activity Phase Hazard Analysis Plan: Prior to beginning each
maj or phase of work, an activity hazard anal ysis (phase plan) shall be
prepared by the Contractor for that phase of work and subnmitted to the
Contracting Oficer's Representative for approval. A phase is defined as
an operation involving a type of work presenting hazards not experienced in
previ ous operations or where a new subcontractor or work crewis to perform
work. The analysis shall address the hazards for each activity perforned
in the phase and shall present the procedures and saf eguards necessary to
elimnate the hazards or reduce the risk to an acceptable |evel.

c. Subsequent jobsite safety neetings shall be held as foll ows:
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(1) A safety meeting shall be held at |east once a nonth for al
supervi sors on the project to review past activities, to plan ahead for new
or changed operations and to establish safe working procedures to
antici pated hazards. An outline report of each nonthly neeting shall be
submitted to the Contracting Officer's Representative.

(2) At |east one safety neeting shall be conducted weekly, or
whenever new crews begin work, by the appropriate field supervisors or
foremen for all workers. An outline report of the neeting giving date,
time, attendance, subjects discussed and who conducted it shall be
mai nt ai ned and copi es furnished the designated authority on request.

1.4  ACCI DENTS

Chargeabl e accidents are to be investigated by both Contractor personne
and the Contracting Oficer.

1.4.1 Acci dent Reporting, ENG FORM 3394

Section 1, Paragraph 01.D, OF EM 385-1-1 and the Contract C ause entitled
ACCI DENT PREVENTI ON are anended as follows: The prine Contractor shal
report on Eng Form 3394, supplied by the Contracting Officer, all injuries
to his enployees or subcontractors that result in lost time and all damage
to property and/or equi pment in excess of $2,000 per incident. Verba
notification of such accident shall be nade to the Contracting Oficer
within 24 hours. A witten report on the above noted form shall be
submitted to the Contracting Officer within 72 hours foll ow ng such
accidents. The witten report shall include the follow ng:

a. A description of the circunstances |eading up to the accident, the
cause of the accident, and corrective nmeasures taken to prevent recurrence.

b. A description of the injury and nane and | ocation of the nedica
facility giving exanm nation and treatnent.

c. A statenment as to whether or not the enployee was pernitted to
return to work after examination and treatment by the doctor, and if not,
an estimate or statenent of the number of days lost fromwork. |[If there
have been days |ost fromwork, state whether or not the enployee has been
re-exam ned and declared fit to resune work as of the date of the report.

1.4.2 OSHA Requi renents
1.4.2.1 GCsHA Log

A copy of the Contractor's OSHA Log of Injuries shall be forwarded nonthly
to the Contracting Oficer.

1.4.2.2 OSHA | nspecti ons

Contractors shall immediately notify the Contracting O ficer when an OSHA
Conpl i ance official (Federal or State representative) presents his/her
credentials and informs the Contractor that the workplace will be inspected
for OSHA conpliance. Contractors shall also notify the Contracting Oficer
upon deternmination that an exit interview w |l take place upon conpletion
of the OSHA inspection. (NABSA CCT 05, 1976)
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1.5 GOVERNMENT  APPROVAL

Submittals shall be in accordance with Section 01330 SUBM TTAL PROCEDURES.
Al required submttals of itens specified in this section shall be for
informati on only, except for those itens including, but not linted to,
foll owi ng which shall be submitted for Governnent approval:

t he

a. Witten designation of safety representative.
b. Witten project specific accident prevention plan.
c. Witten activity phase hazard anal ysis pl an.

PART 2 PRODUCT - NOT APPL| CABLE

PART 3 EXECUTI ON - NOT APPLI| CABLE

-- End of Section --
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SECTI ON 01200

WARRANTY REQUI REMENT
01/01

PART 1 GENERAL
1.1 WARRANTY OF CONSTRUCTI ON

The Contractor shall warranty all materials and workmanship in accordance
with Contract C ause (FAR 52.246-21), "WARRANTY OF CONSTRUCTI ON'

1.2 MANUFACTURER S WARRANTY:

The Contractor shall provide manufacturer's warranties, when avail able, on
all equi pnent for one year starting fromthe day of facility acceptance by
the Government. Any warranty offered by the manufacturer for periods
greater than one year or required by other sections of the specifications
shal | al so be provided.

1.3 WARRANTY PAYMENT

Warranty work is a subsidiary portion of the contract work, and has a val ue
to the Government of $18,000. The Contractor will assign a value of that
amount in the breakdown for progress paynments nentioned in the Contract

Cl ause (FAR 52.232-5) "Paynments Under Fixed-Price Construction". |If the
Contractor fails to respond to warranty itens as provided in paragraph
CONTRACTOR S RESPONSE TO WARRANTY SERVI CE REQUI REMENTS bel ow, the
CGovernment may el ect to acquire warranty repairs through other sources and,
if so, shall backcharge the Contractor for the cost of such repairs. Such
backcharges shall be acconplished under the Contract C ause (FAR 52.243-4)
"CHANGES" of the contract through a credit nodification(s).

1.4 PERFORVANCE BOND:

The Contractor's Performance Bond will remain effective throughout the
construction warranty period and warranty extensions.

1.4.1 Fai lure to Conmence

In the event the Contractor or his designated representative(s) fail to
comrence and diligently pursue any work required under this clause, and in
a manner pursuant to the requirenments thereof, the Contracting O ficer

shal |l have the right to demand that said work be perfornmed under the

Per f ormance Bond by nmaking witten notice on the surety. |f the surety
fails or refuses to performthe obligation it assuned under the Performance
Bond, the Contracting O ficer shall have the work performed by others, and
after conpletion of the work, may demand rei nbursenment of any or al
expenses incurred by the Government while perform ng the work, including,
but not limted to adm nistrative expenses.

1.5 PRE- WARRANTY CONFERENCE
Prior to contract conpletion and at a time designated by the Contracting
Oficer, the Contractor shall neet with the Contracting Oficer to devel op

a nmutual understanding with respect to the requirenents of this
speci fication. Conmunication procedures for Contractor notification of
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warranty defects, priorities with respect to the type of defect, reasonable
time required for Contractor response, and other details deenmed necessary
by the Contracting Oficer for the execution of the construction warranty
shal |l be reviewed at this neeting. The Contractor shall provide nanes,
addresses, and tel ephone nunbers of all subcontractors, equipnent
suppliers, or manufacturers with specific designation of their area of
responsibilities if they are to be contacted directly on warranty
corrections. This point of contact will be located within the |oca
service area of the warranted construction, will be continuously avail abl e,
and will be responsive to Governnent inquiry on warranty work action and
status. Mnutes of the neeting will be prepared by the Governnent and
signed by both, the Contractor and the Contracting O ficer. The mnutes
shal | become part of the contract file.

1.6 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 04 Sanpl es
Sanpl e Tags.

To identify the warranty for all Contractor and Government furnished
equi pnent which the Contractor installs.

1.7  ADDI TI ONAL REQUI REMENTS
1.7.1 Equi prent Warranty ldentification Tags:

The Contractor shall provide warranty identification tags on all Contractor
and Governnent furnished equi pnent which he has install ed.

1.7.1.1 Format and Size for Tags

The tags shall be simlar in format and size to the exhibits provided by
this specification, they shall be suitable for interior and exterior

| ocations, resistant to solvents, abrasion, and to fadi ng caused by
sunlight, precipitation. etc. . These tags shall have a pernanent
pressure-sensitive adhesive back, and they shall be installed in a position
that is easily (or npbst easily) noticeable. Contractor furnished equi prent
that has differing warranties on its conponents will have each conmponent

t agged.

1.7.1.2 Sanpl e Tags

Sanpl e tags shall be filled out representative of how the Contractor will
complete all other tags. These tags shall be submitted to the CGovernnent.
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1.7.1.3 Tags for Warranted Equi pnent:

The tag for this equi pnent shall be simlar to the foll owing. Exact format
and size will be as approved.

EQUI PMENT WARRANTY
CONTRACTOR FURNI SHED EQUI PMENT

MG MCDEL NO. :

SERI AL NO. : CONTRACT NO. :

CONTRACTORS NANME:

CONTRACTOR WARRANTY EXPI RES:

MFG WARRANTY( | ES) EXPI RE:

EQUI PMENT WARRANTY
GOVERNMENT FURNI SHED EQUI PMENT

MG MCODEL NO. :

SERI AL NO. : CONTRACT NO. :

DATE EQUI PMENT PLACED | N SERVI CE:

MFG WARRANTY( | ES) EXPI RES:
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1.7.1.4 Executi on

The Contractor will conplete the required information on each tag and
install these tags on the equipnment by the tinme of and as a condition of
final acceptance of the equipnent. Al tags shall be nechanically attached
to the equipnment as directed by the Contracting Oficer.

1.7.1.5 Equi prent Warranty Tag Repl acemnent.

The contractor shall provide new tags on repaired or replaced equi pnent
during the warranty period. The tag shall be identical to the origina

tag, except that the Contractor's warranty expiration date shall be updated
to show the correct warranty experation date.

1.8 CONTRACTOR S RESPONSE TO WARRANTY SERVI CE REQUI REMENTS
1.8.1 Notification to Warranty Servi ce Requirenents

Following oral or witten notification by authorized representative of the
Luzerne County Fl ood Protection Authority, the Contractor shall respond to
warranty service requirenents within 5 work days and work continuously to
conmpletion or relief.

1.8.2 Availability of Required Parts

Shoul d parts be required to conplete the work and the parts are not

i medi ately available the Contractor shall have a maxi num of 12 hours after
arrival at the job site to provide authorized representative of the
installation with firmwitten plan for energency alternatives and
tenmporary repairs for Government participation with the Contractor to
provi de energency relief until the required parts are available on site for
the Contractor to perform permanent warranty repair. The Contractors plan
shall include a firmdate and tine that the required parts shall be

avail abl e on site to conplete the permanent warranty repair.

PART 2 PRODUCTS - NOT APPLI CABLE

PART 3 EXECUTI ON - NOT APPLI CABLE

-- End of Section --
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SECTI ON 01270

MEASUREMENT AND PAYMENT
02/ 94

PART 1 GENERAL
1.1 SCOPE

This section covers the nethods and procedures which will be used to
nmeasure the Contractor's work and to effect paynent.

1.2 GENERAL

The general outline of the principal features of each itemas |listed does
not in any way limt the responsibility of the Contractor for naking a

t horough investigation of the drawi ngs and specifications to determ ne the
scope of work under the entire contract. Paynment to the Contractor of the
amounts based on the quantities of work as neasured in accordance with the
speci fied nmethods of measurenent and the prices stipulated in the accepted
proposal will constitute conpl ete conpensation for all work shown on the
drawi ngs, provided in the specifications or other Contract Docurents and
all costs of accepting the general risks, liabilities and obligations
expressed or inplied. Payment under all itenms shall include, but not
necessarily be limted to, conpensation for furnishing all supervision,

| abor, equiprent, materials and services (including overhead and profit),
as well as perfornming all work required to acconplish and conplete the work
speci fied under each item and other work required.

1.3 LUVP SUM PAYMENT | TEMS

Payment itens for the work of this contract for which contract |unp sum
paynents will be nade are listed in the BI DDI NG SCHEDULE and descri bed
below. Al costs for itens of work, which are not specifically nentioned
to be included in a particular lunp sumor unit price paynent item shal
be included in the listed lunp sumitem nost closely associated with the
work involved. The lunmp sum price and paynent nmade for each itemlisted
shal |l constitute full conpensation for furnishing all plant, |abor,
material s, and equi pnent, and perform ng any associated Contractor quality
control, environmental protection, neeting safety requirenments, tests and
reports, and for performng all work required for which separate paynent is
not ot herw se provided.

1.3.1 Abr ahans Creek Diversion Structure Rehabilitation (Item No. 0001)

No separate nmeasurenent shall be made for the rehabilitation of the

Abr ahans Creek Diversion Structure. Paynent for the diversion structure
rehabilitation shall be made at the contract lunmp sumprice for the

di version structure rehabilitation, conplete. The [unp sum price shal
include all costs in connection with Abrahans Creek Diversion Structure
Rehabilitiation, conplete as shown on the draw ngs and specified, but

excl usive of work covered in Itens 0002 and 0003 below. The lunp sumprice
for Abrahams Creek Diversion Structure Rehabilitiation shall include care
and diversion of water during construction, nodifications to sluice gates,
repl acenent of stenms and operators, installation of 56 inch pipes, grouting
bet ween pi pes, plugging two of the pipes, blasting clean and painting the
sluice gates, franes and sheet piles, new structural connection between
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pi pe sl eeves and sheet pile, renoval and replacement of derrick stone and
pl aci ng and conpacting Type 2A aggregate agai nst sheetpile, renoval of
debris, installation of concrete apron including the excavation and

pl acement of Type 2A aggregate, arnoring the slope and between pipes
(including the clearing of existing slope vegetation and excavati on of
existing riprap), clearing of vegetation, clearing and grubbing, erosion
and sedi ment control, construction and restoration of access roads
including stripping of topsoil, and full conpensation for all plant, |abor,
materi al s, equipnent, and all incidental itens necessary to conplete the
work as shown on the drawi ngs. Costs for full conpliance with confined
space entry shall also be included. Also included in the lunp sumprice
shall be the removal of all debris, sedinment and materials within the
existing culverts and the area within the linmts of work upstream of the
cul vets, and any required cleaning and preparation of the existing pipes.
Construction shall be in accordance with applicable portions of the
Specifications and the drawi ngs. Paynent shall be nmade at the |unp sum
price for Item No. 0001, "Abraham s Creek Diversion Structure
Rehabilitation" of the Unit Price Schedul e.

1.4 UNI T PRI CE PAYMENT | TEVS
Payment itens for the work of this contract on which the contract unit
price paynents will be nmade are listed in the Bl DDI NG SCHEDULE and
described below. The unit price and paynent nade for each itemlisted
shall constitute full conpensation for furnishing all plant, |abor,
materi al s, and equi prment, and perform ng any associated Contractor quality
control, environmental protection, neeting safety requirements, tests and
reports, and for performng all work required for each of the unit price
itens.

1.4.1 Repl acenent of Paved Levee Ranp (Item No. 0002)

1.4.1.1 Payment
Payment will be made for costs associated with excavati on and di sposal of
excavated material fromthe existing | evee ranp, and furnishing,
transporting, and placing the proposed pavenent section shown on the plans.

1.4.1.2 Measur ement

The paved | evee ranp will be neasured for paynent by the square yard,
neasured at the surface wearing course.

1.4.1.3 Unit of Measure

Unit of neasure: square yard.
1.4.2 Excavati on of Existing Downstream Channel (Item No. 0003)
1.4.2.1 Payment

Payment will be made for costs associated with excavation for the
downstream channel and di sposal of excess excavated material.

1.4.2.2 Measur enment
The total quantity of excavated material for which payment will be made

will be the theoretical quantity between the surveyed existing contours and
the top of the existing derrick stone, within the limts shown on the
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pl ans. The measurenents wll include authorized excavation of rock,

aut hori zed excavation of unsatisfactory subgrade soil, and the vol une of

| oose, scattered rocks and boulders collected within the limts of the
work; allowance will be made on the same basis for sel ected backfil
ordered as replacenent. The nmeasurenent will not include the volune of
subgrade naterial or other nmaterial that is scarified or plowed and reused
in-place, and will not include the volune excavated w t hout authorization
or the volune of any material used for purposes other than directed. The
nmeasurenment will not include the volume of any excavation performed prior
to the taking of elevations and neasurenents of the undisturbed grade.

1.4.2.3 Unit of Measure

Unit of neasure: cubic yard.
PART 2 PRODUCTS (Not Applicable)
PART 3 EXECUTI ON ( Not Appl i cabl e)

-- End of Section --
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SECTI ON 01312A

QUALI TY CONTROL SYSTEM ( QCS)
08/ 02

1 GENERAL

The Governnment will use the Resident Managenent System for Wndows (RMB) to
assist inits nonitoring and administration of this contract. The
Contractor shall use the Governnent-furni shed Construction Contractor

Modul e of RMS, referred to as QCS, to record, nmmintain, and subnit various

i nformati on throughout the contract period. The Contractor nodul e, user
manual s, updates, and training information can be downl oaded fromthe RMS
web site.This joint Governnent-Contractor use of RVS and QCS wil |

facilitate el ectronic exchange of information and overall nanagenment of the
contract. QCS provides the neans for the Contractor to input, track, and
electronically share information with the Governnent in the foll ow ng areas:

Admi ni stration

Fi nances

Quality Control
Subnittal Mnitoring
Schedul i ng

| mport/ Export of Data

1.1 Cor respondence and El ectroni ¢ Comruni cati ons

For ease and speed of communications, both Governnent and Contractor wll,
to the maxi num extent feasible, exchange correspondence and ot her docunents
in electronic format. Correspondence, pay requests and ot her docunents
conprising the official contract record shall also be provided in paper
format, with signatures and dates where necessary. Paper docunents will
govern, in the event of discrepancy with the el ectronic version.

1.2 O her Factors

Particular attention is directed to Contract C ause, "Schedul es for
Construction Contracts", Contract C ause, "Paynents", Section 01320A,
PRQIECT SCHEDULE, Section 01330, SUBM TTAL PROCEDURES, and Section 01451
CONTRACTOR QUALI TY CONTROL, which have a direct relationship to the
reporting to be acconplished through QCS. Al so, there is no separate
payment for establishing and maintaining the QCS database; all costs
associated therewith shall be included in the contract pricing for the work.

.2 QCS SOFTWARE

QCS is a Wndows-based programthat can be run on a stand-al one persona
computer or on a network. The CGovernment will make avail able the QCS
software to the Contractor after award of the construction contract. Prior
to the Pre-Construction Conference, the Contractor shall be responsible to
downl oad, install and use the | atest version of the QCS software fromthe
CGovernment's RVB Internet Website. Upon specific justification and request
by the Contractor, the Government can provide QCS on 3-1/2 inch

hi gh-density di skettes or CO-ROM Any program updates of QCS will be nade
available to the Contractor via the Government RVS Website as they becone
avai | abl e.
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1.3 SYSTEM REQUI REMENTS

The following |isted hardware and software is the m ni nrum system
configuration that the Contractor shall have to run CCS:

Har dwar e
| BM conmpati ble PC with 500 MHz Pentium or higher processor
128+ MB RAM for workstation / 256+ MB RAM for server
1 &B hard drive disk space for sole use by the QCS system
3 1/2 inch high-density floppy drive
Conpact di sk (CD) Reader, 8x speed or higher
SVGA or higher resolution nonitor (1024 x 768, 256 col ors)
Mouse or other pointing devise
W ndows conpatible printer (Laser printer nust have 4+ MB of RAM
Connection to the Internet, mininmmb56 BPS
Sof t war e
M5 W ndows 98, Mg, NT, or 2000
Word Processing software conpatible with M5 Wrd 97 or newer

Latest version of : Netscape Navigator, Mcrosoft Internet
Expl orer, or other browser that supports HTM. 4.0 or higher

El ectronic mail (E-mail), MAPI conpati bl e

Virus protection software that is regularly upgraded with all
i ssued manuf acturer's updates

1.4 RELATED | NFORMVATI ON

1.4.1 QCS User Cuide
After contract award, the Contractor shall download instructions for the
installation and use of QCS fromthe Government RMS Internet Wbsite; the
Contractor can obtain the current address fromthe Government. In case of
justifiable difficulties, the Governnent will provide the Contractor with a
CD- ROM cont ai ni ng these instructions.

1.4.2 Contractor Quality Control (CQC) Training

The use of QCS will be discussed with the Contractor's QC System Manager
during the mandatory CQC Trai ning cl ass.
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5 CONTRACT DATABASE

Prior to the pre-construction conference, the Governnent shall provide the
Contractor with basic contract award data to use for QCS. The Governnent
will provide data updates to the Contractor as needed, generally by files
attached to E-mail. These updates will generally consist of subnitta

revi ews, correspondence status, QA coments, and other adm nistrative and

QA dat a.

.6 DATABASE Al NTENANCE

The Contractor shall establish, nmaintain, and update data for the contract
in the QCS database throughout the duration of the contract. The
Contractor shall establish and maintain the QCS database at the
Contractor's site office. Data updates to the Governnment shall be
submitted by E-mail with file attachnments, e.g., daily reports, schedule
updat es, paynent requests. |If permtted by the Contracting Oficer, a data
di skette or CD-ROM may be used instead of E-nmail (see Paragraph DATA

SUBM SSI ON VI A COWUTER DI SKETTE OR CD-ROM). The QCS dat abase typically
shal | include current data on the follow ng itemns:

.6.1 Adm ni stration

.6.1.1 Contractor |Information

The dat abase shall contain the Contractor's nane, address, tel ephone
nunbers, managenent staff, and other required items. Wthin 14 cal endar
days of receipt of QCS software fromthe Governnment, the Contractor shal
deliver Contractor administrative data in electronic format via E-mail.

.6.1.2 Subcontractor | nformation

The dat abase shall contain the name, trade, address, phone nunbers, and
other required information for all subcontractors. A subcontractor nust be
|isted separately for each trade to be performed. Each subcontractor/trade
shal | be assigned a unique Responsibility Code, provided in QCS. Wthin 14
cal endar days of receipt of QCS software fromthe Governnent, the
Contractor shall deliver subcontractor adnministrative data in electronic
format via E-mail.

.6.1.3 Cor respondence

Al Contractor correspondence to the Governnment shall be identified with a
serial nunber. Correspondence initiated by the Contractor's site office
shall be prefixed with "S". Letters initiated by the Contractor's hone
(main) office shall be prefixed with "H'. Letters shall be nunbered
starting from0001. (e.g., H 0001 or S-0001). The Governnment's letters to
the Contractor will be prefixed with "C".

.6.1.4 Equi pnent

The Contractor's QCS database shall contain a current |ist of equipnent
pl anned for use or being used on the jobsite, including the nost recent and
pl anned equi pnent i nspection dates.

.6.1.5 Management Reporting

QCS includes a nunber of reports that Contractor nanagenent can use to
track the status of the project. The value of these reports is reflective
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of the quality of the data input, and is maintained in the various sections
of QCS. Anong these reports are: Progress Payment Request worksheet, QA/ QC
commrents, Submittal Register Status, Three-Phase |Inspection checklists.

1.6.2 Fi nances
1.6.2.1 Pay Activity Data

The QCS dat abase shall include a |ist of pay activities that the Contractor
shal | devel op in conjunction with the construction schedule. The sum of

all pay activities shall be equal to the total contract amount, including
nodi fications. Pay activities shall be grouped by Contract Line Item
Nunmber (CLIN), and the sumof the activities shall equal the ampunt of each
CLIN. The total of all CLINs equals the Contract Anount.

1.6.2.2 Paynment Requests

Al'l progress paynent requests shall be prepared using QCS. The Contractor
shal | conpl ete the paynent request worksheet and include it with the
payment request. The work conpl eted under the contract, neasured as
percent or as specific quantities, shall be updated at |east nonthly.
After the update, the Contractor shall generate a paynent request report
using QCS. The Contractor shall subnit the payment requests with
supporting data by E-mail with file attachnment(s). |If permtted by the
Contracting Officer, a data diskette may be used instead of E-nail. A

si gned paper copy of the approved payment request is also required, which
shall govern in the event of discrepancy with the el ectronic version.

1.6.3 Quality Control (QQ

QCS provides a neans to track inplenentation of the 3-phase QC Contro
System prepare daily reports, identify and track deficiencies, docunent
progress of work, and support other contractor QC requirenments. The
Contractor shall maintain this data on a daily basis. Entered data wll
automatically output to the QCS generated daily report. The Contractor
shal | provide the Governnent a Contractor Quality Control (CQC) Plan within
the tinme required in Section 01451, CONTRACTOR QUALI TY CONTROL. Wthin
seven cal endar days of CGovernment acceptance, the Contractor shall submit a
data diskette or CO-ROMreflecting the information contained in the
accepted CQC Pl an: schedule, pay activities, features of work, submtta
regi ster, QC requirenents, and equi pnent |ist.

1.6.3.1 Daily Contractor Quality Control (CQC) Reports.

QCS includes the neans to produce the Daily CQC Report. The Contractor nay
use other formats to record basic QC data. However, the Daily CQC Report
generated by QCS shall be the Contractor's official report. Data from any
suppl enental reports by the Contractor shall be summari zed and consol i dat ed
onto the QCS-generated Daily CQC Report. Daily CQC Reports shall be
submitted as required by Section 01451, CONTRACTOR QUALI TY CONTROL.

Reports shall be submitted electronically to the Governnment using E-mail or
di skette within 24 hours after the date covered by the report. Use of

ei ther nmode of submittal shall be coordinated with the Governnent
representative. The Contractor shall also provide the Governnent a signed,
printed copy of the daily CQC report.

1.6.3.2 Def i ci ency Tracki ng.

The Contractor shall use QCS to track deficiencies. Deficiencies
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identified by the Contractor will be nunerically tracked using QC punch
list items. The Contractor shall maintain a current log of its QC punch
list items in the QCS database. The Governnment will | og the deficiencies
it has identified using its QA punch list items. The Government's QA punch
list itens will be included in its export file to the Contractor. The
Contractor shall regularly update the correction status of both QC and QA
punch list itemns.

1.6.3.3 Thr ee- Phase Control Meetings

The Contractor shall maintain schedul ed and actual dates and tinmes of
preparatory and initial control neetings in QCS

1.6.3.4 Accident/Safety Tracking.

The Governnment will issue safety comrents, directions, or gui dance whenever
safety deficiencies are observed. The Governnent's safety coments will be
included in its export file to the Contractor. The Contractor shal

regul arly update the correction status of the safety coments. In
addition, the Contractor shall utilize QCS to advise the Governnment of any
accidents occurring on the jobsite. This brief supplenental entry is not
to be considered as a substitute for conpletion of mandatory reports, e.g.,
ENG Form 3394 and OSHA For m 300.

1.6.3.5 Feat ures of Work

The Contractor shall include a conplete list of the features of work in the
QCS database. A feature of work nay be associated with nultiple pay
activities. However, each pay activity (see subparagraph "Pay Activity

Dat a" of paragraph "Finances") will only be linked to a single feature of
wor K.

1.6.3.6 QC Requi renents

The Contractor shall develop and maintain a conplete list of QC testing,
transferred and installed property, and user training requirenments in QCS
The Contractor shall update all data on these QC requirenents as work
progresses, and shall pronptly provide this information to the Governnent

via QCS.
1.6.4 Submi ttal Managenent

The Governnent will provide the initial submittal register, ENG Form 4288,
SUBM TTAL REGQ STER, in electronic format. Thereafter, the Contractor shal
maintain a conplete list of all submittals, including conpletion of all
data columms. Dates on which submttals are received and returned by the
CGovernment will be included in its export file to the Contractor. The
Contractor shall use @S to track and transmt all submittals. ENG Form
4025, submittal transmittal form and the submittal register update, ENG
Form 4288, shall be produced using QCS. RMS will be used to update, store
and exchange submittal registers and transmittals, but will not be used for
storage of actual submittals.

1.6.5 Schedul e
The Contractor shall develop a construction schedul e consisting of pay
activities, in accordance with Contract C ause "Schedul es for Construction

Contracts", or Section 01320A, PRQIECT SCHEDULE, as applicable. This
schedul e shall be input and nmmintained in the QCS database either nanually
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or by using the Standard Data Exchange Format (SDEF) (see Section 01320A
PROJECT SCHEDULE). The updated schedul e data shall be included with each
pay request subnmitted by the Contractor.

1.6.6 | mport/ Export of Data

QCS includes the ability to export Contractor data to the Governnent and to
inmport submittal register and other Governnent-provided data, and schedul e
dat a usi ng SDEF.

1.7 | MPLEMVENTATI ON

Contractor use of QCS as described in the precedi ng paragraphs is
mandatory. The Contractor shall ensure that sufficient resources are
available to maintain its QCS database, and to provide the Government with
regul ar dat abase updates. QCS shall be an integral part of the
Contractor's managenent of quality control

1.8 DATA SUBM SSI ON VI A COMPUTER DI SKETTE OR CD- ROM

The Government-preferred nmethod for Contractor's subm ssion of updates,
paynent requests, correspondence and other data is by E-mail with file
attachnent (s). For locations where this is not feasible, the Contracting
Oficer may pernit use of conputer diskettes or CD-ROM for data transfer.
Data on the disks or CDs shall be exported using the QCS built-in export
function. |If used, diskettes and CD-ROVs will be subnmitted in accordance
with the foll ow ng:

1.8.1 File Medi um

The Contractor shall submt required data on 3-1/2 inch doubl e-sided

hi gh-density di skettes formatted to hold 1.44 MB of data, capabl e of
runni ng under M crosoft Wndows 95 or newer. Alternatively, CD- ROV may be
used. They shall conformto industry standards used in the United States.
Al data shall be provided in English.

1.8.2 Di sk or CD- ROM Label s

The Contractor shall affix a permanent exterior |abel to each diskette and
CD-ROM subm tted. The | abel shall indicate in English, the QCS file nane,
full contract nunber, contract nanme, project |ocation, data date, nane and
t el ephone nunber of person responsible for the data.

1.8.3 Fil e Nanes

The Governnent will provide the file names to be used by the Contractor
with the QCS software.

1.9 MONTHLY COORDI NATI ON MEETI NG

The Contractor shall update the QCS dat abase each workday. At |east
nonthly, the Contractor shall generate and submit an export file to the
CGovernment with schedul e update and progress paynent request. As required
in Contract Cl ause "Paynents", at |east one week prior to submittal, the
Contractor shall neet with the Governnment representative to reviewthe

pl anned progress paynent data subm ssion for errors and oni ssions.

The Contractor shall make all required corrections prior to Governnent
acceptance of the export file and progress paynment request. Paynent
requests acconpani ed by inconplete or incorrect data subnmittals will be
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returned. The Governnent will not process progress paynents until an
acceptabl e QCS export file is received.

1.10 NOTI FI CATI ON OF NONCOWPLI ANCE
The Contracting Officer will notify the Contractor of any detected
noncompl i ance with the requirenments of this specification. The Contractor
shal | take imredi ate corrective action after receipt of such notice. Such

noti ce, when delivered to the Contractor at the work site, shall be deened
sufficient for the purpose of notification.

-- End of Section --
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SECTI ON 01320A

PRQIECT SCHEDULE
05/ 02

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of the specification to the
extent referenced. The publications are referenced in the text by basic
desi gnation only.

U S. ARMY CORPS OF ENG NEERS ( USACE)

ER 1-1-11 (1995) Progress, Schedul es, and Network
Anal ysi s Systens

1.2 QUALI FI CATI ONS

The Contractor shall designate an authorized representative who shall be
responsi ble for the preparation of all required project schedul e reports.

PART 2 PRODUCTS (Not Appl i cabl e)
PART 3  EXECUTI ON
3.1 GENERAL REQUI REMENTS

Pursuant to the Contract C ause, SCHEDULE FOR CONSTRUCTI ON CONTRACTS, a
Proj ect Schedul e as descri bed bel ow shall be prepared. The scheduling of
constructiondesi gn and construction shall be the responsibility of the
Contractor. Contractor managenent personnel shall actively participate in
its devel opment. Subcontractors and suppliersDesi gners, Subcontractors and
suppliers working on the project shall also contribute in devel opi ng and
mai nt ai ni ng an accurate Project Schedule. The approved Project Schedul e
shal |l be used to neasure the progress of the work, to aid in evaluating
time extensions, and to provide the basis of all progress paynents.

3.2 BASI S FOR PAYMENT

The schedul e shall be the basis for measuring Contractor progress. Lack of

an approved schedul e or scheduling personnel will result in an inability of
the Contracting Oficer to evaluate Contractor's progress for the purposes
of paynent. Failure of the Contractor to provide all information, as

specified below, shall result in the disapproval of the entire Project
Schedul e subm ssion and the inability of the Contracting Oficer to

eval uate Contractor progress for payment purposes. |In the case where

Proj ect Schedul e revi sions have been directed by the Contracting Oficer
and t hose revisions have not been included in the Project Schedule, the
Contracting O ficer nmay hold retainage up to the nmaxi mum al | owed by
contract, each paynent period, until revisions to the Project Schedul e have
been made.

3.3 PROJECT SCHEDULE

The conputer software systemutilized by the Contractor to produce the
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Proj ect Schedul e shall be capable of providing all requirements of this
specification. Failure of the Contractor to neet the requirenents of this
specification shall result in the disapproval of the schedule. Manual

net hods used to produce any required information shall require approval by
the Contracting Oficer.

3.3.1 Use of the Critical Path Mt hod
The Critical Path Method (CPM of network cal cul ation shall be used to
generate the Project Schedule. The Contractor shall provide the Project
Schedul e in the Precedence Di agram Met hod (PDV) .

3.3.2 Level of Detail Required

The Project Schedule shall include an appropriate |level of detail. Failure
to devel op or update the Project Schedule or provide data to the
Contracting Oficer at the appropriate | evel of detail, as specified by the

Contracting Oficer, shall result in the disapproval of the schedule. The
Contracting Oficer will use, but is not limted to, the follow ng
conditions to determ ne the appropriate |level of detail to be used in the
Proj ect Schedul e:

3.3.2.1 Activity Durations
Contractor submi ssions shall follow the direction of the Contracting
O ficer regarding reasonable activity durations. Reasonable durations are
those that allow the progress of activities to be accurately deterni ned
bet ween paynent periods (usually |ess than 2 percent of all non-procurenent
activities' Oiginal Durations are greater than 20 days).

3.3.2.2 Design and Pernit Activities
Design and permitting activities, including necessary conferences and
foll owup actions and desi gn package subm ssion dates, shall be integrated
into the schedul e.

3.3.2.3 Procurenent Activities
Tasks related to the procurement of long | ead materials or equi pnent shal
be included as separate activities in the project schedule. Long |ead
materials and equi pnent are those materials that have a procurenent cycle
of over 90 days. Exanples of procurenent process activities include, but
are not limted to: submittals, approvals, procurenent, fabrication, and
delivery.

3.3.2.4 Critical Activities

The followi ng activities shall be listed as separate line activities on the
Contractor's project schedul e:

a. Submi ssion and approval of nechanical/electrical |ayout draw ngs.
b. Subm ssion and approval of O & M nanual s.

c. Subm ssion and approval of as-built draw ngs.

d. Subm ssion and approval of 1354 data and installed equi pment |ists.

e. Subm ssion and approval of testing and air bal ance (TAB).

SECTI ON 01320A Page 2



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

f. Subni ssion of TAB specialist design review report.
g. Subm ssion and approval of fire protection specialist.

h. Submi ssion and approval of testing and bal anci ng of HVAC pl us
conmi ssi oni ng pl ans and dat a.

i. Ailr and water bal ance dates.
j . HVAC conmi ssi oni ng dat es.
k. Controls testing plan.
. Controls testing.
m Performance Verification testing.
n. Other systens testing, if required.
o. Prefinal inspection.
p. Correction of punchlist fromprefinal inspection.
g. Final inspection.
3.3.2.5 Covernment Activities
CGovernment and ot her agency activities that could inpact progress shall be
shown. These activities include, but are not linited to: approvals,
approval s, design reviews, environmental pernit approvals by State
regul ators, inspections, utility tie-in, Government Furni shed Equi pnent
(GFE) and Notice to Proceed (NTP) for phasing requirenents.
3.3.2.6 Responsibility
Al activities shall be identified in the project schedule by the party
responsible to performthe work. Responsibility includes, but is not
l[imted to, the subcontracting firm contractor work force, or government
agency performng a given task. Activities shall not belong to nore than
one responsi ble party. The responsible party for each activity shall be
identified by the Responsibility Code.
3.3.2.7 Work Areas
Al activities shall be identified in the project schedule by the work area
in which the activity occurs. Activities shall not be allowed to cover
nore than one work area. The work area of each activity shall be
identified by the Wrk Area Code.
3.3.2.8 Modi fication or C ai m Nunber
Any activity that is added or changed by contract nodification or used to
justify claimed tine shall be identified by a nod or claimcode that
changed the activity. Activities shall not belong to nore than one
nodi fication or claimitem The nodification or claimnunber of each
activity shall be identified by the Mod or O ai m Nunber. Wenever

possi bl e, changes shall be added to the schedul e by addi ng new activities.
Exi sting activities shall not normally be changed to reflect nodifications.
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3.3.2.9 Bid Item

Al activities shall be identified in the project schedule by the Bid Item
to which the activity belongs. An activity shall not contain work in nore
than one bid item The bid itemfor each appropriate activity shall be
identified by the Bid Item Code.

3.3.2.10 Phase of Wbrk

Al activities shall be identified in the project schedule by the phases of
work in which the activity occurs. Activities shall not contain work in
nore than one phase of work. The project phase of each activity shall be
by the uni que Phase of W rk Code.

3.3.2.11 Cat egory of Work

Al Activities shall be identified in the project schedule according to the
category of work which best describes the activity. Category of work
refers, but is not limted, to the procurenment chain of activities
including such itens as submttal sdesi gns, design package subm ssions
design reviews, review conferences, pernits, submttals, approvals,
procurenent, fabrication, delivery, installation, start-up, and testing.
The category of work for each activity shall be identified by the Category
of Work Code.

3.3.2.12 Feature of Wrk

Al activities shall be identified in the project schedule according to the
feature of work to which the activity belongs. Feature of work refers, but
is not limted to, a work breakdown structure for the project. The feature
of work for each activity shall be identified by the Feature of W rk Code.

3.3.3 Schedul ed Project Conpletion
The schedul e interval shall extend from NTP to the contract conpletion date.
3.3.3.1 Project Start Date

The schedul e shall start no earlier than the date on which the NTP was
acknow edged. The Contractor shall include as the first activity in the
proj ect schedule an activity called "Start Project". The "Start Project”
activity shall have an "ES" constraint date equal to the date that the NTP
was acknow edged, and a zero day duration.

3.3.3.2 Constraint of Last Activity

Conpl etion of the last activity in the schedule shall be constrained by the
contract conpletion date. Calculation on project updates shall be such
that if the early finish of the last activity falls after the contract

compl etion date, then the float calculation shall reflect a negative float
on the critical path. The Contractor shall include as the last activity in
the project schedule an activity called "End Project”. The "End Project"
activity shall have an "LF" constraint date equal to the conpletion date
for the project, and a zero day duration.

3.3.3.3 Early Project Conpletion

In the event the project schedul e shows conpletion of the project prior to
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the contract conpletion date, the Contractor shall identify those
activities that have been accel erated and/or those activities that are
scheduled in parallel to support the Contractor's "early" conpletion.
Contractor shall specifically address each of the activities noted in the
narrative report at every project schedul e update period to assist the
Contracting Oficer in evaluating the Contractor's ability to actually
conplete prior to the contract period.

3.3.4 Interim Conpl eti on Dates

Contractually specified interimconpletion dates shall al so be constrained
to show negative float if the early finish date of the last activity in
that phase falls after the interimconpletion date.

3.3.4.1 Start Phase

The Contractor shall include as the first activity for a project phase an
activity called "Start Phase X' where "X' refers to the phase of work. The
"Start Phase X' activity shall have an "ES' constraint date equal to the
date on which the NTP was acknow edged, and a zero day duration.

3.3.4.2 End Phase

The Contractor shall include as the last activity in a project phase an
activity called "End Phase X' where "X' refers to the phase of work. The
"End Phase X' activity shall have an "LF" constraint date equal to the
compl etion date for the project, and a zero day duration.

3.3.4.3 Phase X

The Contractor shall include a hammock type activity for each project phase
call ed "Phase X' where "X" refers to the phase of work. The "Phase X"
activity shall be logically tied to the earliest and latest activities in

t he phase.

3.3.5 Default Progress Data Disall owed

Actual Start and Finish dates shall not be automatically updated by default
mechani sns that may be included in CPM scheduling software systens. Actua
Start and Finish dates on the CPM schedul e shall match those dates provided
fromContractor Quality Control Reports. Failure of the Contractor to
docunent the Actual Start and Finish dates on the Daily Quality Contro
report for every in-progress or conpleted activity, and failure to ensure
that the data contained on the Daily Quality Control reports is the sole
basis for schedul e updating shall result in the disapproval of the
Contractor's schedule and the inability of the Contracting Oficer to

eval uate Contractor progress for paynent purposes. Updating of the percent
conpl ete and the remai ning duration of any activity shall be independent
functions. Program features which calcul ate one of these parameters from
the other shall be disabl ed.

3.3.6 Qut - of - Sequence Progress

Activities that have posted progress wi thout all preceding |ogic being
satisfied (Qut-of-Sequence Progress) will be allowed only on a case-hy-case
approval of the Contracting O ficer. The Contractor shall propose logic
corrections to elimnate all out of sequence progress or justify not
changi ng the sequencing for approval prior to submtting an updated project
schedul e.
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3.

3.7 Negati ve Lags

Lag durations contained in the project schedule shall not have a negative
val ue.

.4 PRQIECT SCHEDULE SUBM SSI ONS

The Contractor shall provide the subm ssions as described below. The data
di sk, reports, and network diagrans required for each subm ssion are
contai ned i n paragraph SUBM SSI ON REQUI REMENTS.

4.1 Prelim nary Project Schedul e Subm ssion

The Prelimnary Project Schedule, defining the Contractor's planned
operations for the first 60 cal endar days shall be submtted for approva
within 20 cal endar days after the NTP is acknow edged. The approved
prelimnary schedul e shall be used for paynment purposes not to exceed 60
cal endar days after NTP

.4.2 Initial Project Schedul e Subm ssion

The Initial Project Schedule shall be submitted for approval wthin 40

cal endar days after NTP. The schedul e shall provide a reasonabl e sequence
of activities which represent work through the entire project and shall be
at a reasonabl e |level of detail

. 4.3 Peri odi ¢ Schedul e Updates

Based on the result of progress neetings, specified in "Periodic Progress
Meetings," the Contractor shall submit periodic schedul e updates. These
subm ssions shall enable the Contracting Oficer to assess Contractor's
progress. |If the Contractor fails or refuses to furnish the information
and project schedule data, which in the judgenent of the Contracting

O ficer or authorized representative is necessary for verifying the
Contractor's progress, the Contractor shall be deened not to have provided
an estinmate upon which progress paynment nmay be made.

4.4 Standard Activity Coding Dictionary

The Contractor shall use the activity coding structure defined in the
St andard Data Exchange Format (SDEF) in ER 1-1-11, Appendix A This exact
structure is mandatory, even if sonme fields are not used.

.5 SUBM SSI ON REQUI REMENTS

The following itens shall be submtted by the Contractor for the
prelimnary subnmission, initial submssion, and every periodic project
schedul e update throughout the life of the project:

.5.1 Dat a Di sks

Two data di sks containing the project schedule shall be provided. Data on
the di sks shall adhere to the SDEF format specified in ER 1-1-11, Appendi x
A

.5.1.1 File Medi um

Required data shall be submitted on 3.5 disks, formatted to hold 1.44 MB of
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data, under the MsS-DOS Version 5. or 6.x, unless otherw se approved by the
Contracting Oficer.

3.5.1.2 Di sk Labe

A permanent exterior |abel shall be affixed to each disk submtted. The

| abel shall indicate the type of schedule (Prelimnary, Initial, Update, or
Change), full contract nunber, project nane, project |ocation, data date,
nane and tel ephone nunber of person responsible for the schedule, and the
MS- DOS version used to format the disk.

3.5.1.3 Fil e Nane

Each file subnmitted shall have a nane related to either the schedul e data
date, project name, or contract nunber. The Contractor shall develop a
nam ng convention that will ensure that the nanes of the files submtted
are unique. The Contractor shall submit the file naming convention to the
Contracting O ficer for approval.

3.5.2 Narrative Report

A Narrative Report shall be provided with the prelimnary, initial, and
each update of the project schedule. This report shall be provided as the
basis of the Contractor's progress paynent request. The Narrative Report
shall include: a description of activities along the 2 nost critica

pat hs, a description of current and antici pated probl em areas or del ayi ng
factors and their inpact, and an expl anation of corrective actions taken or
required to be taken. The narrative report is expected to relay to the
CGovernment, the Contractor's thorough anal ysis of the schedul e output and
its plans to conpensate for any problens, either current or potential,

whi ch are reveal ed t hrough that analysis.

3.5.3 Approved Changes Verification

Only project schedul e changes that have been previously approved by the
Contracting O ficer shall be included in the schedul e subm ssion. The
Narrative Report shall specifically reference, on an activity by activity
basis, all changes made since the previous period and rel ate each change to
docunent ed, approved schedul e changes.

3.5.4 Schedul e Reports
The format for each activity for the schedule reports |listed bel ow shall
contain: Activity Nunmbers, Activity Description, Oiginal Duration,
Remai ning Duration, Early Start Date, Early Finish Date, Late Start Date,

Late Finish Date, Total Float. Actual Start and Actual Finish Dates shal
be printed for those activities in progress or conpleted.

3.5.4.1 Activity Report
Alist of all activities sorted according to activity nunber.

3.5.4.2 Logi ¢ Report
A list of Preceding and Succeeding activities for every activity in
ascendi ng order by activity nunber. Preceeding and succeeding activities

shall include all information |isted above in paragraph Schedul e Reports.
A blank line shall be |left between each activity grouping.
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3.5.4.3 Total Fl oat Report

A list of all inconplete activities sorted in ascending order of tota
float. Activities which have the sane ampbunt of total float shall be
listed in ascending order of Early Start Dates. Conpleted activities shal
not be shown on this report.

3.5.4.4 Ear ni ngs Report

A conpilation of the Contractor's Total Earnings on the project fromthe
NTP until the nost recent Monthly Progress Meeting. This report shal
reflect the Earnings of specific activities based on the agreenents nade in
the field and approved between the Contractor and Contracting O ficer at
the nmost recent Monthly Progress Meeting. Provided that the Contractor has
provi ded a compl ete schedul e update, this report shall serve as the basis
of determ ning Contractor Paynment. Activities shall be grouped by bid item
and sorted by activity nunbers. This report shall: sumall activities in
a bid itemand provide a bid itempercent; and conplete and sumall bid
items to provide a total project percent conplete. The printed report

shall contain, for each activity: the Activity Number, Activity
Description, Oiginal Budgeted Amount, Total Quantity, Quantity to Date,
Percent Conpl ete (based on cost), and Earnings to Date.

3.5.5 Net wor k Di agr am
The network di agram shall be required on the initial schedul e subm ssion
and on nonthly schedul e update subm ssions. The network di agram shal
depi ct and display the order and interdependence of activities and the
sequence in which the work is to be acconplished. The Contracting Oficer
will use, but is not limted to, the followi ng conditions to review
conpliance with this paragraph

3.5.5.1 Cont i nuous Fl ow

Di agrans shall show a continuous flow fromleft to right with no arrows
fromright to left. The activity nunber, description, duration, and
esti mated earned val ue shall be shown on the diagram

3.5.5.2 Project M| estone Dates

Dat es shall be shown on the diagramfor start of project, any contract
required interimconpletion dates, and contract conpl etion dates.

3.5.5.3 Critical Path
The critical path shall be clearly shown.

3.5.5.4 Bandi ng
Activities shall be grouped to assist in the understanding of the activity
sequence. Typically, this floww Il group activities by category of work,
work area and/or responsibility.

3.5.5.5 S- Curves

Ear ni ngs curves showi ng projected early and | ate earnings and earnings to
dat e.
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3.6 PERI ODI C PROGRESS MEETI NGS

Progress neetings to discuss payment shall include a monthly onsite neeting
or other regular intervals nutually agreed to at the preconstruction
conference. During this nmeeting the Contractor shall describe, on an
activity by activity basis, all proposed revisions and adjustnents to the
project schedule required to reflect the current status of the project.

The Contracting Oficer will approve activity progress, proposed revisions,
and adj ustnents as appropriate.

3.6.1 Meeting Attendance

The Contractor's Project Manager and Schedul er shall attend the regul ar
progress neeting.

3.6.2 Updat e Submi ssion Fol |l owi ng Progress Meeting

A conpl ete update of the project schedul e containing all approved progress,
revi sions, and adjustnents, based on the regul ar progress neeting, shall be
submitted not later than 4 working days after the nonthly progress neeting.

3.6.3 Progress Meeting Contents

Update information, including Actual Start Dates, Actual Finish Dates,
Remai ni ng Durations, and Cost-to-Date shall be subject to the approval of
the Contracting Oficer. As a mnimm the Contractor shall address the
following itens on an activity by activity basis during each progress
neeting.

3.6.3.1 Start and Fi ni sh Dates

The Actual Start and Actual Finish dates for each activity currently
i n-progress or conpleted .

3.6.3.2 Ti me Conpl etion

The estimated Remai ning Duration for each activity in-progress. Tine-based
progress cal cul ati ons shall be based on Renmining Duration for each
activity.

3.6.3.3 Cost Conpl eti on

The earnings for each activity started. Paynent will be based on earnings
for each in-progress or conpleted activity. Paynent for individua
activities will not be made for work that contains quality defects. A
portion of the overall project ambunt nmay be retai ned based on del ays of
activities.

3.6.3.4 Logi ¢ Changes
Al'l 1ogic changes pertaining to NTP on change orders, change orders to be
incorporated into the schedule, contractor proposed changes in work
sequence, corrections to schedule |logic for out-of-sequence progress, |ag
durations, and ot her changes that have been nade pursuant to contract
provi sions shall be specifically identified and discussed.

3.6.3.5 O her Changes

O her changes required due to delays in conpletion of any activity or group
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of activities include: 1) delays beyond the Contractor's control, such as
strikes and unusual weather. 2) delays encountered due to submittals,
CGovernment Activities, deliveries or work stoppages which make re-pl anni ng
the work necessary. 3) Changes required to correct a schedul e which does
not represent the actual or planned prosecution and progress of the work.

3.7 REQUESTS FOR Tl ME EXTENSI ONS

In the event the Contractor requests an extension of the contract
conpletion date, or any interimmlestone date, the Contractor shal

furnish the following for a determnation as to whether or not the
Contractor is entitled to an extension of time under the provisions of the
contract: justification, project schedule data, and supporting evidence as
the Contracting O ficer nay deem necessary. Submi ssion of proof of delay,
based on revised activity logic, duration, and costs (updated to the
specific date that the delay occurred) is obligatory to any approvals.

3.7. 1 Justification of Delay

The project schedule shall clearly display that the Contractor has used, in
full, all the float time available for the work involved with this request.

The Contracting Officer's determnation as to the nunber of all owabl e days
of contract extension shall be based upon the project schedul e updates in
effect for the tine period in question, and other factual information.
Actual delays that are found to be caused by the Contractor's own actions,
which result in the extension of the schedule, will not be a cause for a
time extension to the contract conpletion date.

3.7.2 Submi ssi on Requi renents
The Contractor shall submit a justification for each request for a change
in the contract conpletion date of under 2 weeks based upon the nost recent
schedul e update at the tine of the NTP or constructive direction issued for
the change. Such a request shall be in accordance with the requirenments of
ot her appropriate Contract C auses and shall include, as a m ni mum

a. Alist of affected activities, with their associ ated project
schedul e activity nunber.

b. A brief explanation of the causes of the change.
c. An analysis of the overall inpact of the changes proposed.
d. A sub-network of the affected area.

Activities inpacted in each justification for change shall be identified by
a unique activity code contained in the required data file.

3.7.3 Addi ti onal Submi ssion Requirenents
For any requested tine extension of over 2 weeks, the Contracting O ficer
may request an interimupdate with revised activities for a specific change
request. The Contractor shall provide this disk within 4 days of the
Contracting O ficer's request.

3.8 DI RECTED CHANGES
If the NTP is issued for changes prior to settlement of price and/or tine,
the Contractor shall submt proposed schedule revisions to the Contracting
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Oficer within 2 weeks of the NTP being issued. The proposed revisions to
the schedule will be approved by the Contracting O ficer prior to inclusion
of those changes within the project schedule. |If the Contractor fails to
submit the proposed revisions, the Contracting Officer may furnish the
Contractor with suggested revisions to the project schedule. The
Contractor shall include these revisions in the project schedul e unti

revi sions are submitted, and final changes and inpacts have been
negotiated. |If the Contractor has any objections to the revisions

furni shed by the Contracting Oficer, the Contractor shall advise the
Contracting Oficer within 2 weeks of receipt of the revisions. Regardless
of the objections, the Contractor shall continue to update the schedul e
with the Contracting Officer's revisions until a rmutual agreenment in the

revisions is reached. |f the Contractor fails to submt alternative
revisions within 2 weeks of receipt of the Contracting Oficer's proposed
revisions, the Contractor will be deenmed to have concurred with the

Contracting Oficer's proposed revisions. The proposed revisions will then
be the basis for an equitable adjustnent for perfornmance of the work.

3.9 OMERSHI P OF FLOAT

Fl oat available in the schedule, at any time, shall not be considered for
the exclusive use of either the Government or the Contractor.

-- End of Section --
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SECTI ON 01330

SUBM TTAL PROCEDURES
05/ 02

PART 1 GENERAL

1.

1 SUBM TTAL | DENTI FI CATI ON ( SD)

Submittals required are identified by SD nunbers and titles as follows:

SD-01 Preconstruction Subnmittals

SD- 02 Shop Drawi ngs

SD- 03 Product Data

SD- 04 Sanpl es

SD- 05 Design Data

SD- 06 Test Reports

SD-07 Certificates

SD-10 Qperation and Mai ntenance Data

SD-11 Cl oseout Submittals

.2 SUBM TTAL CLASSI FI CATI ON

Submittals are classified as foll ows:

2.1 CGover nment Approved

CGovernment approval is required for extensions of design, critica
materi al s, deviations, equipnent whose conpatibility with the entire system
nust be checked, and other itens as designated by the Contracting Oficer.
Wthin the terns of the Contract C ause entitled "Specifications and

Drawi ngs for Construction," they are considered to be "shop draw ngs."

. 2.2 I nformati on Only

Al submittals not requiring Government approval will be for infornmation
only. They are not considered to be "shop drawi ngs" within the terns of the
Contract O ause referred to above.

.3 APPROVED SUBM TTALS

The Contracting O ficer's approval of submittals shall not be construed as

a conplete check, but will indicate only that the general nethod of
construction, materials, detailing and other information are satisfactory.
Approval will not relieve the Contractor of the responsibility for any

error which may exist, as the Contractor under the Contractor Quality
Control (CQC) requirenments of this contract is responsible for dinensions,
the design of adequate connections and details, and the satisfactory
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construction of all work. After subnittals have been approved by the
Contracting Officer, no resubmttal for the purpose of substituting
materials or equipnent will be considered unl ess acconpani ed by an
expl anation of why a substitution is necessary.

1.4 DI SAPPROVED SUBM TTALS

The Contractor shall make all corrections required by the Contracting
Oficer and pronptly furnish a corrected subnittal in the form and nunber
of copies specified for the initial submttal. |If the Contractor considers
any correction indicated on the submttals to constitute a change to the
contract, a notice in accordance with the Contract C ause "Changes" shal

be given pronptly to the Contracting O ficer

1.5 W THHOLDI NG OF PAYMENT

Payment for materials incorporated in the work will not be made if required
approval s have not been obtai ned.

1.6 GENERAL

The Contractor shall make submittals as required by the specifications.
The Contracting O ficer may request subnmittals in addition to those
speci fi ed when deened necessary to adequately describe the work covered in
the respective sections. Units of weights and neasures used on all
submittals shall be the same as those used in the contract draw ngs. Each
submittal shall be conplete and in sufficient detail to allow ready
determ nati on of conpliance with contract requirenments. Prior to
submittal, all itens shall be checked and approved by the Contractor's
Quality Control (CQC) System Manager and each item shall be stanped,
signed, and dated by the CQC System Manager indicating action taken.
Proposed devi ations fromthe contract requirements shall be clearly
identified. Submittals shall include itens such as: Contractor's,

manuf acturer's, or fabricator's draw ngs; descriptive literature including
(but not limted to) catal og cuts, diagrans, operating charts or curves;
test reports; test cylinders; sanples; O&M manuals (including parts list);
certifications; warranties; and other such required submittals. Submittals
requi ri ng Government approval shall be schedul ed and made prior to the
acquisition of the material or equi pnent covered thereby. Sanples
remai ni ng upon conpl etion of the work shall be picked up and di sposed of in
accordance with manufacturer's Material Safety Data Sheets (MSDS) and in
conmpliance with existing |aws and regul ati ons.

1.7 SUBM TTAL REG STER

At the end of this section is a submttal register showing itens of

equi prent and materials for which subnmittals are required by the
specifications; this list may not be all inclusive and additiona

submittals may be required. The Contractor shall maintain a subnitta
register for the project in accordance with Section 01312A QUALI TY CONTROL
SYSTEM (QCS). The Governnment will provide the initial submittal register in
electronic format. Thereafter, the Contractor shall maintain a conplete
list of all submittals, including conpletion of all data columms. Dates on
which submittals are received and returned by the Government will be
included in its export file to the Contractor. The Contractor shall track
all subnmittals.
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1

8 SCHEDULI NG

Submittal s covering conponent itens formng a systemor itens that are
interrelated shall be schedul ed to be coordinated and submitted
concurrently. Certifications to be submitted with the pertinent draw ngs
shal |l be so schedul ed. Adequate tine (a mninumof 30 cal endar days
exclusive of mailing time) shall be allowed and shown on the register for
review and approval. No delay danages or time extensions will be allowed
for time lost in late submittals.

.9 TRANSM TTAL FORM ( ENG FORM 4025)

The sanple transmittal form (ENG Form 4025) attached to this section shal
be used for subnmitting both Government approved and information only
submittals in accordance with the instructions on the reverse side of the
form These forns are included in the QCS software that the Contractor is
required to use for this contract. This formshall be properly conpl eted
by filling out all the headi ng bl ank spaces and identifying each item
submitted. Special care shall be exercised to ensure proper listing of the
speci ficati on paragraph and/or sheet nunber of the contract draw ngs
pertinent to the data submtted for each item

.10 SUBM TTAL PROCEDURES

Six (6) copies of submittals shall be nade as foll ows:

.10.1 Pr ocedur es

The Governnment will further discuss detailed submttal procedures with the
Contractor at the Preconstruction Conference.

.10.2 Devi ati ons

For submittals which include proposed deviations requested by the
Contractor, the columm "variation" of ENG Form 4025 shall be checked. The
Contractor shall set forth in witing the reason for any devi ati ons and
annot ate such deviations on the submittal. The Governnent reserves the
right to rescind inadvertent approval of subnmittals containing unnoted
devi ati ons.

11 CONTRCL OF SUBM TTALS

The Contractor shall carefully control his procurenment operations to ensure
that each individual subnmittal is nade on or before the Contractor
schedul ed submittal date shown on the approved "Subnittal Register."

.12 GOVERNMENT APPROVED SUBM TTALS

Upon conpl etion of review of submttals requiring Governnent approval, the
submittals will be identified as having received approval by being so
stanped and dated. Four (4) copies of the subnmittal will be retai ned by
the Contracting Oficer and two (2) copies of the submttal will be
returned to the Contractor.

.13 | NFORVATI ON ONLY SUBM TTALS

Normal |y submittals for information only will not be returned. Approval of
the Contracting O ficer is not required on information only subnmttals.
The Governnent reserves the right to require the Contractor to resubnmit any
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itemfound not to conply with the contract. This does not relieve the
Contractor fromthe obligation to furnish material confornming to the plans
and specifications; will not prevent the Contracting O ficer fromrequiring
renoval and replacenent of nonconformng material incorporated in the work;
and does not relieve the Contractor of the requirenent to furnish sanples
for testing by the Governnent | aboratory or for check testing by the
CGovernment in those instances where the technical specifications so

prescri be.

1.14 STAMPS

St anps used by the Contractor on the submittal data to certify that the
submittal neets contract requirenments shall be sinmlar to the foll ow ng:
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CONTRACTOR

(Fi rm Nane)

Approved

Approved with corrections as noted on submittal data and/or
attached sheets(s).

SI GNATURE

TI TLE:

DATE:

1.15 CERTI FI CATES OF COVPLI ANCE: ( MAY 1969)

Any Certificate required for denonstrating proof of conpliance of materials
with specification requirenments shall be executed in four (4) copies. Each
certificate shall be signed by an official authorized to certify in behalf
on the manufacturing conpany and shall contain the nane and address of the
Contractor, the project name and |ocation, and the quantity and date or
dates of shipnment or delivery to which the certificates apply. Copies of

| aboratory test reports submitted with certificates shall contain the nane
and address of the testing laboratory and the date or dates of the tests to
which the report applies. Certification shall not be construed as relieving
the Contractor fromfurnishing satisfactory material, if, after tests are
performed on selected sanples, the material is found not to neet the
specific requirenments. (CENAB)

PART 2 PRODUCTS
NOT' USED
PART 3 EXECUTI ON

NOT USED
-- End of Section --
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CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Rehabilitation of Abrahams Creek Diversion Structure
CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
AlN S R A A
c| s S c c
T ™ s P I A T T
I I P A F o/ I I
\V2 T E R | E o) DATE FWD o) MAILED
I T (o} A (o} N TO APPR N TO
T|A G# A R AUTH/ CONTR/
Y | L s R T E c c
E DESCRIPTION A Y, IAPPROVAL|MATERIAL| o DATE |DATE RCD |DATE FWD |DATE RCD| o DATE |DATE RCD
NN c p o w NEEDED | NEEDED | p OF FROM |TO OTHER |FROM OTH| p OF FRM APPR
ol o T ITEM SUBMITTED H N R SUBMIT BY BY g | AcTioN | coNTR |REVIEWER|REVIEWER| E | ACTION AUTH REMARKS
(@) | (b) (c) (d) (e) (f) (9) (h) (i) () (k) 0} (m) (n) (0) (p) (a) (r)
01000 |SD-01 Preconstruction Submittals
Photographs 1.11
SD-03 Product Data
Cost or Pricing Data 1.5
Equipment Data 1.6
SD-05 Design Data
Progress Schedule 1.2 G AR
SD-10 Operation and Maintenance
Data
O and M Data 1.7
01050 |SD-01 Preconstruction Submittals
Shut Down Utility Services 1.4.3 G AR
Checklist 1.4.6 G AR
SD-05 Design Data
Survey Data 1.1 G AR
Quantity Surveys 1.12
Traffic Control Plan 1.17.2 |G AR
01060 |SD-01 Preconstruction Submittals
Safety Supervisor 1.3 G AR
Accident Prevention Plan 1.3 G AR
Activity Phase Hazard Analysis 1.3 G AR
Plan
OSHA Log 1.4.2.1
SD-07 Certificates
Language Certification 1.3
01200 |SD-04 Samples
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CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Rehabilitation of Abrahams Creek Diversion Structure
CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
AlN S R A A
c| s S c c
T ™ s P I A T T
I I P A F o/ I I
\V2 T E R | E o) DATE FWD o) MAILED
I T (o} A (o} N TO APPR N TO
T|A G# A R AUTH/ CONTR/
Y | L s R T E c c
E DESCRIPTION A Y, IAPPROVAL|MATERIAL| o DATE |DATE RCD |DATE FWD |DATE RCD| o DATE |DATE RCD
NN c p o w NEEDED | NEEDED | p OF FROM |TO OTHER |FROM OTH| p OF FRM APPR
ol o T ITEM SUBMITTED H N R SUBMIT BY BY g | AcTioN | coNTR |REVIEWER|REVIEWER| E | ACTION AUTH REMARKS
(@) | (b) (c) (d) (e) (f) (9) (h) (i) () (k) 0} (m) (n) (0) (p) (a) (r)
01200 | Sample Tags 1.7.1.2
01356 |SD-07 Certificates
Mill Certificate or Affidavit 2.1.3
01451 |SD-01 Preconstruction Submittals
CQC Plan 3.2 G AR
Control Phase 3.6.1 G AR
SD-05 Design Data
Notification of Changes 3.24
Punchlist 3.8.1
Minutes 3.3
SD-06 Test Reports
Tests 3.71
Test Reports 3.71
Documentation 3.9
Tests Performed 3.71
01510 |SD-02 Shop Drawings
Haul and Access Routes 1.6 G AR
Site Plan 1.10 G AR
01561 |SD-01 Preconstruction Submittals
Facility Plan 1.94 G AR
Temporary Plan 1.9.5 G AR
01720 |SD-11 Closeout Submittals
Preliminary Submittal 1.4 G AR
Final Requirements 1.6 G AR
02220 |SD-07 Certificates
Demolition plan 1.9 G AE
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CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Rehabilitation of Abrahams Creek Diversion Structure
CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
AlN S R A A
c| s S c c
T ™ s P I A T T
I I P A F o/ I I
vi|T E R I E o DATE FWD o MAILED
I T (o} A (o} N TO APPR N TO
T A G# A R AUTH/ CONTR/
Y | L s R T E c c
E DESCRIPTION A Y, IAPPROVAL|MATERIAL| o DATE |DATE RCD |DATE FWD |DATE RCD| o DATE |DATE RCD
NN c p o w NEEDED | NEEDED | p OF FROM |TO OTHER |FROM OTH| p OF FRM APPR
ol o T ITEM SUBMITTED H N R SUBMIT BY BY g | AcTioN | coNTR |REVIEWER|REVIEWER| E | ACTION AUTH REMARKS
(@) | (b) (c) (d) (e) (f) (9) (h) (i) () (k) 0} (m) (n) (0) (p) (a) (r)
02231 |SD-03 Product Data
Nonsaleable Materials 3.6.1 G AR
02300 |SD-01 Preconstruction Submittals
Dewatering Work Plan 1.6 G AR
02630 |SD-03 Product Data
Placing Pipe 3.1
SD-04 Samples
Pipe for Culverts and Storm 2.1
Drains
02921A|SD-03 Product Data
Equipment 3.1.3
Surface Erosion Control Material |2.6
Chemical Treatment Material 1.4.3
Delivery 1.4.1
Finished Grade and Topsoil 3.2.1
Topsaoil 2.2
Quantity Check 3.5
Seed Establishment Period 3.8
Maintenance Record 3.8.34
SD-04 Samples
Delivered Topsoil 1.4.1.1
Soil Amendments 2.3
Mulch 2.4
SD-06 Test Reports
Equipment Calibration 3.1.3
Soil Test 3.14
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CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Rehabilitation of Abrahams Creek Diversion Structure
CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
AlN S R A A
c| s S c c
T ™ s P I A T T
I I P A F o/ I I
vi|T E R I E o DATE FWD o MAILED
| T C A C N TO APPR N TO
T|A G# A R AUTH/ CONTR/
Y | L s R T E c c
E DESCRIPTION A Y, IAPPROVAL|MATERIAL| o DATE |DATE RCD |DATE FWD |DATE RCD| o DATE |DATE RCD
NN c p o w NEEDED | NEEDED | p OF FROM |TO OTHER |FROM OTH| p OF FRM APPR
ol o T ITEM SUBMITTED H N R SUBMIT BY BY g | AcTioN | coNTR |REVIEWER|REVIEWER| E | ACTION AUTH REMARKS
(@) | (b) (c) (d) (e) (f) (9) (h) (i) () (k) 0} (m) (n) (0) (p) (a) (r)
02921A|SD-07 Certificates
Seed 2.1 G AR
Topsoil 2.2 G AR
pH Adjuster 2.3.1 G AR
Fertilizer 2.3.2 G AR
Organic Material 2.3.4 G AR
Soil Conditioner 2.3.5 G AR
Mulch 2.4 G AR
03307A|SD-03 Product Data
Air-Entraining Admixture 2.1.3.1 |G AE
Accelerating Admixture 2.1.3.2 |G AE
Water-Reducing or Retarding 2.1.3.3 |G AE
Admixture
Curing Materials 2.1.8 G AE
Reinforcing Steel 2.1.5 G AE
Batching and Mixing Equipment  |3.1.4.3 |G AE
Conveying and Placing Concrete |3.2 G AE
Formwork 2.1.6 G AE
SD-06 Test Reports
Aggregates 2.1.2 G AE
Concrete Mixture Proportions 1.4.3 G AE
SD-07 Certificates
Cementitious Materials 2.1.1 G AE
Aggregates 2.1.2 G AE
09965A|SD-03 Product Data
Safety and Health Provisions 1.6 G AE
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CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Rehabilitation of Abrahams Creek Diversion Structure
CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
AlN S R A A
c| s S c c
T ™ s P I A T T
I I P A F o/ I I
\V2 T E R | E o) DATE FWD o) MAILED
I T (o} A (o} N TO APPR N TO
T|A G# A R AUTH/ CONTR/
Y | L s R T E c c
E DESCRIPTION A Y, IAPPROVAL|MATERIAL| o DATE |DATE RCD |DATE FWD |DATE RCD| o DATE |DATE RCD
NN c p o w NEEDED | NEEDED | p OF FROM |TO OTHER |FROM OTH| p OF FRM APPR
ol o T ITEM SUBMITTED H N R SUBMIT BY BY g | AcTioN | coNTR |REVIEWER|REVIEWER| E | ACTION AUTH REMARKS
(@) | (b) (c) (d) (e) (f) (9) (h) (i) () (k) 0} (m) (n) (0) (p) (a) (r)
09965A] Confined Spaces 1.6.6.1 |G AE
Respirators 1.6.7.2 |G AE
Certified Laboratory 1.4.2 G AE
Ventilation 1.6.6.1 |G AE
Medical Status 1.7 G AE
Lead-Based Paint Removal 1.7 G AE
Environmental Protection 1.9 G AE
Waste Classification, Handling, 1.91 G AE
and Disposal
Containment 1.9.2 G AE
Visible Emissions Monitoring 1.9.3 G AE
PM-10 Monitoring 1.9.4.1 |G AE
Water Quality 1.9.5 G AE
Soil Quality 1.9.6 G AE
SD-04 Samples
Special Paint Formulas 2.1 G AE
Paint Formulations 2.2 G AE
Solvent and Thinners 2.3.3 G AE
SD-06 Test Reports
PM-10 Monitoring 1.9.4.1 |G AE
TSP Monitoring 1.9.4.2 |G AE
Certified Laboratory 1.4.2 G AE
Soil Quality 1.9.6 G AE
Inspection 34 G AE
SD-07 Certificates
Qualifications 1.4 G AE
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CONTRACT NO.

SUBMITTAL REGISTER

TITLE AND LOCATION CONTRACTOR
Rehabilitation of Abrahams Creek Diversion Structure

CONTRACTOR: CONTRACTOR APPROVING AUTHORITY
G SCHEDULE DATES ACTION
o
v
T c T
R L
A A O
AlN S R A A
c| s S c c
T ™ s P I A T T
I I P A F o/ I I
\V2 T E R | E o) DATE FWD o) MAILED
| T C A C N TO APPR N TO
T A G# A R AUTH/ CONTR/
Y | L s R T E c c
E DESCRIPTION A Y, IAPPROVAL|MATERIAL| o DATE |DATE RCD |DATE FWD |DATE RCD| o DATE |DATE RCD
NN c p o w NEEDED | NEEDED | p OF FROM |TO OTHER |FROM OTH| p OF FRM APPR
ol o T ITEM SUBMITTED H N R SUBMIT BY BY g | AcTioN | coNTR |REVIEWER|REVIEWER| E | ACTION AUTH REMARKS
(@) | (b) (c) (d) (e) (f) (9) (h) (i) () (k) 0} (m) (n) (0) (p) (a) (r)
09965A| Qualified Painting Contractor 1.4.3 G AE
Qualified Hazardous Paint 1.4.4 G AE
Removal Contractor
Coating Thickness Gage 1.4.6 G AE
Qualification
11281 |SD-02 Shop Drawings
Lay-out drawings and materials. G AE

layout drawings and materials
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TRANSMITTAL OF SHOP DRAWINGS, EQUIPMENT DATA, MATERIAL SAMPLES, OR DATE TRANSMITTAL NO.
MANUFACTURER'S CERTIFICATES OF COMPLIANCE
{Read instructions on the reverse side prior to initiating this form)
SECTION | - REQUEST FOR APPROVAL OF THE FOLLOWING ITEMS (7his section will be initiated by the contractor)
TO: FROM: CONTRACT NO. CHECK ONE:
|:|THIS IS A NEW TRANSMITTAL
DTHIS IS A RESUBMITTAL OF
TRANSMITTAL
SPECIFICATION SEC. NO. (Cover only one section with PROJECT TITLE AND LOCATION CHECK ONE: THIS TRANSMITTAL IS
each transmittal) FOR D FIo [] GoV'T. APPROVAL
ITEM DESCRIPTION OF ITEM SUBMITTED MFG OR CONTR. NO. CONTRACT REFERENCE FOR VARIATION FOR
NO. {Type size, model number/etc.) CAT., CURVE OF DOCUMENT CONTRACTOR {See CE
DRAWING OR COPIES USE CODE instruction USE
BROCHURE NO. SPEC. DRAWING No. 6) CODE
{See instruction no. 8) PARA. NO. SHEET NO.
a b. c. d. e. f. g. h. i
REMARKS | certify that the above submitted items have been reviewed
in detail and are correct and in strict conformance with the
contract drawings and specifications except as other wise
stated.
NAME AND SIGNATURE OF CONTRACTOR
SECTION Il - APPROVAL ACTION
ENCLOSURES RETURNED (List by {tem No.) NAME, TITLE AND SIGNATURE OF APPROVING AUTHORITY DATE

ENG FORM 4025-R, MAR 95 (ER 415-1-10) EDITION OF SEP 93 IS OBSOLETE. SHEET OF (Proponent: CEMP-CE)



INSTRUCTIONS

1. Section | will be initiated by the Contractor in the required number of copies.

2. Each transmittal shall be numbered consecutively in the space provided for "Transmittal No.". This number, in addition to the contract number, will form a serial
number for identifying each submittal. For new submittals or resubmittals mark the appropriate box; on resubmittals, insert transmittal number of last submission as
well as the new submittal number.

3. The "Item No."” will be the same "ltem No." as indicated on ENG FORM 4288-R for each entry on this form.

4. Submittals requiring expeditious handling will be submitted on a separate form.

5. Separate transmittal form will be used for submittals under separate sections of the specifications.

6. A check shall be placed in the "Variation” column when a submittal is not in accordance with the plans and specifications--also, a written statement to that effect
shall be included in the space provided for "Remarks”.

7. Form is self-transmittal, letter of transmittal is not required.
8. When a sample of material or Manufacturer's Certificate of Compliance is transmitted, indicate "Sample” or "Certificate" in column c, Section I.
9. U.S. Army Corps of Engineers approving authority will assign action codes as indicated below in space provided in Section |, column i to each item submitted. In

addition they will ensure enclosures are indicated and attached to the form prior to return to the contractor. The Contractor will assign action codes as indicated below
in Section |, column g, to each item submitted.

THE FOLLOWING ACTION CODES ARE GIVEN TO ITEMS SUBMITTED

A -- Approved as submitted. E -- Disapproved (See attached).

B -- Approved, except as noted on drawings. F -- Receipt acknowledged.

C -- Approved, except as noted on drawings. FX-- Receipt acknowledged, does not comply
Refer to attached sheet resubmission required. as noted with contract requirements.

D -- Will be returned by separate correspondence. G -- Other (Specify)

10. Approval of items does not relieve the contractor from complying with all the requirements of the contract plans and specifications.

(Reverse of ENG Form 4025-R)
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SECTI ON 01356

STORM WATER PQOLLUTI ON PREVENTI ON MEASURES
08/ 96

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM D 4439 (1997) Standard Terni nol ogy for
Ceosynt hetics

ASTM D 4491 (1996) Water Perneability of Geotextiles
by Permttivity

ASTM D 4533 (1991; R 1996) Trapezoid Tearing Strength
of Ceotextiles

ASTM D 4632 (1991; R 1996)) Grab Breaking Load and
El ongation of Geotextiles

ASTM D 4751 (1995) Determ ning Apparent Opening Size
of a CGeotextile

ASTM D 4873 (1995) Identification, Storage, and
Handl i ng of Geosynthetic Rolls

PENNSYLVANI A DEPARTMVENT OF TRANSPORTATI ON ( PENNDOT)
Publ i cati on 408 (2003) PENNDOT Construction Specifications
PENNSYLVANI A DEPARTMVENT OF ENVI RONMENTAL PROTECTI ON ( PA DEP)

Erosi on & Sed. Control Manual (2001) PA DEP Erosion and Sedi nent
Pol [ uti on Control Prevention Mnual

1.2 GENERAL

The Contractor shall inplenment the stormwater pollution prevention
neasures specified in this section in a manner which will neet the

requi rements of Section 01561 ENVI RONMENTAL PROTECTI ON, and the

requi renents of the National Pollution Discharge Elimnation System ( NPDES)
permit attached to Section 01000 ADM NI STRATI VE REQUI REMENTS.

1.3 SUBM TTALS

CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
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1

SD-07 Certificates
MIIl Certificate or Affidavit;

Certificate attesting that the Contractor has net all specified
requirenents.

4 EROCSI ON AND SEDI MENT CONTROLS

The controls and neasures required by the Contractor are described bel ow

.4.1 Stabilization Practices

The stabilization practices to be inplenmented shall include temporary

seedi ng, nulching, geotextiles, erosion control mats, protection of trees,
preservation of nmature vegetation, etc. On his daily CQC Report, the
Contractor shall record the dates when the nmajor grading activities occur,
(e.g., clearing and grubbing, excavation, enbanknment, and gradi ng); when
construction activities tenporarily or permanently cease on a portion of
the site; and when stabilization practices are initiated. Except as

provi ded i n paragraphs UNSU TABLE CONDI TI ONS and NO ACTIVI TY FOR LESS THAN
21 DAYS, stabilization practices shall be initiated as soon as practicabl e,
but no nore than 14 days, in any portion of the site where construction
activities have tenporarily or permanently ceased.

.4.1.1 Unsui tabl e Conditi ons

Where the initiation of stabilization neasures by the fourteenth day after
construction activity tenporarily or permanently ceases is precluded by
unsui tabl e conditions caused by the weather, stabilization practices shal
be initiated as soon as practicable after conditions becone suitable.

.4.1.2 No Activity for Less Than 21 Days

Where construction activity will resune on a portion of the site within 21
days from when activities ceased (e.g., the total tinme period that
construction activity is tenporarily ceased is |less than 21 days), then
stabilization practices do not have to be initiated on that portion of the
site by the fourteenth day after construction activity tenporarily ceased.

.4.2 Structural Practices

Structural practices shall be inplenmented to divert flows from exposed
soils, tenporarily store flows, or otherwise limt runoff and the discharge
of pollutants from exposed areas of the site. Structural practices shal

be inplenmented in a tinely manner during the construction process to

m ni m ze erosion and sedi ment runoff. Structural practices shall include
the follow ng devices. Location and details of installation and
construction are shown on the draw ngs.

.4.2.1 Silt Fences

The Contractor shall provide silt fences as a tenporary structural practice
to mininize erosion and sedinent runoff. Silt fences shall be properly
installed to effectively retain sedinent i mediately after conpleting each
phase of work where erosion would occur in the formof sheet and ril
erosion (e.g. clearing and grubbi ng, excavation, enbanknment, and grading).
Silt fences shall be installed in the |ocations indicated on the draw ngs.
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Fi nal renoval of silt fence barriers shall be upon approval by the
Contracting Oficer.

1.4.2.2 Rock Constructi on Entrances

The Contractor shall provide rock construction entrances at all points of
entry to the construction site. Rock construction entrances shall be
pl aced prior to all other construction activities on site.

1.4.2.3 Punped Water Filter Bags

The Contractor shall provide punped water filter bags to dewater the work
ar eas.

PART 2 PRODUCTS
2.1 COVPONENTS FOR SI LT FENCES
2.1.1 Filter Fabric

The geotextile shall conmply with the requirements of ASTM D 4439, and
shal | consist of polyneric filanments which are forned into a stable network
such that filanents retain their relative positions. The filament shal
consi st of a long-chain synthetic polymer conposed of at |east 85 percent
by wei ght of ester, propylene, or amide, and shall contain stabilizers

and/ or inhibitors added to the base plastic to make the filaments
resistance to deterioration due to ultraviolet and heat exposure.

Synthetic filter fabric shall contain ultraviolet ray inhibitors and
stabilizers to provide a mnimumof six nonths of expected usable
construction life at a tenperature range of 0 to 120 degrees F. The filter
fabric shall neet the follow ng requirenents:

FI LTER FABRI C FOR SI LT SCREEN FENCE

PHYSI CAL PROPERTY TEST PROCEDURE STRENGTH REQUI REMENT
G ab Tensile ASTM D 4632 100 I bs. mn.

El ongation (% 30 % max.
Trapezoi d Tear ASTM D 4533 55 I bs. mn.
Permttivity ASTM D 4491 0.2 sec-1

ACS (U.S. Std Sieve) ASTM D 4751 20- 100

2.1.2 Silt Fence Stakes and Posts

The Contractor may use either wooden stakes or steel posts for fence
construction. Woden stakes utilized for silt fence construction, shal
have a m ni mum cross section of 2 inches by 2 inches when oak is used and 4
inches by 4 inches when pine is used, and shall have a m ninumlength of 4
feet. Steel posts (standard "U' or "T" section) utilized for silt fence
construction, shall have a m ni num wei ght of 1.33 pounds per |inear foot
and a mninmum | ength of 5 feet.

2.1.3 MIl Certificate or Affidavit
A mll certificate or affidavit shall be provided attesting that the fabric

and factory seans neet chem cal, physical, and manufacturing requirenents
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specified above. The m Il certificate or affidavit shall specify the
actual M ni mum Average Roll Values and shall identify the fabric supplied
by roll identification nunbers. The Contractor shall subnmit a mll
certificate or affidavit signed by a legally authorized official fromthe
conpany manufacturing the filter fabric.

1.4 I dentification Storage and Handl i ng

Filter fabric shall be identified, stored and handl ed i n accordance wth
ASTM D 4873.

.2 ROCK CONSTRUCTI ON ENTRANCES

Rock construction entrances shall be constructed to the m ni num w dt h,

| engt h, and thickness di mensi ons shown on the draw ngs. Rock shall be
AASHTO No. 1 as specified in PENNDOT Publication 408, Section 703.2. For
all rock construction entrances, a geotextile fabric underlaynent of a type
recommended for such applications by the manufacturer shall be used.

.3 PUVPED WATER FI LTER BAGS

Punped water filter bags shall be of a material conformng to the PA DEP
Erosion & Sed. Control Mnual, section on Punped Water Filter Bags.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON OF SI LT FENCES

Silt fences shall extend a mnimum of 30 inches above the ground surface
and shall not exceed 36 inches above the ground surface. Filter fabric
shall be froma continuous roll cut to the length of the barrier to avoid
the use of joints. When joints are unavoidable, filter fabric shall be
spliced together at a support post, with overlap as shown on the plans, and
securely sealed. A trench shall be excavated approximtely 6 inches w de
and 6 inches deep on the upslope side of the location of the silt fence.
The 6-inch by 6-inch trench shall be backfilled and the soil conpacted over
the filter fabric. Silt fences shall be renmoved upon approval by the
Contracting Oficer.

.2 MAI NTENANCE

The Contractor shall maintain the tenporary and pernmanent vegetation,
erosi on and sedi ment control measures, and other protective nmeasures in
good and effective operating condition by perform ng routine inspections to
determ ne condition and effectiveness, by restoration of destroyed
vegetative cover, and by repair of erosion and sedi nent control neasures
and other protective neasures. The follow ng procedures shall be foll owed
to maintain the protective neasures.

2.1 Silt Fence Mai ntenance

Silt fences shall be inspected in accordance w th paragraph | NSPECTI ONS.
Any required repairs shall be made promptly. Close attention shall be paid
to the repair of damaged silt fence resulting fromend runs and
undercutting. Should the fabric on a silt fence deconpose or becone
ineffective, and the barrier is still necessary, the fabric shall be
replaced pronptly. Sedinment deposits shall be renpved when deposits reach
one-half of the height of the barrier. Wen a silt fence is no | onger
required, it shall be renmobved. The innmedi ate area occupi ed by the fence
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and any sedi nent deposits shall be shaped to an acceptable grade. The
areas disturbed by this shaping shall be seeded in accordance with Section
02921A SEEDI NG except that the coverage requirenents in paragraph SEED
ESTABLI SHVENT PERI OD do not apply.

3.2.2 Rock Construction Entrance Mint enance

The structure's thickness shall be maintained to the specified dinmensions
by adding rock. A stock pile of rock material shall be maintained on site
for this purpose. Al sedinment deposited on public roadways and paths
shal | be renoved i medi ately and returned to the construction site.
Washi ng of roadway with water is not pernitted.

3.2.3 Punped Water Filter Bag Installation and Mintenance

Punped water filter bags shall be installed according to the PA DEP Erosion
& Sed. Control Manual, Standard Construction Detail #26. Filter bags shal
be inspected daily. |If any problemis detected, punping shall cease

i mredi ately and not resume until the problemis corrected.

3.3 | NSPECTI ONS
3.3.1 Cener a

The Contractor shall inspect disturbed areas of the construction site,
areas used for storage of materials that are exposed to precipitation that
have not been finally stabilized, stabilization practices, structura
practices, other controls, and areas where vehicles exit the site daily.
Where sites have been finally stabilized, such inspection shall be
conducted at |east once every seven (7) cal ender days.

3.3.2 I nspections Details

Di sturbed areas and areas used for material storage that are exposed to
precipitation shall be inspected for evidence of, or the potential for,
pollutants entering the drai nage system Erosion and sedi ment contro
nmeasures identified in the StormWter Pollution Prevention Plan shall be
observed to ensure that they are operating correctly. Discharge |ocations
or points shall be inspected to ascertain whether erosion control neasures
are effective in preventing significant inpacts to receiving waters.
Locations where vehicles exit the site shall be inspected for evidence of
of fsite sedi nent tracking.

3.3.3 | nspection Reports

For each inspection conducted, the Contractor shall prepare a report
sunmari zi ng the scope of the inspection, nane(s) and qualifications of
personnel making the inspection, the date(s) of the inspection, ngjor
observations relating to the inplenentation of the Storm Water Pollution
Prevention Pl an, maintenance performed, and actions taken. The report
shall be furnished to the Contracting Oficer within 24 hours of the
inspection as a part of the Contractor's daily CQC REPORT. A copy of the
i nspection report shall be maintained on the job site.

-- End of Section --
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SECTI ON 01420

SOURCES FOR REFERENCE PUBLI CATI ONS
09/ 03

PART 1 GENERAL

1

1 REFERENCES

Various publications are referenced in other sections of the specifications
to establish requirements for the work. These references are identified in
each section by document nunber, date and title. The docunent nunber used
inthe citation is the nunber assigned by the standards producing

organi zation, (e.g. ASTM B 564 Nickel Alloy Forgings). However, when the
st andards produci ng organi zati on has not assigned a nunber to a docunent,
an identifying nunber has been assigned for reference purposes.

.2 ORDERI NG | NFORVATI ON

The addresses of the standards publishing organi zati ons whose docunents are
referenced in other sections of these specifications are |isted bel ow, and
if the source of the publications is different fromthe address of the
sponsoring organi zation, that information is also provided. Documents
listed in the specifications with nunbers which were not assigned by the

st andards produci ng organi zation should be ordered fromthe source by title
rat her than by nunber.

ACl | NTERNATI ONAL (ACI)

P. OO Box 9094

Farmington Hlls, M 48333-9094
Ph: 248-848- 3700

Fax: 248-848-3701

Internet: http://ww.aci-int.org

AVERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI Cl ALS
( AASHTO)

444 North Capital Street, NW Suite 249

Washi ngton, DC 20001

Ph: 202- 624- 5800

Fax: 202-624-5806

Internet: http://ww.aashto.org

E-Mail: info@ashto.org

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)
1819 L Street, NW 6th Floor

Washi ngt on, DC 20036

Ph: 202-293- 8020

Fax: 202-293-9287

E-mail: info@nsi.org

Internet: http://ww.ansi.org/

Note --- Docunents beginning with the letter "S" can be ordered
from

Acoustical Society of America (ASA)
2 Huntington Quadrangle, Suite 1NOL
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Melville, NY 11747-4502

Ph: 516- 576- 2360

Fax: 516-576-2377

Internet: http://asa.aip.org
E-mail: asa@ip.org

AVERI CAN PETROLEUM | NSTI TUTE ( API)
1220 L Street, NW

Washi ngton, DC 20005-4070

Ph: 202- 682- 8000

Fax: 202-682-8223

Internet: http://ww. api.org

ASTM | NTERNATI ONAL ( ASTM

100 Barr Harbor Drive, P.O Box Cr00
West Conshohocken, PA 19428-2959

Ph: 610- 832- 9500

Fax: 610-832-9555

E-mail: service@stmorg

Internet: http://ww.astmorg

NATI ONAL FI RE PROTECTI ON ASSOCI ATl ON ( NFPA)
1 Batterymarch Park

P. 0. Box 9101

Qui ncy, MA 02269-9101

Ph: 617-770-3000

Fax: 617-770-0700

Internet: http://ww.nfpa.org

E-mai | ;. webnast er @f pa. org

NATI ONAL | NSTI TUTE FOR OCCUPATI ONAL SAFETY AND HEALTH (NI OSH)
Mail Stop G 13

4676 Col unbi a Par kway

Cincinnati, OH 45226-1998

Ph: 800-356- 4674

Fax: 513-533-8573

E-mai |l : pubstaff@dc. gov

Internet: http://ww.cdc. gov/ni osh/ honmepage. ht n

PENNSYLVANI A DEPARTMENT OF ENVI RONMENTAL PROTECTI ON ( PA DEP)
16th Fl oor, Rachel Carson State O fice Buil ding

P. O. Box 2063

Harrrisburg, PA 17105-2063

Ph: 717-783-2300

Fax: 717-783-8926

Internet: http://ww.dep. state. pa. us

E-mail: ra-epaskdep@t ate. pa. us

PENNSYLVANI A DEPARTMENT OF TRANSPORTATI ON ( PENNDQT)
Keyst one Bui |l di ng

400 North Street

Harrrisburg, PA 17120

Ph: 717-787-2838

Fax: 717-787-1738

Internet: http://ww.dot. state. pa.us

THE SOCI ETY FOR PROTECTI VE COATI NGS ( SSPC)
40 24th Street, 6th Fl oor
Pi ttsburgh, PA 15222-4656
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Ph: 412-281-2331
Fax: 412-281-9992
Internet: http://ww. sspc.org

U S. ARMY CORPS OF ENG NEERS ( USACE)

O der CRD- C DOCUMENTS from

U.S. Arny Engi neer \Waterways Experinent Station

ATTN:  Techni cal Report Distribution Section, Services
Branch, TIC

3909 Halls Ferry Rd.

Vi cksburg, Ms 39180-6199

Ph: 601- 634- 2664

Fax: 601-634-2388

E-mail: ntc-info@rdc. usace.armnmy. ml

Internet: http://ww. wes.arny. ml/SL/MIC/ handbook. ht m

O der O her Docunments from
USACE Publ i cati ons Depot
Attn: CEl M SP-D
2803 52nd Avenue
Hyattsville, MD 20781-1102
Ph: 301-394-0081
Fax: 301-394- 0084
E-mai |l : pubs-arny@isace. arny. nil
Internet: http://ww. usace.arny.nil/publications
or http: //ww. hnd. usace. arny. nm |/t echi nf o/ engpubs. ht m

U. S. DEPARTMENT OF AGRI CULTURE ( USDA)

O der AMS Publications from

AGRI CULTURAL MARKETI NG SERVI CE ( AMVB)

Seed Regul atory and Testing Branch

801 Summit Crossing Place, Suite C

Gast oni a, NC 28054-2193

Ph: 704-810- 8870

Fax: 704-852-4189

Internet: http://ww. ans. usda. gov/|l sg/ seed. ht m
E-mail: seed.anms@sda. gov

Order Ot her Publications from

U S. Departnent of Agriculture, Rural Utilities Service
14t h and | ndependence Avenue, SW Room 4028-S

Washi ngton, DC 20250

Ph: 202-720- 2791

Fax: 202-720-2166

Internet: http://ww.usda. gov

U S. GENERAL SERVI CES ADM NI STRATI ON ( GSA)
Ceneral Services Adm nistration

1800 F Street, NW

Washi ngt on, DC 20405

PH: 202-501-1021

O der from

General Services Administration

Federal Supply Service Bureau

1941 Jefferson Davis H ghway

Arlington, VA 22202

PH: 703- 605- 5400

Internet: http://apps.fss.gsa.gov/pub/fedspecs/indexcfm
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U S. NATI ONAL ARCHI VES AND RECORDS ADM NI STRATI ON ( NARA)
8601 Adel phi Road

Col | ege Park, MD 20740-6001

Ph: 866-272-6272

Fax: 301-837-0483

Internet: http://ww. archives. gov

Order docunents from

Superi nt endent of Docunents

U S. Governnent Printing Ofice
Washi ngton, DC 20402-9325

Ph: 866-512- 1800 or 202-512-1800
Fax: 202-512-2250

E-mai |l : gpoi nfo@po. gov

Internet: http://ww. gpo. gov

-- End of Section --
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SECTI ON 01451

CONTRACTOR QUALI TY CONTROL
11/01

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM D 3740 (1999b) M ni num Requi renents for Agencies
Engaged in the Testing and/or |nspection
of Soil and Rock as Used in Engineering
Desi gn and Construction

ASTM E 329 (1998a) Agenci es Engaged in the Testing
and/ or Inspection of Materials Used in
Construction

.2 PAYMENT

Separate paynent will not be nmade for providing and nmai ntaining an
effective Quality Control program and all costs associated therewith shal
be included in the applicable unit prices or |unp-sumprices contained in
the Price Schedul e.

.3 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Subnittals
CQC Plan; G AR

Identifies personnel, procedures, control, instructions, test, records, and
forms to be used.

Control Phase; G AR
Shall include a neeting conducted by the CQC System Manager and attended by
the superintendent, other CQC personnel (as applicable), and the foreman
responsi ble for the definable feature.
SD- 05 Design Data
Notification of Changes

Any changes nade by the Contractor.
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Punchl i st
Near the conpletion of all work, the CQC System Manager shall prepare a
list of items which do not conformto the approved draw ngs and
speci fications.

M nut es

Prepared by the Governnent and signed by both the Contractor and the
Contracting O ficer and shall beconme a part of the contract file.

SD- 06 Test Reports
Tests

Specified or required tests shall be done by the Contractor to verify that
control measures are adequate.

Test Reports
Results of tests taken.

Docunent ati on
Results of tests taken.

Tests Perforned

An information copy provided directly to the Contracting O ficer.

PART 2 PRODUCTS (Not Appl i cabl e)

PART 3 EXECUTI ON

3.

1 GENERAL REQUI REMENTS

The Contractor is responsible for quality control and shall establish and
mai ntain an effective quality control systemin compliance with the
Contract Clause titled "lInspection of Construction.” The quality contro
system shal |l consist of plans, procedures, and organization necessary to
produce an end product which complies with the contract requirenments. The
system shall cover all construction operations, both onsite and offsite,
and shall be keyed to the proposed construction sequence. The site project
superintendent will be held responsible for the quality of work on the job
and is subject to rembval by the Contracting O ficer for non-conpliance
with the quality requirenents specified in the contract. The site project
superintendent in this context shall be the highest |evel nmanager
responsi bl e for the overall construction activities at the site, including
quality and production. The site project superintendent shall maintain a
physi cal presence at the site at all times, except as otherw se acceptabl e
to the Contracting O ficer, and shall be responsible for all construction
and construction related activities at the site.

.2 CQC PLAN

2.1 Cener al

The Contractor shall furnish for review by the Governnent, not l|ater than
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30 days after receipt of notice to proceed, the Contractor Quality Contro
(CQC) Plan proposed to inplenent the requirenents of the Contract C ause
titled "Inspection of Construction.” The plan shall identify personnel,
procedures, control, instructions, tests, records, and forns to be used.
The Governnent will consider an interimplan for the first 60 days of
operation. Construction will be permtted to begin only after acceptance
of the CQC Plan or acceptance of an interimplan applicable to the
particul ar feature of work to be started. Wrk outside of the features of
work included in an accepted interimplan will not be permitted to begin
until acceptance of a CQC Plan or another interimplan containing the
addi tional features of work to be started.

3.2.2 Content of the CQC Pl an

The CQC Plan shall include, as a mninum the following to cover al
construction operations, both onsite and offsite, including work by
subcontractors, fabricators, suppliers, and purchasing agents:

a. A description of the quality control organization, including a
chart showi ng lines of authority and acknow edgnent that the CQC
staff shall inplenent the three phase control systemfor al
aspects of the work specified. The staff shall include a CQC
Syst em Manager who shall report to the project superintendent.

b. The nane, qualifications (in resunme format), duties,
responsibilities, and authorities of each person assigned a CQC
function.

c. Acopy of the letter to the CQC System Manager signed by an
aut hori zed official of the firmwhich describes the
responsibilities and del egates sufficient authorities to
adequately performthe functions of the CQC System Manager
i ncluding authority to stop work which is not in conpliance with
the contract. The CQC System Manager shall issue letters of
direction to all other various quality control representatives
outlining duties, authorities, and responsibilities. Copies of
these letters shall also be furnished to the Governnent.

d. Procedures for scheduling, review ng, certifying, and managi ng
submittals, including those of subcontractors, offsite
fabricators, suppliers, and purchasing agents. These procedures
shall be in accordance with Section 01330 SUBM TTAL PROCEDURES.

e. Control, verification, and acceptance testing procedures for each
specific test to include the test name, specification paragraph
requiring test, feature of work to be tested, test frequency, and
person responsi ble for each test. The Contractor shall include a
copy of his proposed |aboratory's |atest Corps of Engineers
i nspection report in the Quality Control Plan. The inspection
report details the tests that the I ab has been validated to
perform under Corps of Engineers contracts. (Laboratory
facilities will be approved by the Contracting O ficer.)

f. Procedures for tracking preparatory, initial, and follow up
control phases and control, verification, and acceptance tests
i ncl udi ng docunent ati on.

g. Procedures for tracking construction deficiencies from
identification through acceptable corrective action. These
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3.

procedures shall establish verification that identified
defici enci es have been corrected.

h. Reporting procedures, including proposed reporting fornmats.

i. Alist of the definable features of work. A definable feature of
work is a task which is separate and distinct from other tasks,
has separate control requirenents, and may be identified by
different trades or disciplines, or it may be work by the sane
trade in a different environnent. Although each section of the
specifications may generally be considered as a definable feature
of work, there are frequently nore than one definable features
under a particular section. This list will be agreed upon during
t he coordination neeting.

2.3 Accept ance of Pl an

Acceptance of the Contractor's plan is required prior to the start of
construction. Acceptance is conditional and will be predicated on

sati sfactory performance during the construction. The Governnent reserves
the right to require the Contractor to nmake changes in his CQC Pl an and
operations including renoval of personnel, as necessary, to obtain the
qual ity specified.

. 2.4 Notification of Changes

After acceptance of the CQC Plan, the Contractor shall notify the
Contracting Oficer in witing of any proposed change. Proposed changes
are subject to acceptance by the Contracting Oficer.

.3 COORDI NATI ON MEETI NG

After the Preconstruction Conference, before start of construction, and
prior to acceptance by the Governnent of the CQC Plan, the Contractor shal
neet with the Contracting O ficer or Authorized Representative and discuss
the Contractor's quality control system The CQC Plan shall be subnitted
for review a m ni mum of 14 cal endar days prior to the Coordi nati on Meeting.

During the meeting, a mutual understanding of the systemdetails shall be
devel oped, including the forms for recording the CQC operations, contro
activities, testing, admnistration of the systemfor both onsite and
offsite work, and the interrelationship of Contractor's Managenent and
control with the Governnent's Quality Assurance. M nutes of the neeting
shal | be prepared by the Government and signed by both the Contractor and
the Contracting Oficer. The mnutes shall becone a part of the contract
file. There may be occasi ons when subsequent conferences will be called by
either party to reconfirm nmutual understandi ngs and/or address deficiencies
in the CQC systemor procedures which nmay require corrective action by the
Contractor.

.4 QUALI TY CONTROL ORGANI ZATI ON

4.1 Per sonnel Requirenents

The requirenents for the CQC organi zation are a CQC System Manager and
sufficient nunmber of additional qualified personnel to ensure safety and
contract conpliance. The Safety and Health Manager shall receive direction
and authority fromthe CQC System Manager and shall serve as a memnber of
the CQC staff. Personnel identified in the technical provisions as
requiring specialized skills to assure the required work is being perforned
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properly will also be included as part of the CQC organi zati on. The
Contractor's CQC staff shall maintain a presence at the site at all tines
during progress of the work and have conplete authority and responsibility
to take any action necessary to ensure contract conpliance. The CQC staff
shal | be subject to acceptance by the Contracting Officer. The Contractor
shal | provide adequate office space, filing systens and other resources as
necessary to maintain an effective and fully functional CQC organi zati on.
Conpl ete records of all letters, material submittals, show draw ng
submittals, schedules and all other project docunentation shall be pronptly
furni shed to the CQC organi zation by the Contractor. The CQC organi zation
shal |l be responsible to maintain these docunents and records at the site at
all tines, except as otherw se acceptable to the Contracting Oficer.

3.4.2 CQC Syst em Manager

The Contractor shall identify as CQC System Manager an individual within
the onsite work organi zati on who shall be responsible for overal

managenent of CQC and have the authority to act in all CQC matters for the
Contractor. The CQC System Manager shall be a graduate engi neer, graduate
architect, or a graduate of construction nanagenment, with a mni mumof 3
years construction experience on construction simlar to this contract, or
a construction person with a mnimumof 5 years in related work. This CQC
Syst em Manager shall be on the site at all tinmes during construction and
shal | be enployed by the prime Contractor. The CQC System Manager shall be
assi gned as System Manager but may have duties as Project Superintendent in
addition to quality control. An alternate for the CQC System Manager shal
be identified in the plan to serve in the event of the System Manager's
absence. The requirenments for the alternate shall be the sane as for the
desi gnat ed CQC Syst em Manager

3.4.3 CQC Per sonne

In addition to CQC personnel specified el sewhere in the contract, the
Contractor shall provide as part of the CQC organi zation specialized
personnel to assist the CQC System Manager for the followi ng areas: civil.
These individuals may be enpl oyees of the prinme or subcontractor; be
responsi ble to the CQC System Manager; be physically present at the
construction site during work on their areas of responsibility; have the
necessary education and/or experience in accordance with the experience
matrix listed herein. These individuals may perform other duties but nust
be allowed sufficient tinme to performtheir assigned quality control duties
as described in the Quality Control Pl an.

Experience Matrix

Ar ea Qualifications

a. CGvil Graduate Cvil Engineer with
2 years experience in the
type of work being
performed on this project or
technician with 5 yrs
rel ated experience

3.4.4 Additional Requirenent
In addition to the above experience and/or education requirenments the CQC

Syst em Manager shall have conpleted the course entitled "Construction
Qual ity Managenent for Contractors” within 45 cal endar days after NTP is a
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mandat ory requirerment for the position of the Quality Control Systens
Manager. Certification is good for five (5) years at which tine
re-training is required. The Contractor's QC Systens Manager may be

appoi nted and serve fully in that capacity pending certification. If the
CQC Systens Manager fails to successfully conplete the training, the
Contractor should pronptly appoint a new CQSM who shall then attend the
next avail able course. The course is nine (9) hours long (1 day). The
Construction Quality Management Course (CQVC) will be taught at |east nine
(9) times per year by the Baltinore District Corps of Engineers, at various
| ocations around Baltinore and Washi ngton, DC, or at another site if
conditions warrant. The COQMC cost will be borne by the Contractor and is
one hundred and twenty-five dollars ($125.00) per course, per person.
Paynment shall be made by check payable to either sponsors of the course:
Associ ated Buil ders and Contractors, Inc, (ABC) 14120 Park Long Court,
Suite 111, Chantilly , Virginia 20151 (Phone: 703-968-6205), or to The
Associ ated General Contractors of America (AGC), Maryland Chapter, 1301
York Road, Heaver Plaza, Suite 202, Lutherville, Maryland 21093 (Phone:
410- 321-7870) prior to the start of the course. Reservations to attend the
course should be nade directly to the organization sponsoring the course
they attend. The Contractor has forty-five (45) cal endar days to attend
the course after the issuance of the NTP. The contractor shall contact the
Contracting O ficer upon award of the contract for arrangenents for the
cour se.

3.4.5 Or gani zati onal Changes

The Contractor shall maintain the CQC staff at full strength at all tinmes.
When it is necessary to nake changes to the CQC staff, the Contractor shal
revise the CQC Plan to reflect the changes and subnit the changes to the
Contracting O ficer for acceptance.

3.5 SUBM TTALS

Submittals, if needed, shall be nmade as specified in Section 01330

SUBM TTAL PROCEDURES. The CQC organi zation shall be responsible for
certifying that all submittals and deliverables are in conpliance with the
contract requirenents.

3.6 CONTROL

Contractor Quality Control is the nmeans by which the Contractor ensures
that the construction, to include that of subcontractors and suppliers,
complies with the requirenments of the contract. At |east three phases of
control shall be conducted by the CQC System Manager for each definable
feature of work as foll ows:

3.6.1 Pr epar at ory Phase

Thi s phase shall be performed prior to begi nning work on each definabl e
feature of work, after all required plans/docunments/ materials are
approved/ accepted, and after copies are at the work site. This phase shal
i ncl ude:

a. A review of each paragraph of applicable specifications, reference
codes, and standards. A copy of those sections of referenced
codes and standards applicable to that protion of the work to be
acconplished in the field shall be nade avail able by the
Contractor at the preparatory inspection. These copies shall be
mai ntained in the field and avail able for use by Governnent
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3.6.2

personnel until final acceptance of the work.
A review of the contract draw ngs.

A check to assure that all naterials and/or equi prent have been
tested, subnmitted, and approved.

Revi ew of provisions that have been made to provide required
control inspection and testing.

Exani nation of the work area to assure that all required
prelimnary work has been conpleted and is in conpliance with the
contract.

A physi cal exam nation of required materials, equipnment, and
sanple work to assure that they are on hand, conformto approved
shop drawi ngs or subnitted data, and are properly stored.

A review of the appropriate activity hazard analysis to assure
safety requirenents are net.

Di scussi on of procedures for controlling quality of the work
including repetitive deficiencies. Docunent construction
tol erances and wor knanshi p standards for that feature of work

A check to ensure that the portion of the plan for the work to be
performed has been accepted by the Contracting Oficer

Di scussion of the initial control phase.

The CGovernnent shall be notified at |east 72 hours in advance of
begi nning the preparatory control phase. This phase shall include
a nmeeting conducted by the CQC System Manager and attended by the
superi ntendent, other CQC personnel (as applicable), and the
foreman responsible for the definable feature. The results of the
preparatory phase actions shall be docunented by separate minutes
prepared by the CQC System Manager and attached to the daily CQC
report. The Contractor shall instruct applicable workers as to
the acceptable |l evel of workmanship required in order to neet
contract specifications.

Initial Phase

Thi s phase shall be acconplished at the begi nning of a definable feature of

wor k.

a.

The foll owi ng shall be acconplished:

A check of work to ensure that it is in full conpliance with
contract requirenents. Review m nutes of the preparatory neeting.

Verify adequacy of controls to ensure full contract conpliance.
Verify required control inspection and testing.

Establish | evel of workmanship and verify that it nmeets mini num
accept abl e wor kmanshi p standards. Conpare with required sanple
panel s as appropri ate.

Resol ve all differences.

Check safety to include conpliance with and upgradi ng of the
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3.

safety plan and activity hazard analysis. Review the activity
anal ysis with each worker.

f. The Governnent shall be notified at |east 72 hours in advance of
begi nning the initial phase. Separate minutes of this phase shal
be prepared by the CQC System Manager and attached to the daily
CQC report. Exact location of initial phase shall be indicated
for future reference and conparison with foll ow up phases.

g. The initial phase should be repeated for each new crew to work
onsite, or any tine acceptable specified quality standards are not
bei ng net.

6.3 Fol | ow- up Phase

Dai ly checks shall be performed to assure control activities, including
control testing, are providing continued conpliance with contract
requirenments, until conpletion of the particular feature of work. The
checks shall be nade a matter of record in the CQC docunentation. Fina
foll owup checks shall be conducted and all deficiencies corrected prior to
the start of additional features of work which may be affected by the
deficient work. The Contractor shall not build upon nor concea

non- conf orm ng wor K.

.6.4 Additional Preparatory and Initial Phases

Addi tional preparatory and initial phases shall be conducted on the sane
definabl e features of work if the quality of on-going work i s unacceptabl e,
if there are changes in the applicable CQC staff, onsite production
supervision or work crew, if work on a definable feature is resuned after a
substantial period of inactivity, or if other problens devel op.

.7 TESTS

.7.1 Testing Procedure

The Contractor shall performspecified or required tests to verify that
control measures are adequate to provide a product which conforms to
contract requirenments. Upon request, the Contractor shall furnish to the
Government duplicate sanples of test specinens for possible testing by the
CGovernment. Testing includes operation and/or acceptance tests when
specified. The Contractor shall procure the services of a Corps of

Engi neers approved testing | aboratory or establish an approved testing

| aboratory at the project site. The Contractor shall performthe follow ng
activities and record and provide the foll owi ng data:

a. Verify that testing procedures conply with contract requirenents.

b. Verify that facilities and testing equi pnent are avail abl e and
conmply with testing standards.

c. Check test instrunent calibration data against certified standards.

d. Verify that recording forms and test identification control nunber
system including all of the test docunentation requirenents, have
been prepared.

e. Results of all tests taken, both passing and failing tests, shal
be recorded on the CQC report for the date taken. Specification
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paragraph reference, |ocation where tests were taken, and the
sequential control nunber identifying the test shall be given. |If
approved by the Contracting Oficer, actual test reports may be
submitted later with a reference to the test nunber and date
taken. An information copy of tests performed by an offsite or
comrercial test facility shall be provided directly to the
Contracting Officer. Failure to submt tinely test reports as
stated may result in nonpaynent for related work performed and

di sapproval of the test facility for this contract.

3.7.2 Testing Laboratories
3.7.2.1 Capability Check

The Government reserves the right to check I aboratory equi pment in the
proposed | aboratory for conpliance with the standards set forth in the
contract specifications and to check the | aboratory technician's testing
procedures and techniques. Laboratories utilized for testing soils,
concrete, asphalt, and steel shall neet criteria detailed in ASTM D 3740
and ASTM E 329.

3.7.2.2 Laboratory Approva

The Contractor shall use a testing |aboratory that has been previously
approved by the Corps of Engineers or obtain approval for a | aboratory
established at the project site. Approved |aboratories are listed at the
following web site: http://ww. wes.army. ml/SL/MIC/ Val StatesTbl.htm |f
the Contractor elects to set up an on-site | aboratory at the project site,
the Contractor will be assessed $4500.00 for the cost of inspection of this
| ab by the Corps of Engineers.

3.7.3 Onsite Laboratory

The Governnent reserves the right to utilize the Contractor's contro
testing | aboratory and equi prment to nmake assurance tests, and to check the
Contractor's testing procedures, techniques, and test results at no
addi ti onal cost to the Governnent.

3.7. 4 Furni shing or Transportation of Sanples for Testing

Furni shing or Transportation of Sanples for Testing: Costs incidental to
the transportation of sanples or materials will be borne by the
Contractor. Sanples of materials for test verification and acceptance
testing by the Governnent shall be delivered to the foll owi ng address:

Field Exploration Unit
or
Soils Laboratory Unit
(indi cate which on shipping or nmailing forns)
Fort MHenry Yard
Balti nore, Maryland 21230"

3.8  COWVPLETI ON | NSPECTI ON
3.8.1 Punch- Qut | nspecti on
Near the completion of all work or any increnent thereof established by a

conpletion tinme stated in the Special Cause in Section 00800 of the
Solicitation entitled "Commencenent, Prosecution, and Conpletion of Wrk,"

SECTI ON 01451 Page 9



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

or stated el sewhere in the specifications, the CQC System Manager shal
conduct an inspection of the work and devel op a punchlist of itens which do
not conformto the approved draw ngs and specifications. Such a list of
deficiencies shall be included in the CQC docunentation, as required by

par agr aph DOCUMENTATI ON bel ow, and shall include the estinated date by
which the deficiencies will be corrected. The CQC System Manager or staff
shal | nmake a second inspection to ascertain that all deficiencies have been
corrected. Once this is acconplished, the Contractor shall notify the
CGovernment that the facility is ready for the Government Pre-Fina

i nspection.

3.8.2 Pre-Final Inspection

The Government will performpre-final inspection to verify that the
facility is conplete and ready to be occupied. A Government Pre-Fina
Punch List may be devel oped as a result of this inspection. The
Contractor's CQC System Manager shall ensure that all itens on this |ist
have been corrected before notifying the Governnent so that a Fina

i nspection with the custonmer can be scheduled. Any itens noted on the
Pre-Final inspection shall be corrected in a tinely manner. These

i nspections and any deficiency corrections required by this paragraph shal
be acconplished within the tinme slated for conpletion of the entire work or
any particular increment of the work if the project is divided into
increments by separate conpl etion dates.

3.8.3 Fi nal Acceptance | nspection

The Contractor's Quality Control I|nspection personnel, plus the
superintendent or other prinmary nanagenent person, and the Contracting
Oficer's Representative shall be in attendance at the final acceptance
i nspection. Additional CGovernnent and civilian personnel including, but
not limted to, Sponsor/Custoner representatives may al so be in attendance.
The final acceptance inspection will be formally schedul ed by the
Contracting O ficer based upon results of the Pre-Final inspection. Notice
shall be given to the Contracting Officer at |east 14 days prior to the
final acceptance inspection and shall include the Contractor's assurance
that all specific itens previously identified to the Contractor as being
unacceptable, along with all remaining work performed under the contract,
will be conplete and acceptable by the date schedul ed for the fina
acceptance inspection. Failure of the Contractor to have all contract work
acceptably conplete for this inspection will be cause for the Contracting
Oficer to bill the Contractor for the Government's additional inspection
cost in accordance with the contract clause titled "lInspection of
Construction".

3.9 DOCUNMENTATI ON
The Contractor shall maintain current records providing factual evidence
that required quality control activities and/or tests have been perforned.
These records shall include the work of subcontractors and suppliers and
shal |l be on an acceptable formthat includes, as a m ninmum the follow ng
i nformation:
a. Contractor/subcontractor and their area of responsibility.

b. Operating plant/equipnment with hours worked, idle, or down for
repair.

c. Wrk perfornmed each day, giving |ocation, description, and by
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whom  When Network Analysis (NAS) is used, identify each phase of
wor k perfornmed each day by NAS activity nunber.

d. Test and/or control activities performed with results and
references to specifications/drawi ngs requirenents. The contro
phase shall be identified (Preparatory, Initial, Followup). List
deficiencies noted along with corrective action

e. Quantity of materials received at the site with statenment as to
acceptability, storage, and reference to specifications/draw ngs
requirenents.

f. Submittals and deliverables reviewed, with contract reference, by
whom and action taken.

g. Of-site surveillance activities, including actions taken

h. Job safety evaluations stating what was checked, results, and
instructions or corrective actions.

i. Instructions given/received and conflicts in plans and/or
speci fications.

j. Contractor's verification statenent.

These records shall indicate a description of trades working on the

proj ect; the nunber of personnel working; weather conditions encountered;
and any del ays encountered. These records shall cover both conform ng and
deficient features and shall include a statenent that equi pnment and
materials incorporated in the work and workmanship conply with the
contract. The original and one copy of these records in report form shal
be furnished to the Government daily within 24 hours after the date covered
by the report, except that reports need not be submitted for days on which
no work is performed. As a mininmum one report shall be prepared and
submitted for every 7 days of no work and on the | ast day of a no work
period. Al cal endar days shall be accounted for throughout the life of
the contract. The first report following a day of no work shall be for
that day only. Reports shall be signed and dated by the CQC System
Manager. The report fromthe CQC System Manager shall include copies of
test reports and copies of reports prepared by all subordinate quality
control personnel.

3.10 SAMPLE FORMS
Sanpl e forns enclosed at the end of this section.
3.11 NOTI FI CATI ON OF NONCOWPLI ANCE

The Contracting Officer will notify the Contractor of any detected
nonconpl i ance with the foregoing requirements. The Contractor shall take

i medi ate corrective action after receipt of such notice. Such notice,
when delivered to the Contractor at the work site, shall be deened
sufficient for the purpose of notification. |If the Contractor fails or
refuses to conply pronptly, the Contracting O ficer nmay issue an order
stopping all or part of the work until satisfactory corrective action has
been taken. No part of the tine |lost due to such stop orders shall be made
the subject of claimfor extension of tine or for excess costs or damages
by the Contractor.
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-- End of Section --
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04/ 1998

Contractor's Nane:
Addr ess:

Phone Nunber :

CONSTRUCTI ON QUALI TY CONTROL REPORT

PRQIECT NAME:

LOCATI ON: DATE: __
CONTRACT NUMBER: REPCRT NO.:__
SUPERI NTENDENT:
TYPE OF WORKERS NUVBER TYPES OF CONSTRUCTI ON NUMVBER

EQUI PMENT ON SI TE

SUBCONTRACTORS
COVPANY RESPONSI BI LI TY FOREVAN NO OF WORKERS

I
TOTALS

NO. OF WORKERS TODAY | MANHOURS TCDAY MANHOURS FOR THI' S PERI CD

I

I I

I I

CONTRACT MATERI ALS AND EQUI PVMENT DELI VERED TO SI TE:

VWEATHER: SI TE CONDI TI ONS:

DI D A DELAY OR WORK STOPPAGE OCCUR TODAY? _
I F YES, EXPLAIN.

HAS ANYTHI NG DEVELOPED | N THE WORK VHI CH MAY LEAD TO A CHANGE
OR FINDING OF FACT? _____ IF YES, EXPLAIN
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DESCRI PTI ON CF ALL WORK PERFORMED TCDAY
(LI ST BY DEFI NABLE FEATURES OF WORK)

PREPARATORY | NSPECTI ON:

LI ST ALL | NSPECTI ONS BY SUBJECT AND SPECI FI CATI ON LOCATI ON.
ATTACH M NUTES OF MEETI NG AND LI ST OF ALL ATTENDEES.

HAVE ALL REQUI RED SUBM TTALS AND SAMPLES OF CONSTRUCTI ON BEEN
APPROVED.

DO THE MATERI ALS AND EQUI PMENT TO BE USED CONFORM TO THE SUBM TTALS?

HAS ALL PRELI M NARY WORK BEEN | NSPECTED, TESTED, AND COVPLETED?

TEST REQUI RED AND | NSPECTI ON TECHNI QUES TO BE EXECUTED TO PROVE
CONTRACT COWPLI ANCE (| NCLUDE BOTH EXPECTED AND ACTUAL RESULTS)

HAS A PHASE HAZARD ANALYSI S BEEN PERFORMED?

COMMENTS AND DEFI Cl ENCI ES NOTED AND CORRECTI VE ACTI ONS TAKEN:
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ALL | NSTRUCTI ONS RECEI VED FROM QA PERSONNEL AND ACTI ONS TAKEN:

JOB SAFETY (I NCLUDE MEETI NGS HELD AND DEFI Cl ENCI ES NOTED W TH
CORRECTI VE ACTI ONS) :

I NI TI AL | NSPECTI ON:

LI ST ALL | NSPECTI ONS BY SUBJECT AND SPECI FI CATI ON LOCATI ON.
COMVENTS AND/ OR DEFI Cl ENCI ES NOTED AND CORRECTI VE ACTI ON TAKEN:

FOLLOW UP | NSPECTI ON:

LI ST ALL | NSPECTI ONS BY SUBJECT AND SPECI FI CATI ON LOCATI ON.
COMVENTS AND/ OR DEFI Cl ENCI ES NOTED AND CORRECTI VE ACTI ON TAKEN.

S| GNATURE:
QUALI TY CONTROL REPRESENTATI VE/ MANAGER

THE ABOVE REPORT 1S COWLETE AND CORRECT. ALL MATERI ALS AND
EQUI PVMENT USED AND ALL WORK PERFCRMED DURI NG THI'S REPORTI NG PERI OD
ARE | N COWPLI ANCE W TH THE CONTRACT SPECI FI CATI ONS, AND SUBM TTALS,
EXCEPT AS NOTED ABOVE.

S| GNATURE:
CONTRACTOR S APPROVED AUTHORI ZED REPRESENTATI VE
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SECTI ON 01510
TEMPORARY CONSTRUCTI ON | TEMS
01/01

PART 1  GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the

extent referenced. The publications are referred to in the text by basic

desi gnation only.

PENNSYLVANI A DEPARTMENT OF TRANSPORTATI ON ( PENNDOT)
Publ i cation 408 (2003) PENNDOT Construction Specifications

1.2 GENERAL

The work covered by this section consists of furnishing all |abor,
materials, equi pment, and services and performing all work required for or
incidental to the itens herein specified. No separate paynent will be

made for the construction and services required by this section, and all
costs in connection therewith shall be included in the overall cost of the
wor k unl ess specifically stated otherw se.

1.3 SUBM TTALS
Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs

Haul and Access Routes; G AR
Drawi ngs and narrative showing routes to the site.
Site Plan; G AR

Site plan showing the Contractor's fenced areas as specified in this
section.

1.4 PROJECT SIGN: (JUN 1994)
A project sign shall be provided and erected at a | ocation designated by
the Contracting Oficer. The sign shall be erected as soon as
possible and within 15 days after the date of receipt of notice to proceed.
Upon conpl etion of the project, the sign shall be renpved and di sposed of
by the Contractor. (CENAB)

1.5  SAFETY SIGN (JUN 1994)

A safety sign shall be provided and erected at a | ocation designated by the
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Contracting Officer. The sign shall be erected as soon as possible and
within 15 days after the date of receipt of notice to proceed. (CENAB)

1.6 ACCESS ROADS (1967)

The Contractor shall, at his expense, construct such haul and access routes
as shown on the plans. Access roads shall be constructed to the nininmm

wi dth and |l ength shown on the drawi ngs. Topsoil shall be stripped prior to
pl acement of the rock. Rock shall be AASHTO No. 1 as specified in PENNDOT
Publ i cation 408, Section 703.2. The thickness of the road shall be no |ess
than 8 inches. For installation in clay or poorly drained soils, a
geotextile fabric underlaynment of a type recomended for such applications
by the nmanufacturer shall be used. Access roads shall be constructed in a
wor kmanl i ke manner with suitabl e grades and widths. Sharp curves, blind
corners, and dangerous cross traffic shall be avoided. The Contractor

shal |l provide all necessary lighting, signs, barricades, and distinctive
mar ki ngs for the safe novenent of traffic. The nethod of dust contro

al t hough optional shall be adequate to insure safe operation at all tines.
Location, grade, width, and alignment of construction and access roads
shal | be subject to approval of the Contracting Officer. Lighting shall be
adequate to assure full and clear visibility for full width of access and
work areas during any night work operations. Upon conpletion of the work,
access roads shall remain in place above the nornal water flow limts.

1.7  PLANT COVMUNI CATI ON (JAN 63)

Whenever the Contractor has the individual elements of his plant so | ocated
that operation by normal voice between these elenents is not satisfactory,

the Contractor shall install a satisfactory neans of conmmunication, such as
tel ephone or other suitable devices. The facilities shall be made
avail abl e for use by Governnent personnel. (CENAB)

1.8 SAND BAG DI VERSI ON

The Contractor shall erect and nmintain tenporary sandbag diversions as
shown on the plans. The diversions should be installed fromupstreamto
downstream The stream bed shoul d be hand prepared prior to the base | ayer
of sandbags in order to ensure a water tight fit. Sandbags shoul d consi st
of materials which are resistant to ultra-violet radiation, tearing and
puncture and should be woven tightly enough to prevent |eakage of the fil
material. Sheeting on the diversion should be positioned such that the
upstream portion covers the downstreamportion with at | east and 18 inch
overlap. Sheeting should consist of polyethylene or other materials which
are inpervious and resistant to puncture and tearing.

1.9 TEMPORARY STREAM CROSSI NG ACCESS ROADS

The Contractor shall erect and nmintain tenporary stone access roads as
shown on the plans. The roads shall consist of AASHTO #1 aggregate and
each road shall allow passage of base flow of Abrahans Creek by way of
eight 42 inch corrugated netal pipes, as shown on the plans.

1.10 SI TE PLAN

Contractor staging areas shall be as shown on drawi ngs or as directed by
the Contracting Oficer. The Contractor shall prepare a site plan show ng
fenci ng, the nunber of and location of trailers to be used, avenues of
ingress/egress to the fenced area and details of the fence installation.
Any areas which nay have to be graveled to prevent the tracking of nud

SECTI ON 01510 Page 2



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

shall also be identified.
1.11 EMPLOYEE PARKI NG

Contractor enpl oyees shall park privately owned vehicles in areas
designated by the Contracting Oficer. Areas will be wthin reasonable
wal ki ng di stance of the construction site. Contractor enployee parKking
shall not interfere with | ocal residences or businesses.

1.12 CONTRACTOR S TEMPORARY FACI LI TI ES
1.12.1 Adm nistrative Field Ofices

The Contractor shall provide and maintain admnistrative field office
facilities at a location designated by the Contracting O ficer. Governnent
or private office and warehouse facilities will not be available to the
Contractor's personnel .

1.12.2 St orage and Staging Areas

St orage and staging areas shall be as shown on drawi ngs or as directed by
the Contracting Oficer. Trailers, equipnment, or nmaterials shall not be
open to public view with the exception of those itens which are in support
of ongoi ng work on any given day. Unless otherw se approved by the
Contracting O ficer, nmobile equipnent, such as tractors, wheeled lifting
equi pent, cranes, trucks, and like equi prment, shall be parked within the
staging area at the end of each work day.

1.12.3 Appear ance of Trailers

Trailers utilized by the Contractor for administrative or material storage
pur poses shall present a clean and neat exterior appearance and shall be in
a state of good repair. Trailers which, in the opinion of the Contracting
Oficer, require exterior painting or maintenance will not be all owed.

1.12. 4 Mai nt enance of Storage Area

Fencing shall be kept in a state of good repair and proper alignment.
Shoul d the Contractor elect to traverse, with constructi on equi pnent or

ot her vehicles, grassed or unpaved areas which are not established
roadways, such areas shall be covered with a | ayer of gravel as necessary
to prevent rutting and the tracking of nmud onto paved or established
roadways; gravel gradation shall be at the Contractor's discretion. G ass
| ocated within the boundaries of the construction site shall be nmowed for
the duration of the project. G ass and vegetation along fences, buildings,
under trailers, and in areas not accessible to nmowers shall be edged or
trimmed neatly.

1.12.5 Security Provisions
Adequat e approved outside security lighting shall be provided at the
Contractor's tenporary facilities. The Contractor shall be responsible for
the security of its own equipnent; in addition, the Contractor shal
notify the appropriate | aw enforcenent agency requesting periodic security
checks of the tenporary project field office.

1.12.6 Restoration of Storage Areas

Upon conpl etion of the project and after renoval of trailers, nmaterials,
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and equi pment fromw thin the fenced area, the fence shall be renmpoved and
wi Il become the property of the Contractor. Areas used by the Contractor
for the storage of equi pnent or material, or other use, shall be restored
to the original or better condition. Gavel used to traverse grassed areas
shal | be renoved and the area restored to its original condition, including
top soil and seedi ng as necessary.

PART 2 PRODUCT
NOT APPLI CABLE

PART 3 EXECUTI ON
NOT APPLI CABLE

ATTACHVENTS:
Attachnment 1 Project Sign
Attachnent 2 Safety Sign

-- End of Section --
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SECTI ON 01561

ENVI RONMVENTAL PROTECTI ON
01/01

PART 1 GENERAL

The work covered by this section consists of furnishing all |abor,
materials and equi pnment and perfornming all work required for the
prevention of environmental pollution during, and as the result of,
construction operations under this contract except for those neasures set
forth in the Technical Provisions of these specifications. For the

pur pose of this specification, environnental pollution is defined as the
presence of chenical, physical, or biological el enents or agents which
adversely affect human health or welfare; unfavorably alter ecol ogical

bal ances of inportance to hunan life or affect other species of inportance
to man. The control of environmental pollution requires consideration of
air, water, and |and.

1.1 SUBM TTALS
CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation followi ng the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD-01 Preconstruction Subnittal s
Facility Plan; G AR
Location of storage and service facilities.
Tenporary Plan; G AR
Temporary excavation and enmbanknents.
1.2  APPLI CABLE REGULATI ONS
The Contractor and his subcontractors in the perfornmance of this contract,
shall conmply with all applicable Federal, State, and |ocal |aws and
regul ati ons concerni ng environnental pollution control and abatenment in
effect on the date of this solicitation, as well as the specific
requirenents stated el sewhere in the contract specifications.

1.3 NOTI FI CATI ON

The Contracting Officer will notify the Contractor of any non-conpliance
with the foregoing provisions and the action to be taken. The Contractor
shal |, after receipt of such notice, inmedi ately take corrective action

If the Contractor fails or refuses to comply promptly, the Contracting
Oficer may issue an order stopping all or part of the work unti
satisfactory corrective action has been taken. No part of tine |ost due
to any such stop order shall be nade the subject of a claimfor extension
of time or for excess costs or damages by the Contractor unless it is later
determned that the Contractor was in conpliance.
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1.4 SUBCONTRACTCRS

Conpliance with the provisions of this section by subcontractors will be
the responsibility of the Contractor.

1.5 PROTECTION OF WATER RESOURCES

The Contractor shall not pollute streans, |akes or reservoirs with fuels,
oils, bitunens, calcium chloride, acid construction wastes or other

harnful materials. Al work under this contract shall be perfornmed in such
a manner that objectionable conditions will not be created in streans
through or adjacent to the project areas.

1.6 ERCSI ON AND SEDI MENTATI ON CONTROL

The Contractor shall acconplish the erosion and sedinentation control in
accordance with the contract drawings. At the outset of construction, the
Contractor will be required to accept by signature a

Transferee/ Co-Pernittee form The acceptance of the

Transferee/ Co-Pernittee form places responsibility on the Contractor to
fully adhere to the provisions of the General Pernmit for erosion and

sedi nentati on control and stornmnater managenent.

1.7 BURNI NG
Burning will not be all owed.
1.8 DUST CONTROL

The Contractor shall maintain all work area free from dust which woul d
contribute to air pollution. Approved tenporary methods of stabilization
consi sting of sprinkling, chemical treatnent, |ight bitum nous treatnment or
simlar methods will be permitted to control dust. Sprinkling, where used,
nust be repeated at such intervals as to keep all parts of the disturbed
area at least danp at all times. Dust control shall be perfornmed as the
wor k proceeds and whenever a dust nui sance or hazard occurs.

1.9 PROTECTI ON OF LAND RESOURCES
1.9.1 Cener a

It is intended that the | and resources within the project boundaries and
outside the Iimts of permanent work perfornmed under this contract be
preserved in their present condition or be restored to a condition after
conpl etion of construction that will appear to be natural and not detract
fromthe appearance of the project. Insofar as possible, the Contractor
shal |l confine his construction activities to areas defined by the plans and
specifications or to be cleared for other operations. The follow ng

addi tional requirenments are intended to supplenent and clarify the

requi renents of the CONTRACT CLAUSES:

1.9.2 Protection of Trees Retained
1.9.2.1 Contractors Responsibility
The Contractor shall be responsible for the protection of the tops, trunks

and roots of all existing trees that are to be retained on the site.
Protection shall be maintained until all work in the vicinity has been
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conpl eted and shall not be renoved wi thout the consent of the Contracting
Oficer. |If the Contracting Oficer finds that the protective devices are
insufficient, additional protection devices shall be installed.

1.9.2.2 St ockpi i ng

Heavy equi pnent, vehicular traffic, or stockpiling of any materials shal
not be permtted within the drip line of trees to be retained.

1.9.2.3 St or age

No toxic materials shall be stored within 100 feet fromthe drip |ine of
trees to be retained.

1.9.2.4 Confi ned Area

Except for areas shown on the plans to be cleared, the Contractor shall not
deface, injure, or destroy trees or shrubs, nor renove or cut them w thout
special authority. Existing near by trees shall not be used for anchorage
unl ess specifically authorized by the Contracting Oficer. Were such
special energency use is permtted, the Contractor shall first adequately
protect the trunk with a sufficient thickness of burlap over which

sof twood cl eats shall be tied.

1.9.2.5 Tree Defacing

No protective devices, signs, utility boxes or other objects shall be
nailed to trees to be retained on the site.

1.9.3 Restoration of Landscape Danmge

Any trees or other |andscape feature scarred or danaged by the
Contractor's operations shall be restored as nearly as possible to its
original condition at the Contractor's expense. The Contracting Oficer

wi || decide what net hod of restoration shall be used, and whet her danaged
trees shall be treated and heal ed or renoved and di sposed of. Al scars
made on trees, designated on the plans to remain, and all cuts for the
renoval of linmbs larger than 1-inch in diameter shall be coated as soon as
possible with an approved tree wound dressing. All trimring or pruning
shal |l be perfornmed in an approved manner by experienced workmen wth saws
or pruning shears. Tree trimring with axes will not be pernmitted. Were
tree clinbing is necessary, the use of clinbing spurs will not be
permitted. Trees that are to remain, either within or outside established
clearing limts, that are subsequently damaged by the Contractor and are
beyond saving in the opinion of the Contracting O ficer, shall be

i medi ately renoved and replaced with a nursery-grown tree of the sane
speci es. Replacenent trees shall nmeasure no less than 2 inches in dianeter
at 6 inches above the ground |evel.

1.9.4 Location of Storage and Services Facilities

The | ocation on Governnent property of the Contractor's storage and

service facilities, required tenporarily in the performance of the work,
shal | be upon cleared portions of the job site or areas to be cleared. The
preservation of the | andscape shall be an inperative consideration in the
sel ection of all sites and in the construction of buildings. A facility
pl an showi ng storage and service facilities shall be submitted for approva
to the Contracting Oficer. Were buildings or platforns are constructed
on slopes, the Contracting Oficer nay require cribbing to be used to
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obtain | evel foundations. Benching or leveling of earth may not be
al | owed, depending on the | ocation of the proposed facility.

1.9.5 Tenporary Excavation and Embankment

If the Contractor proposes to construct tenporary roads, enbanknents or
excavations for plant and/or work areas, he shall submit a tenporary plan
for approval prior to scheduled start of such tenporary work.

1.10 MEASUREMENT AND PAYMENT

Except as noted in paragraph, PERFORVANCE AND PAYMENT BOND RElI MBURSEMENT
above, no separate neasurement and paynent will be nade for the work
performed in this Section 01561 ENVI RONMENTAL PROTECTI ON specified herein
and all costs in connection therewith shall be considered a subsidiary
obligation of the Contractor, and shall be included in the overall cost of
t he wor k.

PART 2 PRCDUCT
NOT APPLI CABLE

PART 3 EXECUTI ON
NOT APPLI CABLE

-- End of Section --
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SECTI ON 01720

AS-BUI LT DRAW NGS - CADD
04/ 02

PART 1 GENERAL

1

1 Preparation

This section covers the preparation of as-built drawi ngs conplete, as a
requirenment of this contract. The terns "draw ngs," "contract draw ngs,"
"drawing files," and "final as-built draw ngs" refer to a set of
conput er - ai ded design and drafting (CADD) contract drawings in electronic
file format which are to be used for as-built draw ngs.

.2 PROGRESS MARKED UP AS-BUI LT PRI NTS

The Contractor shall revise one set of paper prints to show the as-built
conditions during the prosecution of the project. These as-built marked
prints shall be kept current and available on the jobsite at all tines.

Al'l changes fromthe contract plans which are nmade in the work or

addi tional information which mght be uncovered in the course of
construction shall be accurately and neatly recorded as they occur by means
of details and notes. The as-built marked prints will be jointly revi ewed
for accuracy and conpl eteness by the Contracting Officer and a responsible
representative of the construction Contractor prior to subm ssion of each
nonthly pay estimate. |If the Contractor fails to maintain the as-built
drawi ngs as specified herein, the Contracting Oficer will deduct fromthe
nmont hl y progress payment an anount representing the estimted cost of

mai ntai ning the as-built drawi ngs and will continue the nonthly deduction
of the 10%retai nage even after 50% conpl etion of the contract. This

nont hly deduction will continue until an agreenent can be reached between
the Contracting Oficer and a representative of the Contractor regarding
the accuracy and conpl et eness of updated drawi ngs. The prints shall show
the follow ng information, but not be linmted thereto:

2.1 Location and Description

The | ocation and description of any utility lines or other installations of
any kind or description known to exist within the construction area. The
[ ocation includes dinmensions to permanent features.

. 2.2 Locati on and Di nensi ons

The | ocation and di nensi ons of any changes within the building or structure.

.2.3 Corrections

Correct grade, cross section, or alignnment of roads, earthwork, structures
or utilities if any changes were nmade from contract pl ans.

Correct elevations if changes were nade in site grading.

.2.4 Changes

Changes in details of design or additional information obtained from
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wor ki ng drawi ngs specified to be prepared and/or furnished by the
Contractor; including but not Iimted to fabrication, erection,
installation plans and placing details, pipe sizes, insulation material,
di mensi ons of equi pnent foundations, etc.

The topography, invert elevations and grades of all drainage installed or
affected as a part of the project construction.

Al'l changes or nodifications which result fromthe final inspection.
1.2.5 Opt i ons

Where contract draw ngs or specifications present options, only the option
sel ected for construction shall be shown on the as-built prints.

1.3 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD-11 C oseout Submittals
Prelimnary Submittal; G AR
Shal | consist of two copies of the progress as-built prints.
Fi nal Requirenents; G AR

Shall consist of two sets of conpleted as-built contract draw ngs on
separate nedia consisting of both CADD files (conpatible with the Using
Agency/ Sponsor's systemon el ectronic storage nedia identical to that
supplied by the Governnent) and a CALS Type 1, Goup 4, Raster Inmge File
of each contract draw ng.

Recei pt by the Contractor of the approved nmarked as-built prints.
1.4 PRELI M NARY SUBM TTAL

At the time of final inspection, the Contractor shall prepare two copies of
the progress as-built prints and these shall be delivered to the
Contracting Oficer for review and approval. These as-built marked prints
shal |l be neat, |egible and accurate. The review by Governnent personne
will be expedited to the maxi mum extent possible. Upon approval, one copy
of the as-built marked prints will be returned to the Contractor for use
in preparation of final as-built drawings. |If upon review, the as-built
marked prints are found to contain errors and/or omi ssions, they shall be
returned to the Contractor for corrections. The Contractor shall conplete
the corrections and return the as-built marked prints to the Contracting
Oficer within ten (10) cal endar days.

1.5 DRAW NG PREPARATI ON
1.5.1 As-Built Draw ngs Approva

Upon approval of the as-built prints submtted, the Contractor will be
furni shed by the Government one set of contract drawi ngs, with al
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amendnments incorporated, to be used for as-built drawings. These contract
drawi ngs will be furnished on CO-ROM These draw ngs shall be nodified as
may be necessary to correctly show all the features of the project as it
has been constructed by bringing the contract set into agreenent with the
approved as-built prints, adding such additional draw ngs as nmay be
necessary. These drawings are part of the permanent records of this
project and the Contractor shall be responsible for the protection and
safety thereof until returned to the Contracting Oficer. Any draw ngs
damaged or lost by the Contractor shall be satisfactorily replaced by the
Contractor at no expense to the Governnent.

1.5.2 Profi ci ent Personne

Only personnel proficient in the preparation of engineering CADD draw ngs
to standards satisfactory and acceptable to the Governnment shall be

enpl oyed to nodify the contract drawi ngs or prepare additional new
drawings. Al additions and corrections to the contract draw ngs shall be

equal in quality to that of the originals. Line work, |line weights,
lettering, |ayering conventions, and synbols shall be the sane as the
original line work, line weights, lettering, |ayering conventions, and
synmbols. |If additional drawi ngs are required, they shall be prepared using

the specified electronic file format applying the sanme gui dance specified
for original drawings. The title block and drawi ng border to be used for
any new as-built drawi ngs shall be identical to that used on the contract
drawings. All additions and corrections to the contract draw ngs shall be
acconpl i shed using CADD nedia files supplied by the Government. These
contract drawings will already be conpatible with the Sponsor's system when
received by the Contractor. The Sponsor uses Aut oCAD Rel ease 2000 CADD
software system The nedia files will be supplied on | SO 9660 For nat
CD-ROM The Contractor is responsible for providing all programfiles and
hardwar e necessary to prepare as-built drawings. The Contracting O ficer
will review all as-built draw ngs for accuracy and the Contractor shal
make all required corrections, changes, additions, and del etions.

1.5.3 Fi nal Revi si ons

When final revisions have been conpl eted, the cover sheet draw ng shal
show t he wordi ng "RECORD DRAW NG AS-BUI LT" foll owed by the nane of the
CGeneral Contractor in letters at least 3/16 inch high. Al other contract
drawi ngs shall be marked either "As-Built" draw ng denoting no revisions on
the sheet or "Revised As-Built" denoting one or nore revisions. Al

original contract draw ngs shall be dated in the revision block (see
ATTACHVENT 1 |located at the end of this section).

1.6 FI NAL REQUI REMENTS

After receipt by the Contractor of the approved marked as-built prints and

the original contract drawing files the Contractor will, within 30 days
make the final as-built submittal. The submittal shall consist of the
fol | owi ng:

a) Two sets of the as-built contract drawi ngs on separate CD s (1SO 9660
Format CD-ROV) consisting of the updated CADD files and a CALS Type 1 G oup
4 Raster Image File of each contract drawi ng plate. The CALS files shal
be exact duplicates of the full sized plots of the conpleted as-built
contract drawings at a resolution of 400 dpi and may be either plotted to
CALS files directly fromthe CADD files, or scanned to file fromthe prints.

b) Two sets of full size paper prints (plots) of the conpleted as-built
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contract draw ngs.
c) The return of the approved nmarked as-built prints.

They shall be conplete in all details and identical in formand function to
the contract drawing files supplied by the Governnment. Any translations or
adj ustments necessary to acconplish this is the responsibility of the
Contractor. The Governnent reserves the right to reject any drawing files
it deenms incompatible with its CADD system Al paper prints, draw ng
files and storage nedia submtted will becone the property of the
CGovernment upon final approval. Failure to submit as-built drawing files
and nmarked prints as required herein shall be cause for wi thhol ding any
paynment due the Contractor under this contract. Approval and acceptance of
final as-built draw ngs shall be acconplished before final paynment is made
to the Contractor.

1.7 PAYMENT
No separate paynent will be nade for the as-built draw ngs required under
this contract, and all costs in connection therewith shall be considered a

subsi diary obligation of the Contractor.

PART 2 PRCDUCT
NOT APPLI CABLE

PART 3 EXECUTI ON
NOT APPLI CABLE

-- End of Section --
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SECTI ON 02220

DEMOLI TI ON
09/ 03

PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANSI A10. 6 (1990; R 1998) Safety Requirenents for
Dermolition Operations

U S. ARMY CORPS OF ENG NEERS ( USACE)

EM 385-1-1 (03 Nov. 03)Safety - Safety and Heal th
Requi rement s

1.2 GENERAL REQUI REMENTS

Do not begin denolition until authorization is received fromthe

Contracting Oficer. Rubbish and debris shall be renmoved fromjob site
daily, unless otherw se directed, to avoid accunul ation at the denpolition
site. Materials that cannot be renoved daily shall be stored in areas
specified by the Contracting Officer. |In the interest of occupational

safety and health, the work shall be perforned in accordance with EM 385-1-1,
Section 23, Denplition, and other applicable Sections.

1.3 SUBM TTALS
Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only or as
ot herwi se designated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
CGovernment. The followi ng shall be submtted in accordance with Section
01330 SUBM TTAL PROCEDURES:
SD-07 Certificates
Demolition plan; G AE

Submit proposed denolition and renoval procedures to the
Contracting OFficer for approval before work is started.

1.4 REGULATORY AND SAFETY REQUI REMENTS
Conply with federal, state, and |ocal hauling and disposal regulations. In

addition to the requirenents of the "Contract C auses," safety requirenents
shall conformw th ANSI A10. 6.
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1.5 DUST AND DEBRI S CONTROL

Prevent the spread of dust and debris and avoid the creation of a nuisance
or hazard in the surrounding area. Do not use water if it results in
hazar dous or objectionable conditions such as, but not limted to, ice,

fl oodi ng, or pollution.

1.6 PROTECTI ON
1.6.1 Exi sting Work

Bef ore begi nning any denolition work, the Contractor shall survey the site
and exam ne the drawi ngs and specifications to determine the extent of the
work. The Contractor shall take necessary precautions to avoid danage to
existing itenms to remain in place, to be reused, or to remain the property
of the Governnent; any damaged itens shall be repaired or replaced as
approved by the Contracting Oficer. The Contractor shall coordinate the
work of this section with all other work and shall construct and nmaintain
shoring, bracing, and supports as required. The Contractor shall ensure
that structural elenents are not overl oaded and shall be responsible for

i ncreasing structural supports or adding new supports as may be required as
a result of any cutting, renoval, or denolition work performed under this
contract. Do not overload structural elenments or pavenents to renain.
Provi de new supports and rei nforcenent for existing construction weakened
by demolition or renoval work. Repairs, reinforcement, or structura

repl acenent nust have Contracting O ficer approval.

1.6.2 Facilities

Protect electrical and nechanical services and utilities. Were renoval of
existing utilities and pavenent is specified or indicated, provide approved
barri cades, tenmporary covering of exposed areas, and temporary services or
connections for electrical and mechanical utilities. Walls, colums, and
ot her structural conponents that are designed and constructed to stand

wi thout |ateral support or shoring, and are deternmined to be in stable
condition, shall remain standing w thout additional bracing, shoring, of

| ateral support until denvolished, unless directed otherw se by the
Contracting Officer. The Contractor shall ensure that no el enents
determned to be unstable are | eft unsupported and shall be responsible for
pl aci ng and securing bracing, shoring, or lateral supports as may be
required as a result of any cutting, renoval, or denolition work perfornmed
under this contract.

1.6.3 Protecti on of Personne

During the denolition work the Contractor shall continuously evaluate the
condition of the structure being denolished and take i mrediate action to
protect all personnel working in and around the denolition site. No area,
section, or conponent of walls, colums, or other structural elenment wll
be allowed to be left standing w thout sufficient bracing, shoring, or

| ateral support to prevent collapse or failure while worknen renove debris
or performother work in the inmedi ate area.

1.7 BURNI NG

The use of burning at the project site for the disposal of refuse and
debris will not be pernitted.
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1.8 RELOCATI ONS

Performthe renoval and reinstallation of relocated itens as indicated with
workmen skilled in the trades involved. Repair itens to be rel ocated which
are danmaged or replace danaged itens with new undamaged itens as approved
by the Contracting O ficer.

1.9 REQUI RED DATA

Denolition plan shall include procedures for careful renpval and
coordination with other work in progress, and a detail ed description of
net hods and equi prent to be used for each operation and of the sequence of
operations. The procedures shall provide for safe conduct of the work in
accordance with EM 385-1-1

1.10 ENVI RONVENTAL PROTECTI ON

The work shall conply with the requirenents of Section 01561 ENVI RONMVENTAL
PROTECTI ON

1.11 USE OF EXPLOSI VES
Use of explosives will not be permtted.

PART 2 PRODUCTS
Not used.

PART 3 EXECUTI ON

3.1 EXI STI NG FACI LI TIES TO BE REMOVED

3.1.1 Sl ui ce Gates and Appurtenances
Renove sluice gate at Pipe No. 11 and at one other |ocation to be
determned by the Contracting Oficer. Relocate gates at Pipe Nos. 1 and 2
as directed by the Contracting Oficer. Renove all gate stenms and fl oor
st ands. Renove gates and gate assenbly conmponents not intended for
reinstallation fromthe project site. Miintain flanges upon which

rel ocated gates and replacenent floor stands are to be installed in a clean
and rust-free condition.

3.2 FI LLI NG

Hol es and ot her hazardous openings shall be filled in accordance with
Section 01510 TEMPORARY CONSTRUCTI ON | TEMS.

3.3 DI SPCsSI TI ON OF MATERI AL
3.3.1 Title to Material s

Except where specified in other sections, all materials and equi pnent
renoved, and not reused, shall becone the property of the Contractor and
shal | be renoved from Governnment property. Title to materials resulting
fromdenolition, and materials and equi pnent to be renoved, is vested in
the Contractor upon approval by the Contracting Oficer of the Contractor's
demolition and renoval procedures, and authorization by the Contracting
Oficer to begin denolition. The Government will not be responsible for
the condition or |oss of, or damage to, such property after contract award.
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Mat eri al s and equi prent shall not be viewed by prospective purchasers or
sold on the site.
3.3.2 Reuse of Materials and Equi pnent
Renove and store materials and equi pnent specified herein and indicated on
the drawi ngs to be reused or relocated to prevent danmage, and reinstall as
the work progresses.
3.3.3 Unsal vageabl e Materi a
Di spose of concrete, masonry, and other nonconbustible material, except
concrete permtted to remain in place, in a disposal area |ocated off site.
Di spose of conbustible nmaterial off the site.
3.4  CLEANUP
Renove debris and rubbish fromthe project site. Debris shall be renoved

and transported in a manner that prevents spillage on streets or adjacent
areas. Local regul ations regardi ng hauling and di sposal shall apply.

-- End of Section --

SECTI ON 02220 Page 4



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

SECTI ON 02231

CLEARI NG AND GRUBBI NG
09/ 03

PART 1 GENERAL
1.1 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only or as
ot herwi se designated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The followi ng shall be submtted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD- 03 Product Data
Nonsal eabl e Materials; G AR

Witten perm ssion to dispose of such products on private
property shall be filed with the Contracting Oficer

PART 2 PRODUCTS - NOT APPLI CABLE
PART 3 EXECUTI ON
3.1 PROTECTI ON
3.1.1 Roads and Wal ks
Keep roads and wal ks free of dirt and debris at all tinmes.
3.1.2 Trees, Shrubs, and Existing Facilities

Trees and vegetation to be |left standing shall be protected from damage
incident to clearing, grubbing, and construction operations by the erection
of barriers or by such other nmeans as the circunstances require.

3.1.3 Uility Lines

Protect existing utility lines that are indicated to remain from danage.
Notify the Contracting Oficer imrediately of damage to or an encounter
with an unknown existing utility line. The Contractor shall be responsible
for the repairs of danage to existing utility lines that are indicated or
nmade known to the Contractor prior to start of clearing and grubbing
operations. Wen utility lines which are to be renoved are encountered
within the area of operations, the Contractor shall notify the Contracting
Oficer in anple time to mnimze interruption of the service.

3.2 CLEARI NG

Clearing shall consist of the felling, trimmng, and cutting of trees into
sections and the satisfactory di sposal of the trees and other vegetation
designated for renoval, including dowed tinber, snags, brush, and rubbish
occurring within the areas to be cleared. Cdearing shall also include the
renoval and di sposal of structures that obtrude, encroach upon, or
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ot herwi se obstruct the work. Trees, stunps, roots, brush, and other
vegetation in areas to be cleared shall be cut off flush with or bel ow the
original ground surface, except such trees and vegetation as may be
indicated or directed to be left standing. Trees designated to be |eft
standing within the cleared areas shall be trimed of dead branches 1-1/2
inches or nore in dianmeter and shall be trimmed of all branches the heights
indicated or directed. Linbs and branches to be trinmed shall be neatly
cut close to the bole of the tree or main branches.

3.3 TREE REMOVAL

Where indicated or directed, trees and stunps that are designhated as trees
shall be removed from areas outside those areas designated for clearing and
grubbing. This work shall include the felling of such trees and the
renoval of their stunps and roots as specified in paragraph GRUBBI NG

Trees shall be disposed of as specified in paragraph D SPCSAL OF MATERI ALS

3.4 PRUNI NG

Prune trees designated to be left standing within the cleared areas of dead
branches 1 1/2 inches or nore in dianeter; and trim branches to heights and
in a manner as indicated. Neatly cut |inmbs and branches to be trimed
close to the bole of the tree or main branches.

3.5 GRUBBI NG

G ubbi ng shall consist of the renoval and di sposal of stunps, roots | arger
than 3 inches in dianeter, and matted roots fromthe desi gnated grubbing
areas. Material to be grubbed, together with | ogs and ot her organic or
netallic debris not suitable for foundati on purposes, shall be renoved to a
depth of not less than 18 inches bel ow the original surface |level of the
ground in areas indicated to be grubbed and in areas indicated as
construction areas under this contract, such as areas for buildings, and
areas to be paved. Depressions made by grubbing shall be filled with
suitable naterial and conpacted to nake the surface conformwth the
ori gi nal adjacent surface of the ground.

3.6 Dl SPOSAL OF MATERI ALS

3.6.1 Nonsal eabl e Material s
Logs, stunps, roots, brush, rotten wood, and other refuse fromthe clearing
and grubbing operations, except for salable tinber, shall be disposed of
outside the imts of the project site at the Contractor's responsibility,
except when otherwise directed in witing. Such directive will state the
conditions covering the disposal of such products and will also state the
areas in which they may be pl aced.

-- End of Section --
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SECTI ON 02300

EARTHWORK
08/ 03

PART 1 GENERAL

1

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.

PENNSYLVANI A DEPARTVENT OF TRANSPORTATI ON ( PENNDOT)

Publ i cation 408 (2003) PENNDOT Construction Specifications

.2 DEFI NI TI ONS

2.1 Topsoi |

Material suitable for topsoils obtained fromoffsite areas and/ or
excavations is defined as: Natural, friable soil representative of
productive, well-drained soils in the area, free of subsoil, stunps, rocks
| arger than one inch diameter, brush, weeds, toxic substances, and other
material detrinental to plant growh. Anmend topsoil pH range to obtain a
pH of 5.5 to 7.

.3 SUBM TTALS

Covernment approval is required for submittals with a "G designation
submittals not having a "G' designation are for information only or as
ot herwi se designated. Wen used, a designation followi ng the "G'
designation identifies the office that will review the submittal for the
Government. The following shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES

SD-01 Preconstruction Subnmttals

Dewat ering Work Plan; G AR

.4 CLASSI FI CATI ON OF EXCAVATI ON

Conmon excavation shall include the satisfactory renoval and di sposa
(and/or stockpiling) of all excavated materials. Common excavation shal
be uncl assified and shall include the excavation of the foundation soils,

channel materials, riprap, derrick stone, excavation for the concrete apron
structure, and other required excavati ons.

.5 CRI TERI A FOR BI DDI NG

Base bids on the following criteria:
a. Surface elevations are as indicated.
b. Pipes or other artificial obstructions, except those indicated,

wi || not be encountered.
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1.6 DEVWATERI NG WORK PLAN

Submit procedures for acconplishing dewatering work.
PART 2 PRODUCTS
2.1 MATERI AL FOR RI P- RAP

Provi de bedding material conform ng to gradation No. 2A, as specified in
Tabl es B and C of Section 703.2 COARSE AGGREGATE of the PENNDOT Publication
408, and rock conformng to gradation No. R-5, as specified in Section
850. 2 ROCK LI NI NG of the PENNDOT Publication 408.

PART 3 EXECUTI ON
3.1 STRI PPI NG OF TOPSO L

Where indicated or directed, topsoil shall be stripped to a depth of 4
inches. Topsoil shall be spread on areas already graded and prepared for
topsoil, or transported and deposited in stockpiles convenient to areas
that are to receive application of the topsoil later, or at |ocations

i ndi cated or specified. Topsoil shall be kept seperate from ot her
excavated materials, brush, litter, objectionable weeds, roots, stones
larger than 1 inch in diameter, and other materials that would interfere
with planting and mai nt enance operations. Any surplus of topsoil from
excavations and gradi ng shall be renpbved fromthe site.

3.2 GENERAL EXCAVATI ON

The Contractor shall perform excavation of every type of nateria
encountered within the linmts of the project to the lines, grades, and
el evations indicated and as specified. Al materials fromthe required
excavations, except as noted bel ow, shall be placed off-site in an area
provided by the Contractor, as specified in paragraph D SPOSAL OF

MATERI ALS. It is the Contractor's responsibility to nmake provisions for

this offsite area. During construction, excavation and fill shall be
performed in a manner and sequence that will provide proper drai nage at al
times.

3.3  SPECI AL REQUI REMENTS
3.3.1 Beddi ng Pl acement

Spread bedding material uniformy to the thickness indicated on the plans.
Conpaction of bedding is not required. Finish bedding to present a surface
free of mounds and w ndrows.

3.3.2 St one Pl acenent

Pl ace rock for riprap on prepared bedding material to produce a well graded
mass with the mninmum practicabl e percentage of voids in conformance with
lines and grades indicated. Distribute |larger rock fragnents, with

di mensi ons extending the full depth of the riprap throughout the entire
mass and elim nate "pockets" of small rock fragnents. Rearrange individua
pi eces by nechani cal equi pment or by hand as necessary to obtain the
distribution of fragment sizes specified above.
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3.3.3 Derrick Stone

As shown on the drawing, a section of derrick stone in front of the

exi sting steel sheet piling shall be renoved in order to clean and paint
the portion of the piling below the ground surface. The excavated derrick
stone shall be stockpiled. Upon conpletion of the work on the existing
piling, the derrick stone shall be returned to its original position.

3.4 PLACI NG TOPSA L

On areas to receive topsoil, the conpacted subgrade soil shall be scarified
to a 2 inch depth for bonding of topsoil with subsoil. Topsoil then shal
be spread evenly to a thickness of 4 inches and graded to the el evations
and sl opes shown. Topsoil shall not be spread when frozen or excessively
wet or dry. Material required for topsoil in excess of that produced by
excavation within the grading limts shall be obtained fromoffsite areas.

3.5 DI SPOSAL OF NMATERI ALS

Al material fromrequired excavation shall be placed off-site in an area
provided by the Contractor, at the expense and responsibility of the
Contractor, unless otherw se approved by the Contracting Oficer. Disposa
of spoil material shall not be nade wi thout the perm sion of the property
owners and the Contractor shall nake all arrangenents for disposal and
furnish the Contracting Officer witten evidence of the permnission of the
property owner. It will be the responsibility of the Contractor to obtain
all necessary State and local requirenments for transportation and spoiling
of the material.

-- End of Section --
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SECTI ON 02548

Bl TUM NOUS PAVI NG

PART 1 GENERAL
1.1 APPL| CABLE PUBLI CATI ON

Conmonweal t h of Pennsyl vani a, Departnment of Transportation Specifications,
2000, and addendum thereto, referred to herein as PADOT specifications.

1.2 DEFI NI TI ONS
Ref erence to "Engineer" shall be interpreted to nean "Contracting Oficer."
1.3 MEASURMENT

The unit of neasurenent for bitum nous paving will be the square yard,
computed by the limts of pavenent section replacenment as designated by the
Contracting Oficer. The square yard area of paynent shall be neasured at
the surface wearing course. Renopval of the existing pavenent section will
not be neasured but the cost will be incidental to the contract unit price
for bitum nous paving. Subgrade preparation will not be measured but the
cost will be incidental to the contract unit price for bituni nous paving.

1.4 PAYMENT

Payment will be for the item "Repl acenment of Existing Levee Ranp" and will
constitute full conpensation for all excavation and hauling, preparation
and conpl etion of subgrade, placenent of the proposed pavenent section

i ncludi ng bitum nous surface course, bituni nous base course, granul ar base
course, prine coat and tack coat, and for all |abor, equipnent, tools,
supplies, and incidentals necessary to conplete the work.

1.5 TESTI NG

Al testing shall be done by an independent commercial testing | aboratory
at the Contractor's expense and responsibility.

1.6 SUBM TTALS

Covernment approval is required for submittals with a "G designation
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

PART 2 MATERI ALS

2.1 Bl TUM NOUS SURFACE COURSE
The surface course shall conformto the requirenents of Section 420,
Bi tum nous Wearing Course, ID-2 Standard of the PADOT specifications,

except as nodified herein. "Waring course" shall be construed to nean
"surface course."
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2.2 Bl TUM NOUS CONCRETE BASE COURSE

The concrete base course shall conformto the requirenents of Section 305,
Bi tum nous Concrete Base Course, of the PADOT specifications, except as
nodi fi ed herein.

2.3  COWPOSI TION OF M XTURES - |tem 401.2(d)

The establishment of the job-mix formula and the plant control shall be
performed by an i ndependent recogni zed conmercial testing |aboratory at the
Contractor's expense and responsibility. The finished mixture shall neet
all of the PennDOT requirenents for the specified mx including those for
stability, flow, percentage of unfilled voids and percent VMA when tested
in accordance with the PennDOT specifications. The Contractor shall submt
the m x design acconpanied by test results attesting that the materials and
properties selected shall produce a mxture of the specified qualities.

2.4 PLANT CONTRCL

The plant control, including the establishnment of the actual m xing
tenmperature, shall be performed by an i ndependent recogni zed comrerci al
testing | aboratory at the Contractor's expense and responsibility. Hot-bin
gradations shall be perfornmed at a m ni mrum of two-hour intervals and the
conposite gradation shall be calculated fromthe gradati on of each hot bin

Based on these anal yses, suitable adjustnments shall be made to conformto
the approved job-mx fornula. A mininumof three Marshall speci mens shal
be nol ded per 1500 square yards of material placed or fraction thereof.
Marshal | tests of the specinens shall be performed in accordance with the
PennDOT specifications, and the results furnished the Contracting O ficer
24 hours after conpletion of the testing.

2.5 AGCREGATE BASE COURSE

Aggr egat e Base Course shall be 2A GRANULAR BASE COURSE and shall conformto
the requirenents of Section 350, SUBBASE. Material shall be Type B or
better and conformto gra-dation No. 2A, as specified in Tables B and C of
Section 703.2 Coarse Aggregate of the Pennsylvania Specifications. The
Contractor shall subnmit to the Contracting Officer the results of

gradation, liquid limt, plasticity index, wear, soundness, and | aboratory
noi sture-density curves for each source of base course material. A mnimm
of one in-place density test shall be perforned per 1000 square yards or
fraction thereof and the test results subnmitted to the Contracting O ficer.

PART 3 EXECUTI ON
3.1 EXCAVATI ON

The Contractor shall perform excavation of every type of materia
encountered within the lints of the proposed pavenent section to the top
of the proposed subgrade. Gading shall be in conformty with the typica
sections shown. Unsatisfactory materials encountered within the limts of
the work shall be excavated bel ow grade and replaced with satisfactory
materials as directed. Such excavated nmaterial and the satisfactory
materi al ordered as replacenent shall be included in excavation. Surplus
sati sfactory excavated material not required for fill or enbanknent shal
be di sposed of in areas approved for surplus material storage or the
Contractor's waste area. Unsatisfactory excavated material shall be

di sposed of in the Contractor's waste or spoil areas. During construction,
excavation shall be perfornmed in a nanner and sequence that will provide
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proper drainage at all tines.
3.2  SUBGRADE PREPARATI ON
3.2.1 Proof Rolling

Proof rolling shall be done on an exposed subgrade free of surface water
(wet conditions resulting fromrainfall) which would pronote degradati on of
an otherw se acceptabl e subgrade. After stripping, proof roll the existing
subgrade of the proposed | evee ranp with six passes of a dunp truck | oaded
with 4 cubic yards of soil. Operate the truck in a systematic nanner to
ensure the nunber of passes over all areas, and at speeds between 2 1/2 and
3 1/2 nph. Notify the Contracting O ficer a m numum of 3 days prior to
proof rolling. Proof rolling shall be performed in the presence of the
Contracting Officer. Rutting or punping of material shall be undercut as
directed by the Contracting Oficer and replaced with fill and backfill.

3.2.2 Construction

Subgrade shall be shaped to |ine, grade, and cross section, and conpacted
as specified. This operation shall include plow ng, disking, and any

noi stening or aerating required to obtain specified conpaction. Soft or

ot herwi se unsatisfactory material shall be renpved and replaced with

sati sfactory excavated material or other approved material as directed.

Low areas resulting fromrenoval of unsatisfactory material shall be
brought up to required grade with satisfactory materials, and the entire
subgrade shall be shaped to |line, grade, and cross section and conpacted as
specified. The elevation of the finish subgrade shall not vary nore than
0.05 foot fromthe established grade and cross section.

3.2.3 Conpacti on

Conpaction shall be acconplished by sheepsfoot rollers, pneumatic-tired
rollers, steel-wheeled rollers, vibratory conpactors, or other approved
equi prent .

3.3 AGGREGATE BASE COURSE

Aggr egat e base course shall conformto the requirenents indicated in PART 2
of this specification.

3.4 SURFACE PREPARATI ON - Item 401. 3(f)
3.4.1 Pri me Coat

A prinme coat neeting the requirenents of Section 461 shall be applied to
all areas indicated on the drawings or directed by the Contracting O ficer.
Application rates shall range fromO0.20 to 0.50 gallon per square yard.
The actual application rate shall be determ ned by the Contracting Oficer
fromthe results of a trial strip. The prime coat shall be permitted to
cure for a period of 48 hours or longer, as required by the Contracting
Oficer. The prined surface shall not be |left uncovered | ong enough to
permit it to | oose its tackiness.

3.4.2 Tack Coat
A tack coat neeting the requirenents of Section 460 shall be applied to al

areas indicated on the drawings or directed by the Contracting O ficer.
Surfaces to receive a tack coat shall be free of excess dust and other
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| oose material. The enulsified asphalt tack coat shall be applied at such
arate as to leave a uniform asphalt residue fromO0.02 to 0.07 gallons per
square yard on the treated surface. Submt a certificate to the
Contracting O ficer indicating the asphalt residue content of the material
bei ng used. The actual application rate shall be determ ned by the
Contracting Oficer fromthe results of a trial strip. Wrk shall be

pl anned so that no nore tack coat than is necessary for the day's operation
is placed on the surface. The tack coat shall be permitted to cure unti

the proper degree of tackiness, as determ ned by the Contracting Oficer,
has been obt ai ned.

3.5 PAVEVENT DENSI TY TESTI NG

Density Acceptance - Item401.3(i): Sanples for determ ni ng pavenent
densities shall be taken with a coring machine or by cutting a 6-inch
square out of the pavenent. One set (three sanples) shall be taken for
every 1500 square yards of naterial placed. Density sanples of the day's
production should be taken and tested by noon of the follow ng day and the
results submitted to the Contracting OFficer within 24 hours after

compl etion of the testing. The bitum nous course shall be conpacted to
greater than or equal to 92% and | ess than 97% of Theoretical Density.

3.6 Dl SPCSI TI ON OF SURPLUS MATERI AL
Surplus material or other soil material not required or suitable for
filling or bacjfilling, and brush, refuse, stumps, roots, and tinber shal

be removed fromthe project site as directed by the Contracting Oficer.

-- End of Section --
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SECTI ON 02630

STORM DRAI NAGE
07/ 03

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by the
basi ¢ designation only.

AVERI CAN ASSOCI ATI ON OF STATE H GHVWAY AND TRANSPORTATI ON OFFI CI ALS
( AASHTO)

AASHTO M 36 (1999) Corrugated Steel Pipe, Metallic
Coated, for Sewers and Drains

ASTM | NTERNATI ONAL ( ASTM

ASTM A 798/ A 798M (2001) Installing Factory-Made Corrugated
Steel Pipe for Sewers and O her
Applications

ASTM C 231 (1997el) Air Content of Freshly M xed
Concrete by the Pressure Mt hod

ASTM D 1751 (1999) Preformed Expansion Joint Filler
for Concrete Paving and Structural
Construction (Nonextrudi ng and Resilient
Bi t um nous Types)

ASTM D 1752 (1984; R 1996el) Preforned Sponge Rubber
and Cork Expansion Joint Fillers for
Concrete Paving and Structural Construction

.2 MEASUREMENT AND PAYMENT

2.1 Pi pe Cul verts and Storm Drains

The I ength of pipe installed will be measured along the centerlines of the
pi pe fromend to end of pipe wthout deductions for diameter of manhol es.
Pipe will be paid for as part of the lunp sumitem "Abrahans Creek

Di version Structure Rehabilitation.

.3 SUBM TTALS

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only or as
ot herw se designated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The following shall be submitted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD- 03 Product Data
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Pl aci ng Pi pe

Printed copies of the manufacturer's recomendati ons for
installation procedures of the material being placed, prior to
installation.

SD- 04 Sanpl es
Pipe for Culverts and Storm Drains
Sanpl es of the following naterials, before work is started: GA
1.4 DELI VERY, STORAGE, AND HANDLI NG
1.4.1 Delivery and Storage

Materials delivered to site shall be inspected for danmage, unl oaded, and
stored with a mninmum of handling. Materials shall not be stored directly
on the ground. The inside of pipes and fittings shall be kept free of dirt
and debris. Before, during, and after installation, pipe and fittings
shal |l be protected fromany environnent that would result in damage or
deterioration to the material. The Contractor shall have a copy of the
manuf acturer's instructions available at the construction site at all tines
and shall follow these instructions unless directed otherw se by the
Contracting Officer. Any materials required to install pipe shall be
stored in accordance with the manufacturer's recomrendati ons and shall be
discarded if the storage period exceeds the recomrended shelf life.
Materials in use shall be discarded when the recomended pot life is
exceeded.

1.4.2 Handl i ng

Materials shall be handled in a manner that ensures delivery to the trench
in sound, undamaged condition. Pipe shall be carried to the trench, not
dr agged.

PART 2 PRODUCTS
2.1 Pl PE FOR CULVERTS AND STORM DRAI NS

Pi pe for culverts and stormdrains shall be of the sizes indicated and
shall conformto the requirenments specified.

2.1.1 Corrugat ed Al um num Al |l oy Pi pe

AASHTO M 36 corrugated al um num pi pe of Type IRw th zinc rich priner on
out si de.

2.2 M SCELLANECQUS MATERI ALS
2.2.1 Concrete

Unl ess ot herwi se specified, concrete and reinforced concrete shall conform
to the requirenments for 4000 psi concrete under Section 03307A CONCRETE
FOR M NOR STRUCTURES. The concrete m xture shall have air content by

vol ume of concrete, based on neasurenents nade i mredi ately after discharge
fromthe mxer, of 5 to 7 percent when nmaxi mum si ze of coarse aggregate
exceeds 1-1/2 inches. Air content shall be determ ned in accordance with
ASTM C 231. The concrete covering over steel reinforcing shall not be |ess
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than 1 inch thick for covers and not less than 1-1/2 inches thick for
wal | s and flooring. Concrete covering deposited directly against the
ground shall have a thickness of at |east 3 inches between steel and
ground. Expansion-joint filler material shall conformto ASTM D 1751, or
ASTM D 1752, or shall be resin-inpregnated fiberboard conform ng to the
physi cal requirenents of ASTM D 1752.

2.2.2 Joints
2.2.2.1 Fl exi bl e Watertight, Gasketed Joints

a. Connecting Bands: Connecting bands shall be of the type, size and
sheet thickness of band, and the size of angles, bolts, rods and
lugs as indicated or where not indicated as specified in the
appl i cabl e standards or specifications for the pipe. Exterior
rivet heads in the |ongitudi nal seam under the connecting band
shal | be countersunk or the rivets shall be omitted and the seam
wel ded.

2.3 ERCSI ON CONTROL RI PRAP

Provi de nonerodi bl e rock not exceeding 15 inches in its greatest dinmension
and choked with sufficient small rocks to provide a dense nmass with a
m ni mum t hi ckness of as i ndicated.

PART 3 EXECUTI ON
3.1 PLACI NG PI PE

Each pi pe shall be thoroughly exam ned before being |aid; defective or
damaged pi pe shall not be used. Pipe shall not be laid in water, and pipe
shall not be laid when conditions or weather are unsuitable for such work.
Di versi on of drainage or dewatering during construction shall be provided
as shown. Deflection of installed flexible pipe shall not exceed the
following limts:

MAXI MUM ALLOWABLE
TYPE OF PI PE DEFLECTI ON (%

Corrugated Steel and Al um num Al | oy 5

The Contractor shall submit methods of pipe placement to the contracting
of ficer for approval prior to comrencing work. The Contractor shal
exercise caution to avoi d damagi ng pi pe coating, and any damage shall be
repaired prior to installation.

3.2 JANTING

3.2.1 Corrugated Metal Pipe

3.2.1.1 Field Joints
Transverse field joints shall be designed so that the successive connection
of pipe sections will forma continuous |line free of appreciable
irregularities in the flowline. |In addition, the joints shall neet the

general performance requirenents described in ASTM A 798/ A 798M  Suitabl e
transverse field joints which satisfy the requirenents for one or nore of
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the joint perfornmance categories can be obtained with the follow ng types
of connecting bands furnished with suitabl e band-end fastening devices:
corrugat ed bands, bands with projections, flat bands, and bands of specia
design that engage factory refornmed ends of corrugated pipe. The space

bet ween the pi pe and connecting bands shall be kept free fromdirt and grit
so that corrugations fit snugly. The connecting band, while being

ti ghtened, shall be tapped with a soft-head mallet of wood, rubber or
plastic, to take up slack and ensure a tight joint. Field joints for each
type of corrugated netal pipe shall maintain pipe alignnent during
construction and prevent infiltration of fill material during the life of
the installations. The type, size, and sheet thickness of the band and the
size of angles or lugs and bolts shall be as indicated or where not

i ndi cated, shall be as specified in the applicable standards or
specifications for the pipe.

3.2.1.2 Fl exi bl e Watertight, Gasketed Joints

Installation shall be as recomended by the gasket manufacturer for use of
[ ubricants and cements and ot her special installation requirements. The
gasket shall be placed over one end of a section of pipe for half the width
of the gasket. The other half shall be doubled over the end of the same
pi pe. Wen the adjoining section of pipe is in place, the doubl ed-over
hal f of the gasket shall then be rolled over the adjoining section. Any
unevenness in overlap shall be corrected so that the gasket covers the end
of pipe sections equally. Connecting bands shall be centered over
adj oi ni ng sections of pipe, and rods or bolts placed in position and nuts
tightened. Band Tightening: The band shall be tightened evenly, even
tensi on being kept on the rods or bolts, and the gasket; the gasket shal
seat properly in the corrugations. Watertight joints shall remain
uncovered for a period of tine designated, and before being covered,

ti ghtness of the nuts shall be nmeasured with a torque wrench. |f the nut
has tended to | oosen its grip on the bolts or rods, the nut shall be
retightened with a torque wench and remain uncovered until a tight,
permanent joint is assured.

-- End of Section --
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SECTI ON 02921A

SEEDI NG
11/ 02

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

ASTM | NTERNATI ONAL ( ASTM

ASTM C 602 (1995a) Agricultural Linmng Materials
ASTM D 4972 (1995a) pH of Soils
ASTM D 5268 (1992; R 1996) Topsoil Used for

Landscapi ng Pur poses

ASTM D 5883 (1996el) Use of Rotary Kiln Produced
Expanded Shale, Clay or Slate (ESCS) as a
M neral Amendnent in Topsoil Used for
Landscapi ng and Rel at ed Purposes

U. S. DEPARTMENT OF AGRI CULTURE (USDA)

AMS Seed Act (1995) Federal Seed Act Regul ations Part
201

.2 SUBM TTALS

CGovernment approval is required for submittals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:
SD- 03 Product Data
Equi pnent
Surface Erosion Control Material
Cheni cal Treatnent Materi al
Manufacturer's literature including physical characteristics,
application and installation instructions for equi pnent, surface
erosion control material and chemical treatnent material.
A listing of equiprment to be used for the seeding operation.
Del i very
Del i very schedul e.

Fi ni shed Grade and Topsoi |
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Fi ni shed grade status.
Topsoi |

Avail ability of topsoil fromthe stripping and stock piling
operation.

Quantity Check

Bag count or bul k weight neasurenents of material used conpared
with area covered to deternine the application rate and quantity
i nstall ed.
Seed Establishnent Period

Cal endar tinme period for the seed establishnent period. Wen
there is nore than one seed establishnent period, the boundaries
of the seeded area covered for each period shall be described.

Mai nt enance Record

Mai nt enance work perforned, area repaired or reinstall ed,
di agnosi s for unsatisfactory stand of grass plants.

SD- 04 Sanpl es
Del i vered Topsoi
Sanpl es taken from several |ocations at the source.
Soi | Anmendnent s
A 10 pound sanpl e.
Mul ch
A 10 pound sanpl e.
SD-06 Test Reports
Equi pnent Cali bration

Certification of calibration tests conducted on the equi pment
used in the seedi ng operation

Soi | Test

Certified reports of inspections and |aboratory tests, prepared
by an i ndependent testing agency, including analysis and
interpretation of test results. Each report shall be properly
identified. Test nethods used and conpliance with recogni zed test
standards shall be descri bed.

SD-07 Certificates
Seed; G AR

Topsoil; G AR
pH Adjuster; G AR
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Fertilizer; G AR
Organic Material; G AR
Soil Conditioner; G AR
Mul ch; G AR
Prior to the delivery of materials, certificates of conpliance
attesting that materials neet the specified requirenents.

Certified copies of the material certificates shall include the
fol |l owi ng:

a. Seed. dassification, botanical nane, comon nane,
percent pure live seed, mininumpercent germnation and hard seed,
maxi num percent weed seed content, and date tested.

b. Topsoil. Particle size, pH, organic matter content,
textural class, soluble salts, chemi cal and nmechanical anal yses.

c. pH Adjuster. Calciumcarbonate equival ent and sieve
anal ysi s.

d. Fertilizer. Chenical analysis and conposition percent.
e. Oganic Material: Conposition and source
f. Soil Conditioner: Conposition and source.
g. Milch: Conposition and source.

1.3  SOURCE | NSPECTI ON

The source of delivered topsoil shall be subject to inspection.
1.4 DELI VERY, | NSPECTI ON, STORAGE, AND HANDLI NG
1.4.1 Del i very

A delivery schedul e shall be provided at |east 10 cal endar days prior to
the first day of delivery.

1.4.1.1 Del i vered Topsoi

Prior to the delivery of any topsoil, its availability shall be verified in
paragraph TOPSO L. A soil test shall be provided for topsoil delivered to
the site.

1.4.1.2 Soi | Amendnent s

Soi | amendnents shall be delivered to the site in the original, unopened
contai ners bearing the manufacturer's chemical analysis. 1In lieu of
containers, soil amendnents may be furnished in bulk. A chemcal analysis
shal | be provided for bul k deliveries.

1.4.2 | nspection

Seed shall be inspected upon arrival at the job site for conformity to
species and quality. Seed that is wet, noldy, or bears a test date five
nmont hs or ol der, shall be rejected. Oher materials shall be inspected for
conpliance with specified requirements. The follow ng shall be rejected:
open soil anendnent containers or wet soil anmendnents; topsoil that
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contains slag, cinders, stones, lunps of soil, sticks, roots, trash or
other material over a minimum 1-1/2 inch dianeter; and topsoil that
contains viable plants and plant parts. Unacceptable materials shall be
renoved fromthe job site.

1.4.3 St or age
Materials shall be stored in designated areas. Seed, lime, and fertilizer
shall be stored in cool, dry locations away from contani nants. Chenica
treatnment material shall be stored according to manufacturer's instructions
and not with seeding operation materials.

1.4.4 Handl i ng

Except for bulk deliveries, materials shall not be dropped or dunped from
vehi cl es.

1.4.5 Tinme Limtation

Hydroseeding tine limtation for holding seed in the slurry shall be a
maxi mum 24 hours.

PART 2 PRODUCTS

2.1 SEED

2.1.1 Seed Cl assification
State-certified seed of the | atest season's crop shall be provided in
ori gi nal seal ed packages bearing the producer's guaranteed analysis for
percentages of nixture, purity, germnation, hard seed, weed seed content,
and inert material. Labels shall be in conformance with AMS Seed Act and
applicabl e state seed | aws.

2.1.2 Per manent Seed Species and M xtures

Per manent seed species and mixtures shall be proportioned by wei ght as
fol l ows:

M xt ure Percent Percent Pure
Bot ani cal Nane Conmon Nane by Wei ght Li ve Seed
SEED
Coronilla Varia Cr ownvet ch 4.0 I bs./ 99% M n.

1, 000 sq. yds.

Lolium Ml tiflorum Annual Ryegrass 5.0 Ibs./ 98% M n.
1, 000 sq. yds.

2.1.3 Tenporary Seed Speci es

Tenporary seed species for surface erosion control or overseeding shall be
as follows:
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Percent Pure
Bot ani cal Nane Commpn Nane Li ve Seed

Lolium Ml tiflorum Annual Ryegrass 98%
2.1. 4 Quality
Weed seed shall be a maxi mum 1 percent by weight of the total m xture.
2.1.5 Seed M Xxi ng

The mi xi ng of seed may be done by the seed supplier prior to delivery, or
on site as directed.

2.1.6 Substitutions

Substitutions will not be allowed without witten request and approval from
the Contracting Oficer.

2.2 TOPSA L

Topsoi|l shall be as defined in ASTM D 5268. \When avail abl e, the topsoi
shall be the existing surface soil stripped and stockpiled onsite in
accordance with Section 02300 EARTHWORK. Wen additional topsoil is

requi red beyond the available topsoil fromthe stripping operation, topsoi
shal | be delivered and anended as recommended by the soil test for the seed
specified. Topsoil shall be free fromslag, cinders, stones, |unps of

soil, sticks, roots, trash or other material over a mininmm1-1/2 inch

di ameter. Topsoil shall be free fromviable plants and plant parts.

2.3 SO L AMENDMENTS

Soi | amendnents shall consist of pH adjuster, fertilizer, organic material
and soil conditioners neeting the follow ng requirenments. Vermculite
shal | not be used.

2.3.1 pH Adj ust er

The pH adjuster shall be an agricultural limng naterial in accordance with
ASTM C 602. These materials nay be burnt |ine, hydrated |inme, ground

i mestone, sulfur, or shells. The pH adjuster shall be used to create a
favorable soil pH for the plant material specified.

2.3.1.1 Li mest one

Li nestone material shall contain a mininumcal cium carbonate equival ent of
80 percent. Gadation: A mninum 95 percent shall pass through a No. 8
sieve and a mni mum 55 percent shall pass through a No. 60 sieve. To raise
soil pH, ground limestone shall be used.

2.3.1.2 Hydrat ed Line
Hydrated |inme shall contain a mininmumcal cium carbonate equival ent of 110

percent. Gadation: A mininum 100 percent shall pass through a No. 8
sieve and a mni mum 97 percent shall pass through a No. 60 sieve.
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2.3.1.3 Bur nt Line

Burnt |inme shall contain a mninum cal cium carbonate equival ent of 140
percent. Gradation: A mninum95 percent shall pass through a No. 8 sieve
and a m ni nrum 35 percent shall pass through a No. 60 sieve.

2.3.2 Fertilizer

M xture ratio shall be as recommended by the soil test. Fertilizer shal

be controlled rel ease commercial grade, free flowing, uniformin
conposition, and consi st of a nitrogen-phosphorus-potassiumratio. The
fertilizer shall be derived from sul phur coated urea, urea fornmal dehyde,
plastic or polyner coated pills, or isobutylenediurea (IBDU). Fertilizer
shal | be bal anced with the inclusion of trace mnerals and mcro-nutrients.

2.3.3 Ni trogen Carrier Fertilizer

M xture ratio shall be as recommended by the soil test. N trogen carrier
fertilizer shall be comrercial grade, free flowing, and uniformin
composition. The fertilizer may be a liquid nitrogen sol ution.

2.3. 4 Organic Materia

Organic material shall consist of either boneneal, rotted nmanure,
deconposed wood derivatives, recycled conpost, or worm castings.

2.3.4.1 Boneneal

Boneneal shall be finely ground, steamed bone product containing from2 to
4 percent nitrogen and 16 to 40 percent phosphoric acid.

2.3.4.2 Rot t ed Manure

Rotted manure shall be unl eached horse, chicken or cattle manure containing
a maxi mum 25 percent by volume of straw, sawdust, or other beddi ng
materials. It shall contain no chenmicals or ingredients harnful to plants.
The manure shall be heat treated to kill weed seeds and be free of stones,
sticks, and soil.

2.3.4.3 Deconmposed Wbod Derivatives

Deconmposed wood derivatives shall be ground bark, sawdust, yard trimm ngs,
or other wood waste material that is free of stones, sticks, soil, and
toxi c substances harnful to plants, and is fully composted or stabilized
wi th nitrogen.

2.3.4.4 Recycl ed Conpost

Conpost shall be a well deconposed, stable, weed free organic matter

source. Conpost shall be derived from biosolids (treated sewage sl udge) or

yard trinmm ngs. The conpost shall possess no objectionabl e odors and shal
not resenble the raw material fromwhich it was derived. The material

shal | not contain substances toxic to plants. Gadation: The conpost
material shall pass through a 3/8 inch screen, possess a pHof 5.5 to 8.0,
and have a noi sture content between 35-55 percent by weight. The material

shall not contain nore than 1 percent by wei ght of man-made foreign matter.
Conpost shall be cleaned of plastic materials |arger than 2 inches in

| engt h.
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2.3.4.5 Wor m Cast i ngs

Worm castings shall be screened fromworns and food source, and shall be
commerci al |y packaged.

2.3.5 Soi | Conditioner

Soil conditioner shall be sand, super absorbent polymers, calcined clay, or
gypsum for use singly or in conbination to neet the requirenments of the
soi|l test.

2.3.5.1 Sand

Sand shall be clean and free of toxic materials. Gadation: A mninmm 95
percent by wei ght shall pass a No. 10 sieve and a mninum 10 percent by
wei ght shall pass a No. 16 sieve. Geensand shall be balanced with the
inclusion of trace mnerals and nutrients.

2.3.5.2 Super Absorbent Pol yners

To inprove water retention in soils, super absorbent polynmers shall be
sized and applied according to the manufacturer's recomrendati ons.

Pol ymers shall be added as a soil anmendnent and be cross-1|inked

pol yacryl anmi de, with an absorption capacity of 250-400 tines its weight.
Pol ymers shall al so be added to the seed and be a starch grafted
polyacrylonitrite, with graphite added as a tacky sticker. 1t shall have
an absorption capacity of 100 plus times its weight.

2.3.5.3 Cal ci ned d ay
Cal cined clay shall be granular particles produced fromnmontmnorillonite
clay calcined to a m nimum tenperature of 1200 degrees F. G adation: A
m ni mum 90 percent shall pass a No. 8 sieve; a mininum99 percent shall be
retained on a No. 60 sieve; and a maxi num 2 percent shall pass a No. 100
sieve. Bulk density: A maximum 40 pounds per cubic foot.

2.3.5.4 Gypsum

Gypsum shall be comrercially packaged, free flow ng, and a m ni mum 95
percent cal ciumsul fate by vol une.

2.3.5.5 Expanded Shale, Cay, or Slate (ESCS)
Rotary kiln produced ESCS material shall be in conformance with ASTM D 5883.
2.4 MJLCH

Mul ch shall be free from weeds, nmold, and ot her del eterious nmaterials.
Mul ch materials shall be native to the region

2.4.1 Straw
Straw shall be stal ks fromoats, wheat, rye, barley, or rice, furnished in
air-dry condition and with a consistency for placing with comercia
mul ch- bl owi ng equi prent .

2.4.2  Hay

Hay shal |l be native hay, sudan-grass hay, broonsedge hay, or other
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her baceous nmowi ngs, furnished in an air-dry condition suitable for placing
wi th commercial nul ch-bl ow ng equi prent .

2.4.3 Wyod Cel | ul ose Fi ber
Wood cel lul ose fiber shall not contain any growh or germ nation-inhibiting
factors and shall be dyed an appropriate color to facilitate placenent

during application. Conposition on air-dry weight basis: 9 to 15 percent
nmoi sture, pHrange from4.5 to 6.0.

2.4.4 Paper Fi ber

Paper fiber mulch shall be recycled news print that is shredded for the
pur pose of mul chi ng seed.

2.5 WATER

Water shall be the responsibility of the Contractor, unless otherw se
noted. Water shall not contain elenents toxic to plant life.

2.6 SURFACE EROSI ON CONTROL MATERI AL
Surface erosion control material shall conformto the foll ow ng:

2.6.1 Surface Erosion Control Bl anket
Bl anket shall be machi ne produced mat of wood excel sior formed froma web
of interlocking wood fibers; covered on one side with either knitted straw
bl anket-1i ke mat construction; covered wth bi odegradabl e plastic nesh; or
i nt erwoven bi odegradabl e thread, plastic netting, or tw sted kraft paper
cord netting.

2.6.2 Surface Erosion Control Fabric
Fabric shall be knitted construction of polypropylene yarn with uniform
nmesh openings 3/4 to 1 inch square with strips of biodegradabl e paper.
Filler paper strips shall have a minimumlife of 6 nonths.

2.6.3 Surface Erosion Control Net

Net shall be heavy, twisted jute nmesh, weighing approxinmately 1.22 pounds
per linear yard and 4 feet wide with nesh openings of approxinmately 1 inch
square.

2.6.4 Surface Erosion Control Chem cals

Chemni cal s shall be high-polyner synthetic resin or col d-water emrul sion of
sel ected petrol eumresins.

2.6.5 Hydr ophilic Coll oi ds
Hydrophilic colloids shall be physiologically harmess to plant and ani ma
life without phytotoxic agents. Colloids shall be naturally occurring,
silicate powder based, and shall forma water insoluble nenbrane after
curing. Colloids shall resist nmold grow h.

2.6.6 Erosi on Control Material Anchors

Erosi on control anchors shall be as recommended by the manufacturer.
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PART 3 EXECUTI ON
3.1 | NSTALLI NG SEED TI ME AND CONDI TI ONS
3.1.1 Seedi ng Ti ne

Seed shall be installed from MAR 01 to MAY 31 for spring establishment;
fromJUN 01 to AUG 31 for sunmer establishnment; and from SEP 01 to OCT 15
for fall establishnent.

3.1.2 Seedi ng Condi tions

Seedi ng operations shall be performed only during periods when benefi ci al
results can be obtained. Wen drought, excessive noisture, or other
unsatisfactory conditions prevail, the work shall be stopped when directed.
When special conditions warrant a variance to the seedi ng operations,
proposed alternate tinmes shall be subnmitted for approval.

3.1.3 Equi prent Cal i brati on

| mredi ately prior to the commencenent of seeding operations, calibration
tests shall be conducted on the equi pnent to be used. These tests shal
confirmthat the equipnent is operating within the nmanufacturer's
specifications and will neet the specified criteria. The equi pment shal
be calibrated a mninum of once every day during the operation. The
calibration test results shall be provided within 1 week of testing.

3.1. 4 Soi | Test

Del i vered topsoil, existing soil in smooth graded areas, and stockpiled
topsoil shall be tested in accordance with ASTM D 5268 and ASTM D 4972 for
determning the particle size, pH, organic matter content, textural class,
chem cal analysis, soluble salts analysis, and nechani cal analysis. Sanple
collection on site shall be randomover the entire site. Sanple collection
for stockpiled topsoil shall be at different levels in the stockpile. The
soil shall be free fromdebris, noxious weeds, toxic substances, or other
materials harnful to plant gromh. The test shall determne the quantities
and type of soil amendments required to nmeet |ocal growi ng conditions for
the seed species specified.

3.2 S| TE PREPARATI ON
3.2.1 Fi ni shed Grade and Topsoi
The Contractor shall verify that finished grades are as indicated on
drawi ngs, and the placing of topsoil, snmooth gradi ng, and conpaction
requi renents have been conpl eted, prior to the comencenent of the seeding
operati on.
3.2.2 Application of Soil Anendments
3.2.2.1 Appl yi ng pH Adj uster
The pH adjuster shall be applied as recomended by the soil test. The pH

adjuster shall be incorporated into the soil to a maxinum 4 inch depth or
may be incorporated as part of the tillage operation.
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3.2.2.2 Appl ying Fertilizer

The fertilizer shall be applied as recommended by the soil test.
Fertilizer shall be incorporated into the soil to a nmaximum 4 inch depth
or may be incorporated as part of the tillage or hydroseedi ng operation.

3.2.2.3 Appl ying Soil Conditioner

The soil conditioner shall be as recomended by the soil test. The soi
conditioner shall be spread uniformly over the soil a mnimum 1 inch depth
and t horoughly incorporated by tillage into the soil to a maxi mum 4 inch
dept h.

3.2.2.4 Applying Super Absorbent Polyners

Pol ymers shall be spread uniformly over the soil as recommended by the
manuf acturer and thoroughly incorporated by tillage into the soil to a
maxi mum 4 inch depth.

3.2.3 Till age

Soil on slopes up to a maxi mum 3-hori zontal -to-1-vertical shall be tilled
to a mnimm 4 inch depth. On slopes between 3-horizontal -to-1-vertica
and 1-horizontal-to-1 vertical, the soil shall be tilled to a m ninum 2
inch depth by scarifying with heavy rakes, or other method. Rototillers
shal | be used where soil conditions and | ength of slope permt. On slopes
1-horizontal -to-1 vertical and steeper, no tillage is required. Drainage
patterns shall be mmintained as indicated on drawi ngs. Areas conpacted by
construction operations shall be conpletely pulverized by tillage. Soi
used for repair of surface erosion or grade deficiencies shall conformto
topsoil requirenments. The pH adjuster, fertilizer, and soil conditioner
may be applied during this procedure.

3.2. 4 Prepared Surface

3.2.4.1 Preparation
The prepared surface shall be a maxi mum 1 inch bel ow t he adj oi ni ng grade
of any surfaced area. New surfaces shall be blended to existing areas.
The prepared surface shall be conpleted with a light raking to renove
debri s.

3.2.4.2 Turf Area Debris

Debris and stones over a minimum 5/8 inch in any di nension shall be
renoved from the surface.

3.2.4.3 Prot ecti on

Areas with the prepared surface shall be protected from conpaction or
damage by vehicul ar or pedestrian traffic and surface erosion.

3.3 | NSTALLATI ON
Prior to installing seed, any previously prepared surface conpacted or
damaged shall be reworked to nmeet the requirenents of paragraph SITE

PREPARATI ON.  Seedi ng operations shall not take place when the w nd
velocity will prevent uniformseed distribution.
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3.3.1 Installing Seed

Seedi ng met hod shall be Broadcast Seeding or Hydroseedi ng. Seeding
procedure shall ensure even coverage. Gavity feed applicators, which drop
seed directly froma hopper onto the prepared soil, shall not be used
because of the difficulty in achieving even coverage, unless otherw se
approved. Absorbent polyner powder shall be mixed with the dry seed at the
rate recomended by the manufacturer.

3.3.1.1 Br oadcast Seedi ng

Seed shall be uniformly broadcast at the rate specified in Paragraph

"Per manent Seed Species and M xtures" using broadcast seeders. Half the
total rate of seed application shall be broadcast in 1 direction, with the
remai nder of the seed rate broadcast at 90 degrees fromthe first
direction. Seed shall be covered a maximum 1/4 inch depth by disk harrow,
steel mat drag, cultipacker, or other approved device.

3.3.1.2 Rol |'i ng

The entire area shall be firmed with a roller not exceeding 90 pounds per
foot roller width. Slopes over a maxi mum 3-horizontal-to-1 vertical shal
not be rolled. Areas seeded with seed drills equipped with rollers shal
not be roll ed.

3.3.2 Hydr oseedi ng

Seed shall be mixed to ensure broadcast at the rate specified in Paragraph
"Per manent Seed Species and M xtures". Seed and fertilizer shall be added
to water and thoroughly m xed to neet the rates specified. The tine period
for the seed to be held in the slurry shall be a maxi nrum 24 hours. Wod
cellul ose fiber nmulch and tackifier shall be added at the rates recomended
by the manufacturer after the seed, fertilizer, and water have been
thoroughly m xed to produce a honbgeneous slurry. Slurry shall be
uniformy applied under pressure over the entire area. The hydroseeded
area shall not be rolled.

3.3.3 Mul chi ng
3.3.3.1 Hay or Straw Ml ch

Hay or straw nulch shall be spread uniformly at the rate of 3 tons per acre.
Mul ch shall be spread by hand, bl ower-type mul ch spreader, or other

approved nethod. Ml ching shall be started on the w ndward side of

relatively flat areas or on the upper part of steep slopes, and continued

uniformy until the area is covered. The nmulch shall not be bunched or

clunped. Sunlight shall not be conpletely excluded frompenetrating to the

ground surface. All areas installed with seed shall be nulched on the sane

day as the seeding. Milch shall be anchored i nmediately follow ng

spr eadi ng.

3.3.3.2 Mechani cal Anchor
Mechani cal anchor shall be a V-type-wheel |and packer; a scall oped-di sk

| and packer designed to force nulch into the soil surface; or other
sui tabl e equi pnent.
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3.3.3.3 Non- Asphal ti ¢ Tackifier

Hydrophilic colloid shall be applied at the rate recommended by the
manuf acturer, using hydraulic equipnent suitable for thoroughly mxing with
water. A uniformm xture shall be applied over the area.

3.3.3.4 Wod Cellul ose Fiber, Paper Fiber, and Recycl ed Paper

Wood cel l ul ose fiber, paper fiber, or recycled paper shall be applied as
part of the hydroseedi ng operation. The nulch shall be m xed and applied
in accordance with the manufacturer's recomendati ons.

3.3.4 \Watering Seed

Watering shall be started imredi ately after conpleting the seeding of an
area. Water shall be applied to supplenent rainfall at a rate sufficient
to ensure nmoist soil conditions to a mnimum 1 inch depth. Run-off and
puddl i ng shall be prevented. Watering trucks shall not be driven over turf
areas, unless otherwise directed. Watering of other adjacent areas or

pl ant material shall be prevented.

3.4 SURFACE EROSI ON CONTROL
3.4.1 Surface Erosion Control Materia

VWhere indicated or as directed, surface erosion control material shall be
installed in accordance with manufacturer's instructions. Placenent of the
materi al shall be acconplished without damage to installed material or

wi t hout deviation to finished grade.

3.4.2 Tenporary Seeding

The application rate shall be 10 pounds per 1000 square yards. Wen
directed during contract delays affecting the seeding operation or when a
qui ck cover is required to prevent surface erosion, the areas designated
shal | be seeded in accordance with tenporary seed species |isted under
Par agr aph SEED.

3.4.2.1 Soi | Amendnents

When soil anendnents have not been applied to the area, the quantity of 1/2
of the required soil anendnents shall be applied and the area tilled in
accordance with paragraph SI TE PREPARATI ON. The area shall be watered in
accordance with paragraph Watering Seed.

3.4.2.2 Remai ni ng Soi |l Amendnents

The remai ni ng soil amendnents shall be applied in accordance with the
paragraph Tillage when the surface is prepared for installing seed.

3.5 QUANTI TY CHECK

For materials provided in bags, the enpty bags shall be retained for
recordi ng the anbunt used. For materials provided in bulk, the weight
certificates shall be retained as a record of the ambunt used. The anount
of material used shall be compared with the total area covered to determne
the rate of application used. Differences between the quantity applied and
the quantity specified shall be adjusted as directed.
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3.

6 RESTORATI ON AND CLEAN UP

.6.1 Rest orati on

Exi sting turf areas, pavenents, and facilities that have been damaged from
the seeding operation shall be restored to original condition at
Contractor's expense.

.6.2 Cean Up

Excess and waste material shall be renoved fromthe seeded areas and shal
be di sposed offsite. Adjacent paved areas shall be cl eaned.

.7 PROTECTI ON OF | NSTALLED AREAS

| mredi ately upon conpl etion of the seeding operation in an area, the area
shal | be protected against traffic or other use by erecting barricades and
provi di ng signage as required, or as directed.

. 8 SEED ESTABLI SHVENT PERI GD

.8.1 Commrencemnent

The seed establishnent period to obtain a healthy stand of grass plants
shal |l begin on the first day of seeding work under this contract and shal
continue through the remaining life of the contract and end 3 nmonths after
the |l ast day of the seeding operation required by this contract. Witten
cal endar tine period shall be furnished for the seed establishnment period.
When there is nore than 1 seed establishnent period, the boundaries of the
seeded area covered for each period shall be described. The seed
establ i shnent period shall be nodified for inclenent weather, shut down
periods, or for separate conpletion dates of areas.

.8.2 Satisfactory Stand of Grass Plants

Grass plants shall be evaluated for species and health when the grass
plants are a minimum 1 inch high.

.8.2.1 Turf Area

A satisfactory stand of grass plants fromthe seeding operation for a turf
area shall be a mnimm 100 grass plants per square foot. Bare spots shal
be a maxi mum 6 i nches square. The total bare spots shall be a maxi num 2
percent of the total seeded area.

.8.3 Mai nt enance During Establishnment Period

Mai nt enance of the seeded areas shall include eradicating weeds, insects
and di seases; protecting enbanknments and ditches from surface erosion;

mai nt ai ni ng erosion control materials and nul ch; protecting installed areas
fromtraffic; nmow ng; watering; and post-fertilization.

.8.3.1 Mowi ng

a. Turf Areas: Turf areas shall be nowed to a minimum 3 inch height
when the turf is a maximum 5 inches high. dippings shall be
renoved when the anount cut prevents sunlight fromreaching the
ground surface.
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3.8.3.2 Post-Fertilization

The fertilizer shall be applied as recommended by the soil test. A maxi mum
1/2 pound per 1000 square feet of actual avail able nitrogen shall be
provided to the grass plants. The application shall be timed prior to the

advent of w nter dormancy and shall be nade w thout burning the installed

grass plants.
3.8.3.3 Repair or Reinstal
Unsatisfactory stand of grass plants and nulch shall be repaired or
reinstall ed, and eroded areas shall be repaired in accordance with
par agr aph S| TE PREPARATI ON
3.8.3.4 Mai nt enance Record
A record of each site visit shall be furnished, describing the nmaintenance
wor k perforned; areas repaired or reinstalled; and di agnosis for
unsati sfactory stand of grass plants.

-- End of Section --
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PART 1

1.

SECTI ON 03307A

CONCRETE FOR M NOR STRUCTURES

GENERAL

1 REFERENCES

11/01

The publications listed below forma part of this specification to the
referenced. The publications are referred to in the text by basic
designation only and represent the latest edition in force when this
contract is awarded.

ext ent

ACl 308

ACl | NTERNATI ONAL (ACl)

ACI 318/318R

ACl 347

R

(1992; R 1997) Standard Practice for
Curing Concrete

(1999) Building Code Requirenents for
Structural Concrete and Commentary

(1994; R 1999) CGuide to Formwork for
Concrete

AMERI CAN PETROLEUM | NSTI TUTE (API)

APl METHOD RP13B-1

ASTM A

ASTM A

ASTM C

ASTM C

ASTM C

ASTM C

ASTM C

ASTM C

ASTM C

(1990) Recommended Practice Standard
Procedure for Field Testing Water-Based
Drilling Fluids, Density by Mid-Bal ance,
Marsh Funnel and Pressure Filtration Test

ASTM | NTERNATI ONAL (ASTM

185

615/ A 615M

109

143/ C 143M
150
171
172

231

260

(1997) Steel Welded Wre Fabric, Plain,
for Concrete Reinforcenent

(2000) Defornmed and Plain Billet-Stee
Bars for Concrete Reinforcenent

(2002) Test Method for Conpressive
Strength of Hydraulic Cement Mortars

(2000) Slunp of Hydraulic Cenent Concrete
(1999a) Portl and Cenent

(1997a) Sheet Materials for Curing Concrete
(1999) Sanpling Freshly M xed Concrete

(1997el) Air Content of Freshly M xed
Concrete by the Pressure Method

(2000) Air-Entraining Adm xtures for
Concrete
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ASTM C 309 (1998a) Liquid Menbrane-Forni ng Conpounds
for Curing Concrete

ASTM C 31/ C 31M (2000e1) Making and Curing Concrete Test
Specinens in the Field

ASTM C 33 (2002a) Concrete Aggregates

ASTM C 39/ C 39M (2001) Conpressive Strength of Cylindrical

Concrete Speci nens

ASTM C 441 (2002a) Test Method for Effectiveness of
M neral Adm xtures or Ground Bl ast-Furnace
Slag in Preventing Excessive Expansion of
Concrete Due to the Alkali-Silica Reaction

ASTM C 494/ C 494M (1999ael) Chemical Adm xtures for Concrete
ASTM C 618 (2000) Coal Fly Ash and Raw or Cal ci ned

Nat ural Pozzolan for Use as a M neral
Adm xture in Concrete

ASTM C 685 (2000) Concrete Made by Vol unetric
Bat chi ng and Conti nuous M xi ng

ASTM C 94/ C 94M (2000e2) Ready-M xed Concrete

ASTM D 6103 (1997) Test Method for Fl ow Consistency of
Controlled Low Strength Materi al

ASTM D 75 (1987; R 1997) Sanpling Aggregates

ASTM D 98 (1998) Cal ci um Chl ori de

U S. ARW CORPS OF ENG NEERS (USACE)

CCE CRD-C 400 (1963) Requirerments for Water for Use in
M xi ng or Curing Concrete

1.2 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 03 Product Data

Air-Entraining Adm xture; G AE

Accel erating Adm xture; G AE

Wat er - Reduci ng or Retarding Adm xture; G AE
Curing Materials; G AE

Rei nforcing Steel; G AE

Manufacturer's literature is available from suppliers which

denmonstrates conpliance with applicable specifications for the
above nmaterial s.
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Bat chi ng and M xi ng Equi pnent; G AE

Bat chi ng and m xi ng equi prent will be accepted on the basis of
manuf acturer's data which denonstrates conpliance with the
appl i cabl e specifications.

Conveyi ng and Pl acing Concrete; G AE

The net hods and equi prment for transporting, handling,
depositing, and consolidating the concrete shall be submitted
prior to the first concrete placenent.

Formwrk; G AE

For mmor k design shall be submitted prior to the first concrete
pl acenent .

SD- 06 Test Reports
Aggregates; G AE

Aggregates will be accepted on the basis of certificates of
conpliance and test reports that show the material (s) neets the
quality and grading requirenents of the specifications under which
it is furnished.

Concrete M xture Proportions; G AE

Ten days prior to placenment of concrete, the contractor shal
submit the mxture proportions that will produce concrete of the
quality required. Applicable test reports shall be submitted to
verify that the concrete mxture proportions selected will produce
concrete of the quality specified.

SD-07 Certificates
Cenentitious Materials; G AE

Certificates of conmpliance attesting that the concrete materials
nmeet the requirenments of the specifications shall be subnmitted in
accordance with the Special C ause "CERTIFI CATES OF COVPLI ANCE".
Cenmentitious nmaterial will be accepted on the basis of a
manuf acturer's certificate of conpliance, acconpanied by nill test
reports that the material (s) nmeet the requirenments of the
speci fication under which it is furnished.

Aggr egates; G AE
Aggregates will be accepted on the basis of certificates of
conpliance and tests reports that show the nmaterial (s) nmeet the
quality and grading requirenments of the specifications under which
it is furnished.
1.3 UNI T OF MEASURE

Unit of neasure: [ unp sum

SECTI ON 03307A Page 3



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

1.4 DESI GN AND PERFORVANCE REQUI REMENTS

The Government will maintain the option to sanple and test aggregates and
concrete to deternine conpliance with the specifications. The Contractor
shall provide facilities and | abor as nay be necessary to assist the
CGovernment in procurenment of representative test sanples. Sanples of
aggregates will be obtained at the point of batching in accordance with
ASTM D 75. Concrete will be sanpled in accordance with ASTM C 172. Sl unp
and air content will be determ ned in accordance with ASTM C 143/ C 143M and
ASTM C 231, respectively, when cylinders are nolded. Conpression test

speci nens will be nade, cured, and transported in accordance with ASTM C
31/C 31M Conpression test specinmens will be tested in accordance with
ASTM C 39/ C 39M  Sanples for strength tests will be taken not |ess than
once each shift in which concrete is produced from each class of concrete
required, and strength tests will be perforned at a frequency of not |ess
than 1 set per 50 cubic yards and at |east 1 set on any day concrete is
placed. A mininumof three specinens will be nade from each sanple; two
will be tested at 28 days (90 days if pozzolan is used) for acceptance, and
one will be tested at 7 days for information.

1.4.1 Strength

Acceptance test results will be the average strengths of two speci nens
tested at 28 days (90 days if pozzolan is used). The strength of the
concrete will be considered satisfactory so long as the average of three
consecutive acceptance test results equal or exceed the specified
conmpressive strength, f'c, and no individual acceptance test result falls
bel ow f'c by nore than 500 psi.

1.4.2 Construction Tol erances

A Cass "C' finish shall apply to all surfaces except those specified to
receive a Class "D' finish. A Cass "D' finish shall apply to all surfaces
which will be permanently conceal ed after construction. The surface
requirenents for the classes of finish required shall be as specified in
ACl 347R

1.4.3 Concrete M xture Proportions

Concrete m xture proportions shall be the responsibility of the Contractor.
M xture proportions shall include the dry weights of cenentitious
materi al (s); the nom nal maxi num size of the coarse aggregate; the specific
gravities, absorptions, and saturated surface-dry weights of fine and
coarse aggregates; the quantities, types, and nanes of adm xtures; and
quantity of water per cubic yard of concrete. Al materials included in
the m xture proportions shall be of the sane type and fromthe sanme source
as will be used on the project. Specified conpressive strength f'c shall be
4,000 psi at 28 days (90 days if pozzolan is used). The maxi num noni na
size coarse aggregate shall be 3/4 inch, in accordance with ACl 318/ 318R
The air content shall be between 4.5 and 7.5 percent. The slunmp shall be
between 2 and 5 inches. The maxi num water cenment ratio shall be 0.50.

PART 2 PRODUCTS
2.1 MATERI ALS
2.1.1 Cenentitious Materials

Cenentitious materials shall conformto the appropriate specifications
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listed. Cellular Gout will largely be conprised of water, cenent, fly ash
and a foam ng agent. Oher adm xtures may be used to satisfy the grout m x
performance requirenents.

2.1.1.1 Portl and Cenent

ASTM C 150, Type Il, low alkali. Alkali content shall be Iess than 0.6
percent. In lieu of the |low alkali cenent, a mx design utilizing flyash
and regular Type Il cenent is acceptable as long as it can be denonstrated

in the Mortar Bed Test (ASTM C 441) that the expansion at 14 days of the
cenent/flyash mx is less than or equal to the expansion of the | ow al kal
cenment m x.

2.1.1.2 Pozzol an

Pozzol an shall conformto ASTM C 618, Cass C or F, including requirenents
of Tables 1A and 2A

2.1.1.3 Foam ng Agent

Uilize a commercially avail able foam ng agent manufactured specifically
for use in cellular grouts.

2.1.2 Aggr egat es

Aggregates shall meet the quality and grading requirements of ASTM C 33
Cl ass Designations 4M or better.

2.1.3 Adm xtures
Admi xtures to be used, when required or approved, shall conply with the
appropriate specification listed. Chem cal adm xtures that have been in
storage at the project site for longer than 6 nonths or that have been
subjected to freezing shall be retested at the expense of the contractor at
the request of the Contracting Oficer and shall be rejected if test
results are not satisfactory.

2.1.3.1 Ai r-Entraining Adm xture
Air-entraining adm xture shall nmeet the requirenents of ASTM C 260.

2.1.3.2 Accel erating Adm xture

No cal ciumchloride shall be used in the adm xture. Accelerating adni xture
shall conformto ASTM C 494/ C 494M Type C or E

2.1.3.3 Wat er - Reduci ng or Retarding Adm xture

Wat er -reduci ng or retarding adnmi xture shall neet the requirenents of ASTM C
494/ C 494M Type A, B, or D

2.1.4 Wt er
Water for mixing and curing shall be fresh, clean, potable, and free from

injurious amounts of oil, acid, salt, or alkali, except that unpotable
water may be used if it neets the requirements of COE CRD C 400.
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2.1.5 Rei nforcing Stee
Rei nforcing steel bar shall conformto the requirenments of ASTM A 615/ A 615M
Grade 60. Welded steel wire fabric shall conformto the requirenents of
ASTM A 185. Details of reinforcenent not shown shall be in accordance with
ACl 318/ 318R, Chapters 7 and 12.

2.1.6 For mnor k

The design and engineering of the formmrk as well as its construction,
shall be the responsibility of the Contractor.

2.1.7 Form Coat i ngs

Forms for exposed surfaces shall be coated with a nonstaining formoil
whi ch shall be applied shortly before concrete is placed.

2.1.8 Curing Materials
Curing materials shall conformto the follow ng requirenents.
2.1.8.1 | npervi ous Sheet Materials

| mpervi ous sheet materials, ASTM C 171, type optional, except polyethylene
film if used, shall be white opaque.

2.1.8.2 Menbr ane- Formi ng Curing Conpound
ASTM C 309, Type 1-D or 2.

2.2 GROUT AND FLOMABLE EQUI PMENT

2.2.1 Pl ant

Pl ant shall be capabl e of supplying, mxing, agitating, punping and

delivering the grout to the satisfaction of the Contracting Officer. It
shall be naintained in satisfactory operating condition at all times. No
paynment will be made for grout wasted because of nechanical failure of the
equi prent.  The m ni mum grouting equi pnent to be furnished shall include

the follow ng:
2.2.1.1 Punps

Punps shall be positive displacement punps, screw type, each with a
capacity of not less than 30 gpm of grout at a pressure of 150 psi at the
grout hole, and shall be capable of generating up to 250 psi at the collar
of the hole.

2.2.1.2 M xers

M xers shall be mechanically driven, high-speed, colloidal type, grout

m xers equi pped with a tangential return line, and capable of effectively
m xi ng grout having water: solids ratios ranging fromO0.4 to 2.0 neasured
by weight. The diffuser type centrifugal m xing punp shall operate at
1,500 to 2,000 revolutions per mnute during mxing, and deliver a mnimm
of 300 gallons per mnute a mninmum pressure of 30 psi. Al shear mxers
provided for the work shall be of identical make and nodel. The m xers
shall be a mnimum of 17 cubic feet in size, and equipped with a suitable
wat er - neasuri ng device calibrated to read in cubic feet and tenths or in
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liters, and so designed that after each delivery they can be quickly and
accurately set back to zero. Submt a calibration certificate for the
wat er - neasuri ng devices, and calibrate on-site on a weekly basis. These
devi ces shall also provide cunmul ative water volunes for recording at
various intervals as required by the Contracting O ficer.

2.2.1.3 St orage Tanks

St orage tanks shall be nechanically agitated circul ar tanks, capable of
effectively agitating and holding in suspension all solid matter contained
in the grout. Each shall have a m ninum capacity equal to four tines the
maxi mum out put of the punp per mnute. Tanks shall be equi pped such that
they impart turbulent motion to the grout. Tanks shall have paddl es
capabl e of revolving at 100 revolutions per mnute, and shall have baffles
to prevent vortex formation. Provide a mninmmof four baffles and two
paddl es, one of which is |ocated as near to the bottomof the tank as
practical. Each tank shall be equi pped such that all grout entering from
the mixer or returning fromthe hol e passes through a U.S. No. 16 nesh
screen. Provide a calibrated dipstick for volume nmeasurenments with each

t ank.

2.2.1.4 Pressure Gages

Provide freshly calibrated new pressure gauges with a capacity of 0-30 psi.
Al'l gauges shall a mininmumface dianmeter of 3 inches, and pressure
increments of 5 psi or less. Subnmt calibration certificates traceable to
NI ST for each gauge, documenting accuracy to within 1 percent of the
gauge's maxi mumrange for the full scale at both increasing and decreasing
pressures. Furnish to the Contracting Oficer not |ess than one gauge to
be held by the Contracting Officer, and used to check calibrations of other
gauges. All pressure gauges shall be glycerin-filled, plain case, with
pressures indicated in pounds per square inch.

2.2.1.5 Gauge Savers

Gauges and pressure transducers for grout lines shall be protected from
grout intrusion by a sem-flat, or cup-shaped di aphragm Use of oil-filled
U-tube systems will not be permitted in the work.

2.2.1.6 El ectroni c Fl oweters

Provi de pul se or magnetic type flowreters with output signals between 4 and
20 mllianps. The flownreters shall be accurate to within 5 percent of the
actual flow rate between 0.5 gpmand 25 gpm and to within 15 percent of
the actual flow rate between 0.2 gpmand 0.5 gpm The fl owreters shal
indicated zero flow for no flow situations. Flowneter accuracy
requirenments apply to both water and grout. Flowneters shall be capabl e of
displaying flowrate in gallons per mnute or liters per mnute, and the
total flowin gallons or liters. The totalizer shall be reset to zero
prior to grouting or pressure testing any stage. An electronic flowreter
shall be installed on each injection line during pressure testing and
grouting. The Contractor shall have at |east one electronic flowreter in
reserve at all times as a replacenent unit. Submit a calibration
certificate for each fl owneter

2.2.1.7 Circul ati on Accessori es

Provide pipe, fittings, pressure hose, small tools, and accessories as may
be necessary to provide a continuous supply of grout and accurate pressure
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control. The inside dianeter of the delivery lines and injection pipes
shal | be between 0.75 and 1.25 inches. Provide a ready supply of all
accessories to replace | ost or danaged equi pnent.

2.2.2 Qual ity Control Equi prent

Provide all testing equiprment required to conplete testing detailed in
Quality Control.

2.3 M XES
2.3.1 Grout M xes

Grout mxes shall be used in the proportions as submtted by the
Contractor, and approved by the Contracting Oficer. The grout m xes shal
be formul ated based on the foll ow ng:

1. Fly Ash content between 5 and 10 percent of the weight of the
Cenment

2. M ni mum 28 day Unconfined Conpressive Strength equal to 1000 ps
3. M ni mum Specific Gravity equal to 1.1

4, Bl eed equal to 0%

5. Water to solids ratio < 0.5:1 by wei ght

Provi de suitable equipnent for perform ng accurate and rapi d neasurenents
of grout quantities injected and wasted, water for mxing, and grout
ingredients used. The Contractor is responsible for accurately producing
m xes. Al measurement systens and equi pnent shall be submitted for
approval by the Contracting O ficer. The Contractor shall provide clearly
mar ked, calibrated containers for rapid, accurate neasurenent of
ingredients that are not introduced in full bags or full containers to the
m xes.

2.3.2 Fl owabl e Fill

Flowabl e Fill shall consist of a mxture of fly ash, cenment, water, and
fillers and shall have a mininmum 28 day unconfined conpressive strength
equal to 100 psi. Fillers shall be natural aggregates with a maxi num size

of 0.75 inches and may include sands. Bottom ash shall not be used a
filler.

PART 3 EXECUTI ON
3.1 PREPARATI ON
3.1.1 CGener a

Construction joints shall be prepared to expose coarse aggregate, and the
surface shall be clean, danp, and free of laitance. Ranps and wal kways, as
necessary, shall be constructed to allow safe and expeditious access for
concrete and worknen. Snow, ice, standing or flow ng water, |oose
particles, debris, and foreign matter shall have been renoved. Earth
foundations shall be satisfactorily conpacted. Spare vibrators shall be
avail able. The entire preparation shall be accepted by the Governnent
prior to placing.
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Contraction joints shall be installed where indicated on the contract
docunents. Do not extend reinforcing through joints. Fill all contraction
joints with epoxy joint filler conformng to the directions of the
manufacturer. Contractor shall be responsible for all sawcutting to be
performed at the appropriate tine.

3.1.2 Enbedded |tens

Rei nforcenent shall be secured in place; joints, anchors, and other
enbedded itens shall have been positioned. Internal ties shall be arranged
so that when the forns are renoved the netal part of the tie will be not
less than 2 inches fromconcrete surfaces permanently exposed to view or
exposed to water on the finished structures. Enbedded itenms shall be free
of oil and other foreign matters such as | oose coatings or rust, paint, and
scale. The enbedding of wood in concrete will be permtted only when
specifically authorized or directed. Al equipnent needed to place,

consol idate, protect, and cure the concrete shall be at the placenent site
and in good operating condition.

3.1.3 Formmork Installation

Fornms shall be properly aligned, adequately supported, and nortar-tight.
The form surfaces shall be snmpoth and free fromirregularities, dents,

sags, or hol es when used for permanently exposed faces. All exposed joints
and edges shall be chanfered, unless otherw se indicated.

3.1. 4 Producti on of Concrete
3.1.4.1 Ready- M xed Concrete

Ready-m xed concrete shall conformto ASTM C 94/ C 94M except as ot herw se
speci fi ed.

3.1.4.2 Concrete Made by Vol unetric Batching and Continuous M Xi ng

Concrete made by vol unetric batching and continuous m xing shall conformto
ASTM C 685.

3.1.4.3 Bat chi ng and M xi ng Equi prent

The contractor shall have the option of using an on-site batching and
mxing facility. The facility shall provide sufficient batching and nixing
equi prent capacity to prevent cold joints. The nethod of neasuring

mat eri al s, batching operation, and mi xer shall be submitted for review.
On-site plant shall conformto the requirenents of either ASTM C 94/ C 94M
or ASTM C 685.

3.2 CONVEYI NG AND PLACI NG CONCRETE
Conveyi ng and placing concrete shall conformto the follow ng requirenents.
3.2.1 Genera
Concrete placenent shall not be permtted when weather conditions prevent
proper placenent and consolidation w thout approval. Wen concrete is
m xed and/or transported by a truck m xer, the concrete shall be delivered

to the site of the work and discharge shall be conpleted within 1-1/2 hours
or 45 m nutes when the placing tenperature is 85 degrees F or greater
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unl ess a retarding adnmi xture is used. Concrete shall be conveyed fromthe
m xer to the fornms as rapidly as practicable by methods which prevent
segregation or |1 oss of ingredients. Concrete shall be in place and
consolidated within 15 mnutes after discharge fromthe mxer. Concrete
shal | be deposited as close as possible to its final position in the forns
and be so regulated that it may be effectively consolidated in horizontal

| ayers 18 inches or less in thickness with a mnimmof |ateral novenent.
The pl acenent shall be carried on at such a rate that the formation of cold
joints will be prevented.

3.2.2 Consol i dati on

Each | ayer of concrete shall be consolidated by internal vibrating

equi prrent. Internal vibration shall be systematically acconplished by
inserting the vibrator through the fresh concrete in the layer below at a
uni form spacing over the entire area of placenent. The distance between
insertions shall be approximately 1.5 tinmes the radius of action of the

vi brator and overlay the adjacent, just-vibrated area by a few inches. The
vi brator shall penetrate rapidly to the bottomof the layer and at |least 6
inches into the layer below, if such a |layer exists. It shall be held
stationary until the concrete is consolidated and then withdrawn slowy at
the rate of about 3 inches per second.

3.2.3 Col d- Weat her Requi renents

No concrete placenment shall be nade when the anbient tenperature is bel ow
35 degrees F or if the anbient temperature is bel ow 40 degrees F and
falling. Suitable covering and other neans as approved shall be provided
for maintaining the concrete at a tenperature of at |east 50 degrees F for
not less than 72 hours after placing and at a tenperature above freezing
for the remai nder of the curing period. Salt, chem cals, or other foreign
materials shall not be mxed with the concrete to prevent freezing. Any
concrete damaged by freezing shall be renoved and repl aced at the expense
of the contractor.

3.2. 4 Hot - Weat her Requi renent s

When the rate of evaporation of surface noisture, as determ ned by use of
Figure 1 of ACI 308, is expected to exceed 0.2 pound per square foot per
hour, provisions for w ndbreaks, shading, fog spraying, or covering with a
light-colored material shall be made in advance of placenent, and such
protective neasures shall be taken as quickly as finishing operations wll
al | ow.

3.3 FORM REMOVAL
Forms shall not be renobved before the expiration of 24 hours after concrete
pl acement except where otherw se specifically authorized. Supporting forns
and shoring shall not be renpved until the concrete has cured for at |east
5 days. \When conditions on the work are such as to justify the
requirenent, fornms will be required to remain in place for |onger periods.

3.4 FIN SH NG

3.4.1 Gener al

No finishing or repair will be done when either the concrete or the ambient
temperature is bel ow 50 degrees F
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3.4.2 Fi ni shing Formed Surfaces

Al fins and | oose materials shall be renoved, and surface defects
including tie holes shall be filled. Al honeyconb areas and ot her defects
shal|l be repaired. Al unsound concrete shall be renoved fromareas to be
repaired. Surface defects greater than 1/2 inch in dianeter and holes |eft
by removal of tie rods in all surfaces not to receive additional concrete
shal |l be reanmed or chipped and filled with dry-pack nmortar. The prepared
area shall be brush-coated with an approved epoxy resin or |atex bonding
conmpound or with a neat cenent grout after danpening and filled with nortar
or concrete. The cenment used in nortar or concrete for repairs to all
surfaces permanently exposed to view shall be a blend of portland cenent
and white cement so that the final color when cured will be the same as

adj acent concrete.

3.5 CURI NG AND PROTECTI ON

Begi nning i medi ately after placenent and continuing for at |east 7 days,
all concrete shall be cured and protected frompremature drying, extrenes
in temperature, rapid tenperature change, freezing, mechani cal damage, and
exposure to rain or flowng water. Al materials and equi pnent needed for
adequate curing and protection shall be available and at the site of the
pl acement prior to the start of concrete placenent. Preservation of

nmoi sture for concrete surfaces not in contact with forms shall be
acconpl i shed by one of the foll ow ng nethods:

a. Continuous sprinkling or ponding.

b. Application of absorptive mats or fabrics kept continuously wet.
c. Application of sand kept continuously wet.

d. Application of inpervious sheet material conformng to ASTM C 171

e. Application of menbrane-form ng curing conpound conforn1ng to ASTM
C 309, Type 1-D, on surfaces pernanently exposed to view and Type 2 on
ot her surfaces shall be acconplished in accordance with manufacturer's
i nstructions.

The preservation of noisture for concrete surfaces placed agai nst wooden
forns shall be acconplished by keeping the fornms continuously wet for 7
days. If fornms are renoved prior to end of the required curing period,

ot her curing nethods shall be used for the bal ance of the curing period.
During the period of protection renpval, the tenperature of the air in
contact with the concrete shall not be allowed to drop nore than 25 degrees
Fwithin a 24 hour period.

3.6  TESTS AND | NSPECTI ONS

3.6.1 Cenera
The individuals who sanple and test concrete as required in this
specification shall have denbnstrated a knowl edge and ability to perform

the necessary test procedures equivalent to the ACI m ni mum gui delines for
certification of Concrete Field Testing Technicians, Gade I.

SECTI ON 03307A Page 11



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

3.6.2 I nspection Details and Frequency of Testing
3.6.2.1 Preparations for Placing

Foundation or construction joints, forms, and enbedded itens shall be
inspected in sufficient time prior to each concrete placenment by the
Contractor to certify that it is ready to receive concrete.

3.6.2.2 Al r Content

One test of the entrained air content shall be perfornmed per truckl oad of
concrete or per batch of concrete mxed on site for each seperate m xture
provi ded. Sanples shall be obtained in accordance with ASTM C 172 and
tested in accordance with ASTM C 231.

3.6.2.3  Slunp

In addition to slunp tests which shall be nade when the test specinens are
fabricated, one slunp test shall be perforned per truckl oad of concrete or
per batch mixed on site for each seperate concrete m xture provided.
Sanpl es shall be obtained in accordance with ASTM C 172 and tested in
accordance with ASTM C 143/ C 143M

3.6.2.4 Consol i dati on and Protection

The Contractor shall ensure that the concrete is properly consolidated,
finished, protected, and cured.

3.6.3 Action Required
3.6.3.1 Pl aci ng

The placing foreman shall not permt placing to begin until he has verified
that an adequate nunber of acceptable vibrators, which are in working order
and have conpetent operators, are available. Placing shall not be
continued if any pile is inadequately consolidated.

3.6.3.2 Al r Content

Whenever a test result is outside the specification limts, the concrete
shall not be delivered to the forns and an adj ustnment shall be made to the
dosage of the air-entrai nnent adm xture.

3.6.3.3 Sl unmp

Whenever a test result is outside the specification limts, the concrete
shall not be delivered to the forns and an adj ustment should be nade in the
bat ch wei ghts of water and fine aggregate. The adjustnents are to be nmade
so that the water-cenment ratio does not exceed that specified in the
submitted concrete m xture proportion.

3.6.4 Reports
The results of all tests and inspections conducted at the project site
shall be reported informally at the end of each shift and in witing weekly

and shall be delivered within 3 days after the end of each weekly reporting
period. See Section 01451 CONTRACTOR QUALI TY CONTROL.
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3.6.5 Quality Contro
3.6.5.1 Advance Testi ng

Advance Testing will be conducted by the Contractor in advance of
production grouting. During the advance testing program the Contractor
shall mx at least 3 grout batches at the proposed proportions and perform
testing. Use of the actual grout ingredients proposed for use in the
production grouting, including the water, is required for the testing
program Provide test results for the proposed grout mx at |east two
weeks prior to the start of grouting. The mininumrate of testing and
applicabl e testing standards are as foll ows:

1. A mnimm of 12 tests, 4 on each batch of grout mxed, in
accordance with ASTM C 109, Test Method for Conpressive Strength of
Hydraulic Cement Mortars. Conpressive strength testing shall include 1
test on each batch at 7 days, one a 14 days and two tests at 28 days.

2. A mnimmof 12 tests, 4 on each batch of grout mxed, in
accordance with the ASTM D6103, Test Method for Fl ow Consi stency of
Controll ed Low Strength Materi al .

3. A mnimum of 12 tests, 4 on each batch of grout nixed, for
specific gravity and marsh funnel flow tinme in accordance with API

Met hod RP13B-1 (1990) Reconmended Practice Standard Procedure for Field
Testing Water-Based Drilling Fluids, Density by Md-Bal ance, Marsh
Funnel and Pressure Filtration Test.

4, A mnimmof 12 tests, 4 on each batch of grout m xed, perforned

by filling a 1,000 ml graduated cylinder and neasuring the bl eed water
as a percent of the original sanple height at 2 hours, 4 hours, and 24
hours.

3.6.5.2 Field Quality Control Testing

The Contractor will be required to conduct certain routine tests on the
fluid grout properties during construction. In addition, the Contracting
Oficer may instruct or conduct additional tests on mxes at the discretion
of the Contracting Officer, at any tine during the works to verify the
quality of mxes and their conformty with the specifications.

1. The Contractor shall determne the viscosity and specific gravity
on 1 out of every 10 batches. Viscosity shall be nmeasured using a
Marsh cone (APl Method RP13B-1) or in accordance with ASTM D- 6103, Test
Met hod for Flow Consistency of Controlled Low Strength Material as
directed by the Contracting Oficer. The specific gravity will be
tested using APl Method RP 13B-1 (bartoid nmud bal ance). The viscosity
of the nix shall be tested within two m nutes after being m xed.

Shoul d the results of this testing vary by nore than 5% fromthe val ues
determ ned in the Advance Testing, the tested batch of grout shall be
classified as unsuitable and will be wasted and replaced at no
additional cost.

2. The Contractor shall determne strength of grout on not |ess than
1 set per 50 cubic yards.

3. The Contractor shall determne strength of flowable fill on not
| ess than 1 set per 50 cubic yards.
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4, The Contractor shall performbleed tests in accordance with the
procedure specified in Advance Testing on the first batch m xed each
shift.

5. The Contractor shall subnmit the results of these tests to the

Contracting O ficer on a daily basis.

-- End of Section --
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PART 1

1.

1

SECTI ON 09965A

PAI NTI NG  HYDRAULI C STRUCTURES
12/ 02

GENERAL

REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI)

ANSI Zz87.1 (1989; R 1998) Cccupational and
Educati onal Eye and Face Protection

ANSI 7358.1 (1998) Enmergency Eyewash and Shower
Equi pnent

ASTM | NTERNATI ONAL ( ASTM

ASTM D 561 (1982; R 1996el1) Carbon Bl ack Pi gnent for
Pai nt

ASTM D 841 (2002) Nitration G ade Tol uene

ASTM D 1045 (1995; R 2001) Sanpling and Testing
Pl asticizers Used in Plastics

ASTM D 1153 (1994; R 2001) Methyl |sobutyl Ketone

ASTM D 1186 (2001) Nondestructive Measurenent of Dry
Fi | m Thi ckness of Nonnagnetic Coatings
Applied to a Ferrous Base

ASTM D 1200 (1994; R 1999) Viscosity by Ford Viscosity
Cup

ASTM D 1210 (1996) Fineness of Dispersion of
Pi gnent - Vehi cl e Systens by Hegman- Type Gage

ASTM D 1400 (2000) Nondestructive Measurenent of Dry
Fi | m Thi ckness of Nonconductive Coati ngs
Applied to a Nonferrous Metal Base

ASTM D 4417 (1993; R 1999) Field Measurenent of
Surface Profile of Blast O eaned Steel

ASTM E 1347 (1997) Col or and Col or Difference
Measurement by Tristinmulus (Filter)
Col orinetry

U.S. NATI ONAL ARCHI VES AND RECCRDS ADM NI STRATI ON ( NARA)
29 CFR 1910 Cccupational Safety and Heal th Standards
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29 CFR 1910. 20 Access to Enpl oyee Exposure and Medi cal
Recor ds

29 CFR 1910.94 Ventil ation

29 CFR 1910. 134 Respiratory Protection

29 CFR 1910. 146 Pernmit-required Confined Spaces

29 CFR 1910, Subpart | Personal Protective Equi pnent

29 CFR 1926 Saf ety and Health Regul ations for
Construction

29 CFR 1926. 62 Lead

40 CFR 50. 6 National Primary and Secondary Anbient Air

Quality Standards for Particul ate Matter

40 CFR 50.12 National Primary and Secondary Anbient Air
Quality Standards for Lead

40 CFR 50, App B Ref erence Method for the Deternination of
Suspended Particulate Matter in the
At mosphere (Hi gh Vol une Met hod)

40 CFR 58, App E Probe and Mnitoring Path Siting Criteria
for Ambient Air Quality Mnitoring

40 CFR 60, App A, Md 22 Vi sual Determination of Fugitive Em ssions
from Material Sources and Snpke Em ssions
from Fl ares

40 CFR 117 Determ nation of Reportable Quantities for
Hazar dous Substances

40 CFR 122 EPA Admini stered Pernmit Programs: The
Nati onal Pollutant Discharge Elimnation
System

40 CFR 261 Identification and Listing of Hazardous
Wast e

40 CFR 261, App |11 Chemical Analysis Test Methods

40 CFR 261, App II, md 1311 Toxicity Characteristic Leaching Procedure
(TCLP)

40 CFR 262 St andards Applicable to Generators of
Hazar dous Waste

40 CFR 262. 22 Nunmber of Copies

40 CFR 263 St andards Applicable to Transporters of

Hazar dous Wast e

40 CFR 302 Desi gnation, Reportable Quantities, and
Noti fication
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40 CFR 355 Emer gency Pl anni ng and Notification
49 CFR 171, Subchapter C Hazar dous Materials Regul ations

U. S. GENERAL SERVI CES ADM NI STRATI ON ( GSA)
FED- STD- 595 (Rev B) Colors, Volune 1

U S. ARMY CORPS OF ENG NEERS (USACE)

EM 385-1-1 (03 Nov. 03)Safety - Safety and Heal th
Requi rement s

NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)
NFPA 70 (2002) National Electrical Code
NATI ONAL | NSTI TUTE FOR OCCUPATI ONAL SAFETY AND HEALTH (NI OSH)

NI OSH 98- 119 (1998, 4th Ed) Supplenent 2 to N OSH
Manual of Anal ytical Methods

THE SOCI ETY FOR PROTECTI VE COATI NGS ( SSPC)

SSPC Gui de 6 (1995) Cuide for Containing Debris
Cenerated During Paint Renoval Operations

SSPC QP 1 (1998; R 2000) Standard Procedure for
Eval uating Painting Contractors (Field
Application to Conplex |Industrial
Structures)

SSPC QP 2 (2000) Standard Procedure for the
Qualifications of Painting Contractors
(Field Removal of Hazardous Coatings from
Conpl ex Structures)
SSPC SP 1 (1982; R 2000) Sol vent d eaning
SSPC SP 5 (2000) White Metal Blast d eaning
1.2 LUMP SUM PRI CE
1.2.1 Pai nting: Hydraulic Structures
1.2.1.1 Paynment
Payment will be nade for costs associated with "Painting: Hydraulic
Structures", which includes full conpensation for furnishing all materials,
equi prrent, and | abor required to paint the hydraulic structures in
accordance with this section.

1.2.1.2 Unit of Measure

Unit of neasure: |unp sum
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1.3 SUBM TTALS

Covernment approval is required for submittals with a "G designation
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 03 Product Data
Safety and Health Provisions; G AE

The Contractor shall submit an Accident Prevention Plan in
accordance with the requirenents of Section 01 of EM 385-1-1. The
pl an shall include, but is not [imted to, each of the topic areas
listed in Appendi x A therein and the requirenents of paragraph
SAFETY AND HEALTH PROVI SI ONS; each topic shall be devel oped in a
conci se manner to include nmanagenent and operational aspects.

Confined Spaces; G AE
The Contractor shall submit detailed witten standard operating

procedures for confined spaces in accordance with 29 CFR 1910. 146
and EM 385-1-1, Section 61, and as further described in this

par agr aph

a. The procedures shall include certificates of calibration
for all testing and nonitoring equipnent. The certificates of
calibration shall include: type of equipnent, nodel nunber, date

of calibration, firmconducting calibration, and signature of
i ndi vidual certifying calibration

b. The procedures shall include nethods of inspection of
personal protective equipnent prior to use

c. The procedures shall include work practices and ot her
engi neering controls designed to reduce airborne hazardous
chemi cal exposures to a m ni num

d. The procedures shall include specification of the design
and installation of ventilation systenms which shall provide
adequat e oxygen content and provide for the dilution of paint
sol vent vapor, lead, and other toxic particulates within the
confined space. In addition, the contractor shall include plans
to evaluate the adequacy of air flow patterns.

Respirators; G AE

The Contractor shall submit a conprehensive witten respiratory
9protection programin accordance with 29 CFR 1910. 134, 29 CFR
1926. 62, and Section 05.E of EM 385-1-1.

Certified Laboratory; G AE

The contractor shall submit an Airborne Sanpling Plan detailing
the NIOSH 98-119, Factory Miutual, or Underwiters Laboratories
approved equi pnent, equi pnent calibration procedures, sanpling
nmet hods, sanpling to be performed, and anal ytical procedures to be
used based on the type of work to be perfornmed and anti ci pated
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toxic contam nants to be generated. The contractor shall include
the nane of the accredited | aboratory, listed by the American

I ndustrial Hygi ene Association (AIHA), to be used to conduct the
anal ysis of any collected air sanples.

Ventilation; G AE

The contractor shall submit a plan to provide ventilation
assessnent as required by paragraph PAI NT APPLI CATI ON,
subpar agr aph VENTI LATI ON.

Medi cal Status; G AE

The Contractor shall submit a Medical Surveillance Plan as
required in paragraph MEDI CAL STATUS and provide a statement from
t he exam ni ng physician indicating the nane of each enpl oyee
eval uated and any linitations which will preclude the enployee
fromperformng the work required. The statenent shall include
the date of the nedical evaluation, the physician's nang,
signature, and tel ephone number.

Lead- Based Pai nt Renoval ; G AE

The Contractor shall submit a Worker Protection Plan in
accordance with the requirenents of 29 CFR 1926.62. The plan
shal | address all necessary aspects of worker protection and shal
include activities emtting | ead, neans to achi eve conpli ance,
alternative technol ogi es considered, air nonitoring program
i mpl enent ati on schedul e, work practice program adninistrative
controls, nmulticontractor site arrangenents, and jobsite
i nspections.

Envi ronnental Protection; G AE

The Contractor shall subnmit an Environnental Conpliance Plan.
The plan shall incorporate the submittals for Water Quality Pl an,
Soil Quality Plan, Anmbient Air Mnitoring Plan, and Visible
Em ssions Mnitoring Plan. The subnmitted plan shall al so address
all aspects of establishing and demarcating regul ated areas,
ventil ation/contai nnent system performance verification, and
reporting of accidental releases.

Waste Classification, Handling, and Disposal; G AE

The contractor shall subnmit a Waste O assification, Handling,
and Disposal Plan in accordance with the requirenents of 40 CFR 261
and 40 CFR 262 and paragraph Waste O assification, Handling, and
Di sposal .

Cont ai nnent; G AE

The Contractor shall submit a plan for containing debris
generated during paint renoval operations in accordance with the
requi renents of paragraph Containnent. The plan shall include
drawi ngs, | oad-bearing capacity cal culations, and w nd | oad
calcul ations. Wen the design is such that the spent abrasive is
all owed to accunmulate in quantities greater than 1,000 pounds,
and/or inpart a significant wind |oad on the structure, the
contractor shall have the draw ngs approved by a registered
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structural engineer. The draw ngs and cal cul ati ons shall be
stanped with the engineer's seal. The contractor shall also
identify the type and placenent of water boons, nethods for

anchoring the boons, and the procedures for renoving debris.

Vi sible Enissions Mnitoring; G AE

The Contractor shall subnmit a Visible Em ssions Mnitoring Plan
in accordance with the paragraph Visible Em ssions Mnitoring.
The plan shall include the provisions for halting work and
correcting the containnent in the event unacceptable enissions are
observed. Ceneral statenments shall not be used; specific nethods,
procedures, and details are required.

PM 10 Monitoring; G AE

The Contractor shall subnmit a plan for nonitoring enissions of
particulate matter 10 microns or less in size (PM10). The plan
shall conmply with the requirenments of EPA regulation 40 CFR 50.6
and paragraph PM 10 Monitoring. The plan shall also include
provisions for halting work and correcting the containnent in the
event unacceptable enissions occur. The Contractor shall submt a
plan for nmonitoring em ssions of Total Suspended Particul ates
(TSP). The plan shall conply with the requirenents of EPA
regul ati on 40 CFR 50.12 and paragraph TSP Monitoring. The plan
shall al so include provisions for halting work and correcting the
contai nnment in the event unacceptabl e eni ssions occur

Water Quality; G AE

For all job sites where | ead-containing or other hazardous paint
will be renoved, the Contractor shall submit a Water Quality Plan
The plan shall include provisions for halting work if spills or
em ssions are observed entering into bodies of water or found in
areas where stormwater runoff could carry the debris into bodies
of water or stormsewers. The plan shall also address cl eanup and
reporting procedures.

Soil Quality; G AE

For all job sites where | ead-containing or other hazardous paint
will be renoved, the Contractor shall submit a Soil Quality Plan
The plan shall include provisions for halting the work shoul d soi
contam nati on occur, correcting the deficiencies responsible for
the contamni nation, and provide procedures for renoving and
repl aci ng contam nated soil

SD- 04 Sanpl es

Speci al Paint Fornulas; G AE
Pai nt Formul ati ons; G AE

The Contractor shall subnmit sanples of all special paint
formula, Mlitary, Master Painter Institute, Comercial |tem
Description, and SSPC paints. For products that are specified to
be applied in accordance with the manufacturer's recomendati ons
the Contractor shall also submt the paint producers product data
sheet or other witten instructions for those products.
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Sol vent and Thi nners; G AE

Sanmpl es shall be subnitted of the thinners which are those
solvents used to reduce the viscosity of the paint.

SD- 06 Test Reports
PM 10 Monitoring; G AE

The Contractor shall submt reports of the PM 10 nonitoring
tests as described in paragraph PM 10 Monitoring.

TSP Monitoring;, G AE

The Contractor shall submit reports of the TSP nonitoring tests
as described in paragraph TSP Monitoring.

Certified Laboratory; G AE

The Contractor shall submit reports of airborne sanpling tests.
Soil Quality; G AE

The Contractor shall submit the results of the prework and post
work soil quality tests in accordance with the requirenments of
paragraph Soil Quality.
I nspection; G AE

The Contractor shall subnmit records of inspections and
operations performed in accordance w th paragraph | NSPECTI ON
Submittals shall be nmade on a daily basis.

SD-07 Certificates

Qualifications; G AE

The Contractor shall submit certification pursuant to paragraph
QUALI FICATIONS for all job sites. Subnmittal of the qualifications
and experience of any additional qualified and conpetent persons
enpl oyed to provide on-site environnental, safety, and health
shal |l also be provided. Acceptance of this subm ssion nmust be
obtained prior to the submi ssion of other required environnental
safety, and health submittal itens.

Qualified Painting Contractor; G AE

The Contractor shall subnmit a copy of their current SSPC QP 1
certification.

Qualified Hazardous Paint Renoval Contractor; G AE

The Contractor shall subnmit a copy of their current SSPC QP 2
certification.

Coati ng Thi ckness Gage Qualification; G AE

Docunent ati on of manufacturer's certification shall be submtted
for all coating thickness gages.
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1.4  QUALI FI CATI ONS
Qualifications and experience shall conply with the follow ng.
1.4.1 Certified Professiona

The Contractor shall utilize a qualified and conpetent person as defined in
Section 01 of EM 385-1-1 to develop the required safety and health
submittal and to provide on-site safety and health services during the
contract period. The person shall be a Certified Industrial Hygienist
(CH, an Industrial Hygienist (IH), or a Certified Safety Professiona
(CSP) with a mininmumof 3 years of denonstrated experience in simlar

rel ated work. The Contractor shall certify that the Certified Industrial
Hygi enist (CIH) holds current and valid certification fromthe American
Board of Industrial Hygiene (ABIH), that the IHis considered board
eligible by witten confirmation fromthe ABIH, or that the CSP hol ds
current and valid certification fromthe Anmerican Board of Certified Safety
Professionals. The CIH, IH or CSP may utilize other qualified and
competent persons, as defined in EM 385-1-1, to conduct on-site safety and
health activities as long as these persons have a mninum of 2 years of
denponstrated experience in simlar related work and are under the direct
supervision of the CIH, IH or CSP. For |ead containing jobsites, the
conpetent and qualified person shall have successfully conpleted an EPA or
state accredited | ead-based pai nt abatenent Supervisor course specific to
the work to be perforned and shall possess current and valid state and/or

| ocal government certification, as required.

1.4.2 Certified Laboratory

The Contractor shall provide docunentation which includes the nane,
address, and tel ephone nunber of the | aboratories to be providing services.
In addition, the docunentation shall indicate that each | aboratory is an

EPA National Lead Laboratory Accreditation Program (NLLAP) accredited

| aboratory and that each is rated proficient in the N OSH EPA Environnent al
Lead Proficiency Anal ytical Testing Program (ELPAT)and will docunent the
date of current accreditation. Certification shall include accreditation
for heavy metal analysis, list of experience relevant to analysis of |ead
in air, and a Quality Assurance and Quality Control Program

1.4.3 Qual i fied Painting Contractor
The Contractor shall be a certified SSPC-Q 1 Painting Contractor.

1.4.4 Qual i fied Hazardous Pai nt Renoval Contractor
The Contractor shall be a certified SSPC-QP 2 Painting Contractor.

1.4.5 Qualified Paint Applicator
Docurent ati on of certification shall be submitted for all paint
applicators. Prior to the initiation of any work all paint applicators
shal |l be tested and certified as neeting the requirenments of the qualified
pai nt applicator. Certification shall be adm nistered by the governnent

approved i ndependent third party Test Agency. Applicators failing the
certification test shall not be pernmitted to apply any paint on the project.
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1.4.5.1 Test Pl ate

The test plate shall consist of a 6 feet by 6 feet steel plate with a 3/8
inch mninmumthickness. The test plate shall have at |east six bolts,
three with bolt heads exposed and three with threads exposed, a 12-inch

wi de flange and a 6-inch dianeter pipe each 18 inches |ong wel ded
perpendicular to the test panel and a 6-inch deep T-beamwith seal ed ends
wel ded horizontal across the test panel one foot up fromthe bottom al
within the area to be painted on one side. Bolts shall be 1 inch nmininmm
di amet er.

1.4.5.2 Certification Test Procedure

Certification testing of paint applicators shall be conducted at the job
site in coordination with the Contracting Officer. The Contractor shal
supply the fabricated test plates to be used for the tests and shal

provi de crane service, rigging, and any other work necessary to provide
accessibility for the certification testing and inspection. In
preparation, the Contractor shall clean and prepare the test plates in
accordance with the requirements of the contracted work. Abrasive blasting
shall be performed with the blast media to be used in the contract. The
paints to be applied shall be the Contractor supplied nmaterials and shal

be those previously tested and approved for use on the contract. Paints
shal |l be applied as specified in the contract. The painter being tested
shall mx and thin the paints to be used in the test and shall set up and
adj ust the application equi pnent for use. Each painter shall apply each of
the types of paint conprising the specified system The test plate shal

be painted in a near vertical position.

1.4.5.3 Certification Criteria

The paint applicator shall be eval uated based on the conformance of the
applied paint systemto the requirenments of the specifications.
Deficiencies in the coatings, inproper mxing or inproper application

net hods are basis for failure. The Test Agency shall be the sole judge as
to the acceptability of each paint applicators perfornmance.

1.4.6 Coating Thi ckness Gage Qualification

Docurnent ation of certification shall be submtted for all coating thickness
gages. Magnetic flux thickness gages as described in ASTM D 1186 shall be
used to nmake all coating thickness neasurenents on ferrous netal substrates.

Eddy current thickness gages as described in ASTM D 1400 shall be used to
nmeasure coating thickness on all nonferrous netal substrates. Gages shal
have an accuracy of +/- 3 percent or better. Gages to be used on the job
shall be certified by the manufacturer as neeting these requirenents.

1.5 SAMPLI NG AND TESTI NG

The Contractor shall allow at |east 30 days for sanpling and testing.
Sanpling may be at the jobsite or source of supply. The Contractor shal
notify the Contracting O ficer when the paint and thinner are avail able for
sanpling. Sanpling of each batch shall be wi tnessed by the Contracting

O ficer unless otherwi se specified or directed. A l-quart sanple of paint
and thinner shall be submitted for each batch proposed for use. The sanple
shall be labeled to indicate fornula or specification nunber and

nonencl ature, batch nunber, batch quantity, color, date made, and
appl i cabl e project contract nunber. Testing will be performed by the
CGovernment. Costs for retesting rejected material will be deducted from
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paynments to the Contractor based upon the dollar anmount for each sanple
t est ed.

1.6 SAFETY AND HEALTH PROVI SI ONS

Work shall be perforned in accordance with the requirenents of 29 CFR 1910,
29 CFR 1926, EM 385-1-1, and other references as listed herein. Matters of
interpretation of the standards shall be subnmitted to the Contracting
Oficer for resolution before starting work. \Were the regul ations
conflict, the nbst stringent requirenents shall apply. Paragraph SAFETY
AND HEALTH PROVI SI ONS suppl enents the requirenents of EM 385-1-1, paragraph
(1). In any conflict between Section 01 of EM 385-1-1 and this paragraph
the provisions herein shall govern

1.6.1 Abr asi ve Bl asting

The Contractor shall conply with the requirenents in Section 06.H of EM
385-1-1.

1.6.1.1 Hoses And Nozzl es

In addition to the requirenents in Section 20 of EM 385-1-1, hoses and hose
connections of a type to prevent shock fromstatic electricity shall be
used. Hose |engths shall be joined together by approved couplings of a
material and type designed to prevent erosion and weakeni ng of the
couplings. The couplings and nozzle attachnents shall fit on the outside
of the hose and shall be designed to prevent accidental disengagenent.

1.6.1.2 Workers Ot her Than Bl asters

Workers other than blasting operators working in close proximty to
abrasive bl asting operations shall be protected by utilizing

MBHA/ NI OSH- approved hal f-face or full-face air purifying respirators

equi pped with high-efficiency particulate air (HEPA) filters, eye
protection neeting or exceeding ANSI Z87.1 and hearing protectors (ear

pl ugs and/or ear nuffs) providing a noise reduction rating of at |east 20
dBA or as needed to provide adequate protection.

1.6.2 Cl eaning with Conmpressed Air

Cleaning with conpressed air shall be in accordance with Section 20.B.5 of
EM 385-1-1 and personnel shall be protected as specified in 29 CFR 1910. 134.

1.6.3 Cl eaning with Solvents

1.6.3.1 Ventilation
Ventilation shall be provided where required by 29 CFR 1910. 146 or where
the concentration of solvent vapors exceeds 10 percent of the Lower
Explosive Limt (LEL). Ventilation shall be in accordance with 29 CFR
1910. 94, paragraph (c)(5).

1.6.3.2 Personal Protective Equi prent

Personal protective equi prrent shall be provided where required by 29 CFR
1910. 146 and in accordance with 29 CFR 1910, Subpart 1.
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1.6.4 Pretreatnent of Metals and Concrete with Acids
1.6.4.1 Personal Protective Equi prent

Personnel shall be protected in accordance with 29 CFR 1910, Subpart 1.
1.6.4.2 Emer gency Equi pnent

In addition to the requirenents of Section 05 of EM 385-1-1, the Contractor
shal | provide an eyewash in accordance with ANSI Z358.1, paragraph (6).

1.6.5 M xi ng Epoxy and Pol yur et hane Resin Fornul ati ons
1.6.5.1 Exhaust Ventil ation

Local exhaust ventilation shall be provided in the area where the curing
agent and resin are mxed. This ventilation systemshall be capabl e of
providing at | east 100 |inear fpmof capture velocity neasured at the point
where the curing agent and resin contact during m xing.

1.6.5.2 Personal Protective Equi prment

Exposure of skin and eyes to epoxy resin conmponents shall be avoi ded by
wearing appropriate chemcally resistant gl oves, apron, safety goggles, and
face shiel ds neeting or exceeding the requirenents of ANSI Z87.1

1.6.5.3 Medi cal Precautions

I ndi vi dual s who have a history of sensitivity to epoxy or pol yurethane
resin systens shall be nedically eval uated before any exposure can occur.
I ndi vi dual s who are nedically evaluated as exhibiting a sensitivity to
epoxy resins shall not conduct work tasks or otherw se be exposed to such
chem cals. Individuals who develop a sensitivity shall be i mediately
renoved from further exposure and nedically eval uat ed.

1.6.5.4 Emer gency Equi pnent

A conbi nation unit, conprised of an eyewash and del uge shower, within close
proximty to the epoxy or polyurethane resin mxing operation shall be
provided in accordance with ANSI Z358.1, paragraph (9).

1.6.6 Pai nt Application
1.6.6.1 Ventil ation

When using sol vent -based paint in confined spaces, ventilation shall be
provided to exchange air in the space at a mnimumrate of 5,000 cubic feet
per mnute per spray gun in operation. It may be necessary to install both
a nechani cal supply and exhaust ventilation systemto effect adequate air
changes within the confined space. All air-noving devices shall be |ocated
and affixed to an opening of the confined space in a manner that assures
that the airflowis not restricted or short circuited and is supplied in
the proper direction. Mans of egress shall not be blocked. Ventilation
shal | be continued after conpletion of painting and through the drying
phase of the operation. |If the ventilation systemfails or the
concentration of volatiles exceeds 10 percent of the LEL (except in the
zone imredi ately adjacent to the spray nozzle), painting shall be stopped
and spaces evacuated until such tinme that adequate ventilation is provided.
An audible alarmthat signals systemfailure shall be an integral part of
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the ventilation system The effectiveness of the ventilation shall be
checked by using ventilation snoke tubes and maki ng frequent oxygen and
combusti bl e gas readi ngs during painting operations. Exhaust ducts shal
di scharge clear of the working areas and away from possi bl e sources of
ignition.

1.6.6.2 Expl osi on Proof Equi prent

El ectrical wiring, lights, and other equi pnent |ocated in the paint
spraying area shall be of the explosion proof type designed for operation
in Cass |, Division 1, Goup D, hazardous |ocations as required by the

NFPA 70. Electrical wiring, nmotors, and other equi pnent, outside of but
within 20 feet of any spraying area, shall not spark and shall conformto
the provisions for Class |, Division 2, Goup D, hazardous | ocations.

El ectric notors used to drive exhaust fans shall not be placed inside
spraying areas or ducts. Fan bl ades and portable air ducts shall be
constructed of nonferrous materials. Mtors and associated contro

equi prent shall be properly maintai ned and grounded. The netallic parts of
ai r-novi ng devi ces, spray guns, connecting tubing, and duct work shall be
electrically bonded and the bonded assenbly shall be grounded.

1.6.6.3 Further Precautions
a. Wrkers shall wear nonsparking safety shoes.

b. Solvent druns taken into the spraying area shall be placed on
nonf errous surfaces and shall be grounded. Metallic bonding shall be
mai nt ai ned between contai ners and druns when nmaterials are being
transferred.

c. Insulation on all power and lighting cables shall be inspected to
ensure that the insulation is in excellent working condition and is
free of all cracks and worn spots. Cables shall be further inspected
to ensure that no connections are within 50 feet of the operation, that
lines are not overloaded, and that they are suspended with sufficient
slack to prevent undue stress or chafing.

1.6.6.4 I gnition Sources

Ignition sources, to include |ighted cigarettes, cigars, pipes, matches, or
cigarette lighters shall be prohibited in area of solvent cleaning, paint
storage, paint mxing, or paint application.

1.6.7 Heal th Protection
1.6.7.1 Air Sanpling

The Contractor shall performair sanpling and testing as needed to assure
that workers are not exposed to contam nants above the perm ssibl e exposure
[imt. 1In addition, the Contractor shall provide the Contracting O ficer
with a copy of the test results fromthe |aboratory within five working
days of the sanpling date and shall provide results fromdirect-reading
instrumentation on the sane day the sanples are coll ected.

1.6.7.2 Respirators
During all spray painting operations, spray painters shall use approved

SCBA or SAR (air line) respirators, unless valid air sanpling has
denmonstrated contaminant |evels to be consistently within concentrations
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that are conpatible with air-purifying respirator Assigned Protection
Factor (APF). Persons with facial hair that interferes with the sealing
surface of the facepiece to faceseal or interferes with respirator valve
function shall not be allowed to performwork requiring respiratory
protection. Air-purifying chem cal cartridge/canister half- or
full-facepi ece respirators that have a particulate prefilter and are
suitable for the specific type(s) of gas/vapor and particul ate

contam nant (s) may be used for nonconfined space painting, mxing, and
cleaning (using solvents). These respirators may be used provided the
neasured or anticipated concentration of the contam nant(s) in the
breat hi ng zone of the exposed worker does not exceed the APF for the
respirator and the gas/vapor has good warning properties or the respirator
assenbly is equipped with a Nl OSH approved end of service life indicator
for the gas(es)/vapor anticipated or encountered. Were paint contains
toxic elements such as |ead, cadmum chromium or other toxic particul ates
that may becone airborne during painting in nonconfined spaces,
air-purifying half- and full-facepiece respirators or powered air-purifying
respirators equi pped with appropriate gas vapor cartridges, in conbination
with a high-efficiency filter, or an appropriate canister incorporating a
hi gh-efficiency filter, shall be used.

1.6.7.3 Protective O othing and Equi pnent

Al workers shall wear safety shoes or boots, appropriate gloves to protect
agai nst the chem cal to be encountered, and breathable, protective,

full -body covering during spray-painting applications. Were necessary for
energenci es, protective equi prment such as life lines, body harnesses, or

ot her neans of personnel renoval shall be used during confined-space work.

1.7 VEDI CAL STATUS

Prior to the start of work and annually thereafter, all Contractor

enpl oyees working with or around paint systens, thinners, blast nedia,
those required to wear respiratory protective equi pnent, and those who wil |
be exposed to high noise |evels shall be nedically evaluated for the
particul ar type of exposure they may encounter. Medical records shall be
mai nt ai ned as required by 29 CFR 1910.20. The evaluation shall include:

a. Audionetric testing and eval uati on of enployees who will work in a
noi se environnent with a tinme wei ghted average greater than or equal to
90 dBA.

b. Vision screening (enployees who use full-facepiece respirators
shal | not wear contact |enses).

c. Medical evaluation shall include, but shall not be limted to, the
fol | owi ng:

(1) Medical history including, but not Iimted to, alcohol use,
wi th enmphasis on liver, kidney, and pul nbnary systens, and
sensitivity to chemicals to be used on the job.

(2) General physical examination with enphasis on liver, kidney,
and pul nonary system

(3) Deternination of the enployee's physical and psychol ogi ca

ability to wear respiratory protective equi prent and to perform
j ob-rel ated tasks.
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(4) Deternination of baseline values of biological indices for

| ater conparison to changes associated with exposure to paint
systenms and thinners or blast nedia, which include: liver function
tests to include SGOT, SGPT, GGPT, alkaline phosphates, bilirubin,
conpl ete urinalysis, EKG (enpl oyees over age 40), blood urea
nitrogen (bun), serumcreatinine, pulnonary function test, FVC,
and FEV, chest x-ray (if nedically indicated), blood | ead and ZPP
(for individuals where it is known there will be an exposure to
materials containing | ead), other criteria that may be deened
necessary by the Contractor's physician, and Physician's
statenments for individual enployees that nedical status would
pernmit specific task performance.

(5) For |ead-based paint renoval, the nedical requirenents of 29
CFR 1926. 62 shall al so be included.

8 CHANGE | N MEDI CAL STATUS

Any enpl oyee whose nedi cal status has changed negatively due to work

rel ated chem cal and/or physical agent exposure while working with or
around paint systenms and thinners, blast nedia, or other chemicals shall be
eval uated by a physician, and the Contractor shall obtain a physicians
statenent as described in paragraph MEDI CAL STATUS prior to allow ng the
enpl oyee to return to those work tasks. The Contractor shall notify the
Contracting Officer in witing of any negative changes in enpl oyee nedica
status and the results of the physicians reeval uati on statenent.

.9 ENVI RONVENTAL PROTECTI ON

In addition to the requirenents of section 01354 the Contractor shal
comply with the follow ng environnental protection criteria.

.9.1 Waste Cl assification, Handling, and Di sposa

The Contractor shall be responsible for assuring the proper disposal of all
hazar dous and nonhazardous waste generated during the project. Wiste
generated from abrasive blasting | ead-containing paints with recyclable
steel or iron abrasives shall be disposed of as a hazardous waste or shal
be stabilized with proprietary pre-blast additives regardl ess of the
results of 40 CFR 261, App I, Md 1311. Were stabilization is preferred,
the contractor shall enploy a proprietary blast additive, that has been

bl ended with the blast nedia prior to use. Hazardous waste shall be placed
in properly | abel ed cl osed containers and shall be shiel ded adequately to
prevent dispersion of the waste by wind or water. Any evidence of i nproper
storage shall be cause for imredi ate shutdown of the project unti
corrective action is taken. Nonhazardous waste shall be stored in closed
contai ners separate from hazardous waste storage areas. All hazardous
waste shall be transported by a |icensed transporter in accordance with 40
CFR 263 and 49 CFR 171, Subchapter C. Al nonhazardous waste shall be
transported in accordance with | ocal regul ations regarding waste
transportation. In addition to the nunmber of manifest copies required by
40 CFR 262.22, one copy of each manifest will be supplied to the
Contracting Oficer prior to transportation.

.9.2 Cont ai nnent

The Contractor shall contain debris generated during paint renova
operations in accordance with the requirenments of SSPC Guide 6, Cass 3A
Where required the containnent air pressure shall be verified visually.
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Where required the nmininmumair novenent velocity shall be 100 fpmfor
cross-draft ventilation or 60 fpmfor downdraft ventilation.

1.9.3 Vi si bl e Em ssions Mnitoring

The tinme of em ssions shall be neasured in accordance with 40 CFR 60, App
A, Md 22. Visible em ssions shall be nonitored for not less than 15

m nutes of every hour. Visible em ssions for each hour shall be cal cul ated
by extrapolation. |In no case shall visible em ssions extend greater than
150 feet in any direction horizontal fromthe containment. In no case
shal | visible em ssions be observed in the area of any sensitive receptor.

I f such em ssions occur the job shall be shut down i mediately and
corrective action taken. The foreman shall be notified whenever visible
em ssions exceed 40 seconds in a 1 hour period. The foreman shall be
notified and the job shall be shut down and corrective action taken
whenever visible em ssions exceed 75 seconds in a 2 hour period. Tota
observed visible em ssions fromthe contai nnent shall not exceed 1 percent
of the work day. Shutdown and corrective action shall be taken by the
Contractor to prevent such an occurrence. The Contractor shall docunent
each time that the work is halted due to a violation of the visible

em ssions criteria. Docunentation shall include the cause for shutdown and
the corrective action taken to resolve the problem

1.9.4 Air Quality Mnitoring
1.9.4.1 PM 10 Moni toring

The Contractor shall perform PM 10 nonitoring. The positioning of air

noni tori ng equi prent shall be in accordance with 40 CFR 58, App E, Subpart
(8). In addition, a mninmumof two PM 10 nonitors shall be used at the
project site, one down wind fromthe project and one in the area of
greatest public access (e.g., playground, school yard, or homeowner's
yard). Wien the project is in an area where there are critical receptors
near by, nonitoring shall be conducted throughout the entire period that
abrasive blasting and cl eanup operations are perforned. O herw se,
nonitoring shall be perforned 4 of the first 8 days and on a regul ar basis
thereafter for a sumtotal of 25 percent of the time surface preparation
and debris cleanup are performed. Failure to neet air quality regulatory
l[imts shall require air nmonitoring to be repeated i nmedi ately after
corrective actions have been taken. The Contractor shall also conduct
preproject PM 10 nonitoring. The preproject PM 10 nonitoring shall be
conducted a mnimum of 2 weeks prior to the beginning of the project. The
noni toring shall continue for a mninumof 3 days to establish background
levels. A report of the results shall be submtted to the Contracting
Oficer within 48 hours and shall include:

(1) Nane and location of jobsite.
(2) Date of nonitoring.

(3) Tine of nonitoring (i.e., tinme nonitoring begins and ends
each day).

(4) ldentification and serial nunber of nonitoring units.
(5) Drawi ng showi ng specific |location of nmonitoring units.

(6) Drawi ng show ng specific |location of paint renpval operation
and the nethod of renobval or work activity being perforned.

SECTI ON 09965A Page 15



Rehabilitati on of Abrahans Creek Diversion Structure ABRAHAM

(7) Wnd direction and vel ocity.

(8) A flowchart verifying the rate of air flow across the filter
t hr oughout the sanpling period.

(9) Nane and address of |aboratory.
(10) Laboratory test procedure.
(11) Laboratory test results.

(12) Signatures of field and | aboratory technicians conducting the
wor k.

1.9.4.2 TSP Moni toring

The Contractor shall perform TSP nonitoring. The positioning of air
noni tori ng equi pnent shall be in accordance with 40 CFR 58, App E, Subpart
(8). In addition, a mininumof two TSP nonitors shall be used at the
project site, one down wind fromthe project and one in the area of
greatest public access (e.g. playground, school yard, or homeowner's yard).
TSP-1 ead nonitoring shall be conducted in accordance with 40 CFR 50, App B
When the project is in an area where there are critical receptors nearby,
noni toring shall be conducted throughout the entire period that abrasive
bl asti ng and cl eanup operations are performed. O herw se, nonitoring shal
be performed 4 of the first 8 days and on a regul ar basis thereafter for a
sumtotal of 25 percent of the time surface preparation and debris cleanup
are perfornmed. Failure to neet air quality regulatory limts shall require
air nonitoring to be repeated i mediately after corrective actions have
been taken. The Contractor shall al so conduct preproject TSP nonitoring.
The preproject TSP nonitoring shall be conducted a m ni mum of 2 weeks prior
to the beginning of the project. The nmonitoring shall continue for a
m ni mum of 3 days to establish background levels. A report of the results
shal |l be submtted to the Contracting Oficer within 48 hours and shal
i ncl ude:

(1) Nane and location of jobsite.
(2) Date of nonitoring.

(3) Tine of nonitoring (i.e., tinme nonitoring begins and ends
each day).

(4) ldentification and serial nunber of nonitoring units.
(5) Drawi ng showi ng specific |location of nonitoring units.

(6) Drawi ng showi ng specific location of paint renpval operation
and the nmethod of renoval or work activity being perforned.

(7) Wnd direction and vel ocity.

(8) A flowchart verifying the rate of air flow across the filter
t hr oughout the sanpling period.

(9) Nane and address of |aboratory.

(10) Laboratory test procedure.
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(11) Laboratory test results.

(12) Signatures of field and | aboratory technicians conducting the
wor K.

9.5 Water Quality

The Contractor shall conduct operations in such a manner that

| ead- cont ai ni ng and ot her hazardous paint debris do not contam nate the

wat er and so that NPDES permts per EPA regulation 40 CFR 122 are not

required for the project. |In the event that there are any rel eases of |ead

pai nt debris into the waterways, with reportable quantities of hazardous

subst ances desi gnated pursuant to Section 311 of the C ean Water Act, they

shall be reported to the EPA in accordance with 40 CFR 117 and 40 CFR 355.

Rel eases or spills that carry into waterways or stormsewers shall be

t horoughly docunented. The docunentation shall include the tine and

| ocation of the release, anount of material released, actions taken to

clean up the debris, anount of debris recovered, and corrective action

taken to avoid a reoccurrence. Releases shall also be reported to the

Coast CGuard and other state and local authorities as appropriate. |If the

rel ease is equivalent to 10 pounds or nore of |ead-containing material in a

24-hour period, it is considered to be a reportable quantity under CERCLA.
The Contractor shall conply with 40 CFR 302.

.9.6 Soil Quality

The Contractor shall establish and inplenent practices and procedures for
preventing contaminati on of the soil fromthe renoval of |ead-containing or
ot her hazardous paints. Unless otherwi se directed by the Contracting
Oficer, soil shall be considered to have been contani nated by the
Contractor's operation if an increase in the total |ead content of 100 PPM
or greater over background | evels occurs. For purposes of conputing the

i ncrease conpute the nmean background | evels and the nean post-renoval
levels. The 100 PPMcriteria is met if the difference between the nmeans
is less than 100 PPM plus the 95 percent confidence linmt. Soil sanpling
and testing shall be conducted prior to the begi nning of the project and
after the project is conpleted. Interimtesting may al so be perforned in
the event the Contractor or Contracting Oficer wants to confirmthat the
contai nment system and work practices continue to provide satisfactory
protection of the soil. Unless otherw se directed by the Contracting
Oficer, the following mnimumtest |ocations shall be selected for soi
analysis. Two locations shall be selected beneath or i medi ately adjacent
to the structure being prepared, and additional sanples shall be taken
within 100 feet in each direction of the project (i.e., N, S, E W in
which soil is present. The nunber of soil sanple |ocations shall be
sufficient to adequately characterize the soil contaminant levels within
and around the project area. Five conposite sanples shall be collected at
each |l ocation. Each of the five sanmples shall be conprised of five

i ndi vi dual plugs of soil combined in a single bag. The conposite sanpl es
at each location shall be collected using the follow ng procedure:

a. Place a 1l-square foot tenplate at each |ocation
b. Renove a sanple of soil 3/4 inch in dianeter and 1/2 inch in depth
at the center of the tenplate and at each of the four corners. Place

the five soil plugs into a single bag. This represents one of the
three sanples to be renoved at a given |ocation
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c. Mve the tenplate 1 inch in any direction and repeat the process to
coll ect the second sanple. Place all plugs in a separate bag. Mve
the tenplate 1 inch farther to collect the third sanple.

d. Identify each sanple bag with the date, specific |ocation of the
sanpl e, nane and signature of the sanpling technician, and conplete
chain of custody records.

e. It is critical that the specific location of each sanple be
t horoughl y neasured and docunented as the final project testing (and
any interimtesting) nust be sanpled in the precise |ocations.

Three sanples collected at each | ocation shall be analyzed. One of the
remai ni ng two sanpl es shall be maintained by the Contractor for the
duration of the project and the other by the Contracting Oficer in the
event reanalysis is required. Lead-containing sanples shall be analyzed in
accordance with EPA testing guidance as published in 40 CFR 261, App |11,
by a | aboratory listed by the Arerican Industrial Hygi ene Association
(AlHA) as being proficient in conducting the test. The Contractor shal
note that if it is determ ned that contam nation of the soil has occurred
as a result of the paint renmoval operations, TCLP testing will be enpl oyed
to determine if the soil nust be handl ed and di sposed of as a hazardous
waste. The initial sanmpling of the soil for total |ead content does not
establish whether the soil would be considered hazardous by TCLP testing.
As a result, at the Contractor's option, additional prewrk soil sanples
may be renoved (m nimumof 105 grans is required for a single test at each
site) to conduct TCLP testing to establish whether the soil would be
classified as hazardous prior to project startup. In the event that there
is arelease of |ead paint debris onto the soil and if the release is 10
pounds or nore of |ead-containing material in a 24-hour period, it is
considered to be a reportable quantity under CERCLA. The Contractor shal
comply with 40 CFR 302. The Contractor shall thoroughly docunent the
occurrence of any spills of |ead debris into the soil. The docunentation
shall include the tinme and | ocation of the rel ease, anpbunt of materia

rel eased, actions taken to clean up the debris, anobunt of debris reclained,
and corrective action taken to avoid a reoccurrence. The docunentation
shal | be provided to the Contracting Oficer and shall also include the
results of |aboratory testing.

1.10 PAI NT PACKAG NG DELI VERY, AND STORAGE

Pai nts shall be processed and packaged to ensure that within a period of
one year fromdate of nmanufacture, they will not gel, liver, or thicken

del eteriously, or formgas in the closed container. Paints, unless

ot herwi se specified or permtted, shall be packaged in standard containers
not larger than 5 gallons, with renpovable friction or |ug-type covers.
Containers for vinyl-type paints shall be lined with a coating resistant to
solvents in the fornul ati ons and capabl e of effectively isolating the paint
fromcontact with the nmetal container. Each container of paint or
separ at el y packaged conponent thereof shall be labeled to indicate the
purchaser's order nunber, date of manufacture, manufacturer's batch nunber,
quantity, color, conponent identification and designated name, and fornul a
or specification nunber of the paint together with special |abeling

i nstructions, when specified. Paint shall be delivered to the job in
unbroken containers. Paints that can be harmed by exposure to col d weat her
shall be stored in ventilated, heated shelters. Al paints shall be stored
under cover fromthe elenments and in locations free fromsparks and fl anes.
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PART 2 PRODUCTS

2.1  SPECI AL PAI NT FORMULAS
Speci al paints shall have the conposition as indicated in the fornul as
listed herein. Were so specified, certain conponents of a paint
formul ati on shall be packaged in separate containers for mxing on the job.

I f not specified or otherwi se prescribed, the color shall be that

natural ly obtained fromthe required pigmentation.

2.2 PAI NT FORMULATI ONS
Speci al paint fornulas shall conply with the foll ow ng:

2.2.1 Formul a V-766e, Vinyl-Type Wite (or Gay) |Inpacted |Inmrersion Coating

| NGREDI ENTS PERCENT BY MASS

Vi nyl Resin, Type 3 5.6

Vinyl Resin, Type 4 11.6

Titani um Di oxi de and (for G ay)

Car bon Bl ack 13.0

Di i sodecyl Phthal ate 2.9

Met hyl | sobutyl Ketone 32.0

Tol uene 34.7

Ot ho- Phosphoric Acid 0.2
100.0

a. The dispersion of pignent shall be acconplished by neans of pebble
mlls or other approved nethods to produce a fineness of grind (ASTM D

1210) of not less than 7 on the Hegman scale. Ginding in steel-lined
or steel-ball mlls will not be permtted. No grinding aids,
antisettling agents, or any other materials except those shown in the
formula will be permitted. The paint shall show the proper proportions

of specified nmaterials when anal yzed by chromat ographi ¢ and/ or
spectrophotonetric nethods. The ortho-phosphoric acid shall be
neasured accurately and diluted with at |east four parts of ketone to
one part of acid and it shall be slowy incorporated into the finished
paint with constant and thorough agitation

b. The viscosity of the paint shall be between 60 and 90 seconds using
ASTM D 1200 and a No. 4 Ford cup.

c. The white and gray paints shall be furnished in the volunme ratio
desi gnated by the purchaser. The gray paint shall contain no pignents
ot her than those specified. Enough carbon black shall be included to
produce a dry paint filmhaving a refl ectance of 20-24 (ASTM E 1347).
The resulting gray color shall approxi mate col or 26231 of FED- STD- 595.

2.3 | NGREDI ENTS FOR SPECI AL PAI NT FORMULAS

The followi ng ingredient materials and thinners apply only to those specia
pai nts whose fornul as are shown above in detail
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2.

2.

3.1 Pi gments and Suspendi ng Agents
3.1.1 Car bon Bl ack

Car bon bl ack shall conformto ASTM D 561, Type | or II.

.3.1.2 Ti t ani um Di oxi de

Titani um di oxi de in vinyl paint Fornula V-766e shall be one of the
following: Kronos 2160 or 2101, Kronos, Inc.; Ti-Pure 960, E.|. Dupont
DeNenours and Co., Inc.

. 3.2 Resi ns, Plasticizer, and Catal yst

.3.2.1 Di i sodecyl Phthal ate

Di i sodecyl Phthalate shall have a purity of not |ess than 99.0 percent,
shal |l contain not nore than 0.1 percent water, and shall have an acid
nunber (ASTM D 1045) of not nore than 0. 10.

.3.2.2 Vi nyl Resin, Type 3

Vinyl resin, Type 3, shall be a vinyl chloride-acetate copol yner of nedium
average mol ecul ar wei ght produced by a solution polynerization process and
shall contain 85 to 88 percent vinyl chloride and 12 to 15 percent vinyl
acetate by weight. The resin shall have filmforni ng properties and shall
in specified formul ati ons, produce results equal to Vinylite resin VYHH, as
manuf actured by the Union Carbi de Corporation.

.3.2.3 Vi nyl Resin, Type 4

Vinyl resin, Type 4, shall be a copolymer of the vinyl chloride-acetate
type produced by a solution polynerization process, shall contain (by

wei ght) 1 percent interpolynerized dibasic acid, 84 to 87 percent vinyl
chloride, and 12 to 15 percent vinyl acetate. The resin shall have
filmformng properties and shall, in the specified fornmulations, produce
results equal to Vinylite resin VMCH, as manufactured by the Uni on Carbide
Cor por at i on.

.3.2. 4 Ot ho- phosphoric Acid

Ot ho- phosphoric acid shall be a chenically pure 85-percent grade.

.3.3 Sol vent and Thi nners

.3.3.1 Met hyl | sobutyl Ketone

Met hyl isobutyl ketone (MBK) shall conformto ASTM D 1153.

.3.3.2 Tol uene

Tol uene shall conformto ASTM D 841.

.4 TESTI NG

4.1 Chr omat ogr aphi ¢ Anal ysi s

Solvents in vinyl paints and thinners shall be subject to anal ysis by
programed tenperature gas chromat ographi ¢ net hods and/ or
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spect rophot onetri c net hods, enploying the same techni ques that give
reproduci bl e results on prepared control sanples known to neet the
specifications. |1f the solvent being analyzed is of the type consisting
primarily of a single chem cal conpound or a mixture or two or nore such
solvents, interpretation of the test results shall take cognizance of the
degree of purity of the individual solvents as commercially produced for
the paint industry.

.4.2 Vi nyl Paints

Vi nyl paints shall be subject to the followi ng adhesion test. Wen V-766
or V-106 formul ations are tested, 5to 7 mls (dry) shall be spray applied
to mld steel panels. The steel panels shall be essentially free of oil or
other contam nants that may interfere with coating adhesion. The test
panel s shall be dry blast cleaned to a Wite Metal grade which shall be in
conpliance with SSPC SP 5. The surface shall have an angul ar profile of
2.0to 2.5 mls as neasured by ASTM D 4417, Method C. Wen V-102 or V-103
fornmul ations are tested, they shall be spray applied over 1.5 to 2.5 nils
(dry) of V-766 or V-106 known to pass this test. Wen VZ-108 is tested,
the coating shall be mxed in its proper proportions and then spray applied
to adry filmthickness of 1.5 to 2.5 nmils above the blast profile. The
VZ- 108 shall be top coated with a V-766 known to pass this test. In all
cases, the conplete systemshall have a total dry filmthickness of 5 to 7
mls above the blast profile. After being air dried for 2 hours at room
tenperature, the panel shall be dried in a vertical position for 16 hours
at 120 degrees F. After cooling for 1 hour, the panel shall be imrersed in
tap water at 85 to 90 degrees F for 48 to 72 hours. |mediately upon
renoval , the panel shall be dried with soft cloth and exam ned for adhesion
as follows: Wth a pocket knife or other suitable instrunent, two parall el
cuts at least 1 inch long shall be nade 1/4 to 3/8 inch apart through the
paint filmto the steel surface. A third cut shall be made perpendicul ar
to and passing through the end of the first two. Wth the tip of the knife
bl ade, the filmshall be | oosened fromthe panel fromthe third cut between
the parallel cuts for a distance of 1/8 to 1/4 inch. Wth the panel being
hel d horizontally, the free end of the paint filmshall be grasped between
the thunb and forefinger and pulled vertically in an attenpt to renove the
filmas a strip frombetween the first two cuts. The strip of paint film
shall be renoved at a rate of approximately 1/10 i nch per second and shal

be maintained in a vertical position during the process of renoval. The
adhesion is acceptable if the strip of paint breaks when pulled or if the
strip elongates a mininumof 10 percent during its renoval. Paints not

intended to be self-primng shall exhibit no delam nation fromthe priner.

PART 3 EXECUTI ON

3.

3.

1  CLEANI NG AND PREPARATI ON OF SURFACES TO BE PAI NTED
1.1 Ceneral Requirenents

Surfaces to be painted shall be cl eaned before applying paint or surface
treatments. Deposits of grease or oil shall be renoved in accordance with
SSPC SP 1, prior to nechanical cleaning. Solvent cleaning shall be
acconplished with mneral spirits or other lowtoxicity solvents having a
flash point above 100 degrees F. Cean cloths and clean fluids shall be
used to avoid leaving a thin filmof greasy residue on the surfaces being
cleaned. Itenms not to be prepared or coated shall be protected from damage
by the surface preparation methods. Machinery shall be protected against
entry of blast abrasive and dust into working parts. C eaning and painting
shal |l be so programmed that dust or other contami nants fromthe cl eaning
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process do not fall on wet, newy painted surfaces, and surfaces not
intended to be painted shall be suitably protected fromthe effects of

cl eaning and painting operations. Wlding of, or in the vicinity of,
previously painted surfaces shall be conducted in a manner to prevent weld
spatter fromstriking the paint and to otherw se reduce coating danage to a
m ni mum pai nt damaged by wel di ng operations shall be restored to origina
condition. Surfaces to be painted that will be inaccessible after
construction, erection, or installation operations are conmpleted shall be
pai nted before they become inaccessible.

3.1.2 Ferrous Surfaces Subject to Severe Exposure

Ferrous surfaces subject to extended periods of imrersion or as otherw se
required shall be dry blast-cleaned to SSPC SP 5. The blast profile,
unl ess otherw se specified, shall be 1.5 to 2.5 mls as neasured by ASTM D
4417, Method C. Appropriate abrasive blast nedia shall be used to produce
the desired surface profile and to give an angul ar anchor tooth pattern
If recycled blast nmedia is used, an appropriate particle size distribution
shal |l be naintained so that the specified profile is consistently obtained.
Steel shot or other abrasives that do not produce an angul ar profile shal
not be used. Weld spatter not dislodged by blasting shall be renmoved with
i mpact or grinding tools and the areas reblasted prior to painting.
Surfaces shall be dry at the time of blasting. Blast cleaning to SSPC SP 5
shal |l be done in the field and, unless otherw se specifically authorized,
after final erection. Wthin 8 hours after cleaning, prior to the
deposition of any detectable noisture, contam nants, or corrosion, all
ferrous surfaces blast cleaned to SSPC SP 5 shall be cl eaned of dust and
abrasive particles by brush, vacuum cl eaner, and/or blown down with clean,
dry, conmpressed air, and given the first coat of paint. Upon witten
request by the Contractor, the Contracting Officer may authorize mll or
shop cl eani ng of assenbled or partially assenbl ed conponents specified to
recei ve one of the vinyl-type paint systens or Systenms Nos. 6-A-Z and
21-A-Z enpl oyi ng the epoxy zinc-rich primer. The surfaces, if shop
bl asted, shall be shop coated with the first and second coats of the
speci fied paint systemexcept that the epoxy zinc-rich prinmed surfaces
shal | receive an extra single spray coat of the zinc priner at the tine
field painting is started, as specified in the paint systeminstructions.
The shop coating shall be maintained in good condition by cleaning and
touchi ng up of areas damaged during the construction period. |f pinpoint
or general rusting appears, surfaces shall be reblasted and repainted at no
added cost to the Governnent. Prior to the field application of subsequent
coats, soiled areas of the shop coating shall be thoroughly cleaned and al
wel ds or ot her unpainted or damaged areas shall be cleaned and coated in a
manner to nmake them equival ent to adjacent, undamaged paint surfaces.

3.2 PAI NT APPLI CATI ON
3.2.1 Cener a

The finished coating shall be free from holidays, pinholes, bubbles, runs,
drops, ridges, waves, |aps, excessive or unsightly brush marks, and
variations in color, texture, and gloss. Application of initial or
subsequent coatings shall not comence until the Contracting O ficer has
verified that atnospheric conditions and the surfaces to be coated are
satisfactory. Each paint coat shall be applied in a manner that will
produce an even, continuous filmof uniformthickness. Edges, corners,
crevices, seans, joints, welds, rivets, corrosion pits, and other surface
irregularities shall receive special attention to ensure that they receive
an adequate thickness of paint. Spray equi pnent shall be equipped with
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traps and separators and where appropriate, mechanical agitators, pressure
gauges, pressure regulators, and screens or filters. Air caps, nozzles,
and needl es shall be as reconmended by the spray equi pnent nmanufacturer for
the material being applied. Airless-type spray equi pnent nmay be used only
on broad, flat, or otherwi se sinply configured surfaces, except that it may
be enpl oyed for general painting if the spray gun is equi pped with dual or
adjustabl e tips of proper types and orifice sizes. Airless-type equi pnent
shal | not be used for the application of vinyl paints.

3.2.2 M xi ng and Thi nni ng

Pai nts shall be thoroughly mi xed, strained where necessary, and kept at a
uni form conposition and consi stency during application. Paste or
dry-powder pignents specified to be added at the tine of use shall, with
the aid of powered stirrers, be incorporated into the vehicle or base paint
in a manner that will produce a snooth, honbgeneous m xture free of |unps
and dry particles. Were necessary to suit conditions of the surface
tenmperature, weather, and nethod of application, the paint nmay be thinned

i medi ately prior to use. Thinning shall generally be linmted to the
addition of not nore than 1 pint per gallon of the proper thinner; this
general limtation shall not apply when nore specific thinning instructions
are provided. Paint that has been stored at |ow tenperature, shall be
brought up to at |east 70 degrees F before being nmixed and thinned, and its
tenmperature in the spray tank or other working container shall not fal
bel ow 60 degrees F during the application. Paint that has deteriorated in
any manner to a degree that it cannot be restored to essentially its
original condition by customary field-mxing nethods shall not be used and
shall be renoved fromthe project site. Paint and thinner that is nore
than 1 year old shall be resanpled and resubmitted for testing to determ ne
its suitability for application.

3.2.3 At mospheric and Surface Conditions

Pai nt shall be applied only to surfaces that are above the dew point
tenmperature and that are conpletely free of noisture as determ ned by sight
and touch. Paint shall not be applied to surfaces upon which there is
detectable frost or ice. Except as otherw se specified, the tenperature of
the surfaces to be painted and of air in contact therewith shall be not

| ess than 45 degrees F during paint application nor shall paint be applied
if the surfaces can be expected to drop to 32 degrees F or |ower before the
filmhas dried to a reasonably firmcondition. During periods of inclenent
weat her, painting may be continued by enclosing the surfaces and appl yi ng
artificial heat, provided the m nimumtenperatures and surface dryness
requi renents prescribed previously are maintained. Paint shall not be
applied to surfaces heated by direct sunlight or other sources to
tenmperatures that will cause detrinental blistering, pinholing, or porosity
of the film

3.2.4 Tine Between Surface Preparation and Painting
Surfaces that have been cl eaned and/ or otherw se prepared for painting
shal |l be primed as soon as practicable after such preparati on has been
conpleted but, in any event, prior to any deterioration of the prepared
surf ace.

3.2.5 Met hod of Paint Application
Unl ess ot herwi se specified, paint shall be applied by brush or spray to
ferrous and nonferrous nmetal surfaces. Special attention shall be directed
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toward ensuri ng adequate coverage of edges, corners, crevices, pits,
rivets, bolts, welds, and sinmlar surface irregularities. O her nethods of
application to netal surfaces shall be subject to the specific approval of
the Contracting Oficer. Paint on plaster, concrete, or other nonnetallic
surfaces shall be applied by brush, roller, and/or spray.

3.2.6 Coverage and Fi |l m Thi ckness

Fil mthickness or spreading rates shall be as specified hereinafter. Were
no spreading rate is specified, the paint shall be applied at a rate norma
for the type of nmaterial being used. |In any event, the conbined coats of a
speci fied paint systemshall conpletely hide base surface and the finish
coats shall conpletely hide undercoats of dissimlar color

3.2.6.1 Measur enent on Ferrous Met al

Where dry filmthickness requirenents are specified for coatings on ferrous
surfaces, neasurenents shall be nade with a gage qualified in accordance
wi th paragraph Coating Thickness Gage Qualification. They shall be
calibrated and used in accordance with ASTM D 1186. They shall be
calibrated using plastic shims with metal practically identical in
conposition and surface preparation to that being coated, and of
substantially the same thickness (except that for nmeasurenments on netal
thicker than 1/4 inch, the instrunment nmay be calibrated on netal with a

m ni mum t hi ckness of 1/4 inch). Frequency of neasurenents shall be as
recomrended for field neasurenments by ASTM D 1186 and reported as the nean
for each spot determination. The instrunents shall be calibrated or
calibration verified prior to, during, and after each use.

3.2.7 Progress of Painting Wrk

VWere field painting on any type of surface has conmenced, the conplete
pai nti ng operation, including primng and finishing coats, on that portion
of the work shall be conpleted as soon as practicable, w thout prol onged
del ays. Sufficient tine shall elapse between successive coats to permt
themto dry properly for recoating, and this period shall be nodified as
necessary to suit adverse weather conditions. Paint shall be considered
dry for recoating when it feels firm does not deformor feel sticky under
noderate pressure of the finger, and the application of another coat of
pai nt does not cause filmirregularities such as lifting or |oss of
adhesi on of the undercoat. Al coats of all painted surfaces shall be
unscarred and conpletely integral at the tine of application of succeeding
coats. At the tine of application of each successive coat, undercoats
shal | be cl eaned of dust, grease, overspray, or foreign matter by neans of
airbl ast, solvent cleaning, or other suitable neans. Cenent and nortar
deposits on painted steel surfaces, not satisfactorily renoved by ordinary
cl eani ng nethods, shall be brush-off blast cleaned and conpl etely repainted
as required. Undercoats of high gloss shall, if necessary for
establ i shnent of good adhesion, be scuff sanded, solvent w ped, or
otherwi se treated prior to application of a succeeding coat. Field coats
on netal shall be applied after erection except as otherw se specified and
except for surfaces to be painted that will becone inaccessible after
erection.

3.2.8 Cont acting Surfaces
When riveted or ordinary bolted contact is to exist between surfaces of

ferrous or other nmetal parts of substantially simlar chem cal conposition,
such surfaces will not be required to be painted, but any resulting
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crevices shall subsequently be filled or sealed with paint. Contacting
nmetal surfaces forned by high-strength bolts in friction-type connections
shal |l not be painted. Were a nonmetal surface is to be in riveted or
bolted contact with a netal surface, the contacting surfaces of the netal
shal | be cl eaned and given three coats of the specified priner. Unless

ot herw se specified, corrosion-resisting netal surfaces, including cladding
therewith, shall not be painted.

3.2.9 Drying Time Prior to |Imersion

M ni mum dryi ng periods after final coat prior to i mersion shall be: epoxy
systens at |east 5 days, vinyl-type paint systens at |east 3 days, and

col d-applied coal tar systens at |east 7 days. M ninmum drying periods
shal |l be increased twofold if the drying tenperature is bel ow 65 degrees F
and/or if the inmersion exposure involves considerabl e abrasion.

3.2.10 Protecti on of Painted Surfaces

Where shelter and/or heat are provided for painted surfaces during

i ncl ement weat her, such protective measures shall be maintained until the
paint filmhas dried and di sconti nuance of the measures is authorized.
Itens that have been painted shall not be handl ed, worked on, or otherw se
di sturbed until the paint coat is fully dry and hard. Al netal work coated
in the shop or field prior to final erection shall be stored out of contact
with the ground in a nmanner and |location that will nininize the formation
of water-hol di ng pockets; soiling, contam nation, and deterioration of the
paint film and damaged areas of paint on such metal work shall be cl eaned
and touched up without delay. The first field coat of paint shall be
applied within a reasonable period of tine after the shop coat and in any
event before weathering of the shop coat becones extensive.

3.2.11 Vi nyl Paints
3.2.11.1 Gener al

Vi nyl paints shall be spray applied, except that areas inaccessible to
sprayi ng shall be brushed. Al of the vinyl paints require thinning for
spray application except the zinc-rich vinyl paint (Formula VZ 108d) which
will normally require thinning only under certain weather conditions.
Thinners for vinyl paints shall be as foll ows:

APPROXI MATE AMBI ENT Al R TEMPERATURE

(Degrees F)
Bel ow 50 MEK
50 - 70 M BK
Above 70 M AK

The ampunt of thinner shall be varied to provide a wet spray and avoid
deposition of particles that are sem dry when they strike the surface.

Vi nyl paints shall not be applied when the tenperature of the anbient air
and receiving surfaces is less than 35 degrees F nor when the receiving
surfaces are higher than 125 degrees F. Each spray coat of vinyl paint
shal |l consist of a prelimnary extra spray pass on edges, corners, interior
angles, pits, seans, crevices, junctions of joining menbers, rivets, weld
lines, and simlar surface irregularities followed by an overall double
spray coat. A double spray coat of vinyl-type paint shall consist of
applying paint to a working area of not |ess than several hundred square
feet (neters) in a single, half-lapped pass, followed after drying to at
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| east a near tack-free condition by another spray pass applied at the sane
coverage rate and where practicable at right angles to the first. Rivets,
bolts, and simlar surface projections shall receive sprayed paint from
every direction to ensure conplete coverage of all faces. Pits, cracks,
and crevices shall be filled with paint insofar as practicable, but in any
event, all pit surfaces shall be thoroughly covered and all cracks and
crevices shall be sealed off against the entrance of noisture. Fluid and
atom zation pressures shall be kept as | ow as practicable consistent with
good spraying results. Unless otherw se specified, not nore than 2.0 mls,
average dry filmthickness, of vinyl paint shall be applied per double
spray coat. Except where otherw se indicated, an undercoat of the

vinyl -type paint nmay receive the next coat any tinme after the undercoat is
tack-free and firmto the touch, provided that no speedup or delay in the
recoating schedul e shall cause filmdefects such as sags, runs, air

bubbl es, air craters, or poor intercoat adhesion. Neither the prime coat
nor any other coat shall be wal ked upon or be subjected to any ot her
abrading action until it has hardened sufficiently to resist nechanica
damage.

3.2.11.2 Vinyl Zinc-Rich Priner

Primer shall be field mxed conbining conponents A, B, and C. M xing shal
be in accordance with label instructions. After mxing, the paint shall be
kept covered at all tinmes to avoid contam nation and shall be applied
within 8 days after it is mixed. Wen the anbient and/or steel tenperature
is bel ow about 80 degrees F, the paint will not normally require thinning;
however, the paint shall at all tines contain sufficient volatiles
(thinners) to permt it to be satisfactorily atom zed and to provide a wet
spray and to avoid deposition of particles that are sem dry when they reach
the surface. The paint shall be stirred continuously during application at
arate that will prevent the zinc dust fromsettling. When spraying is
resuned after any interruption of |onger than 15 nminutes, the entire |length
of the material hose shall be whipped vigorously until any settled zinc is
redi spersed. Long periods of permitting the paint to remain stagnant in
the hose shall be avoided by enptying the hoses whenever the painting
operation is to be suspended for nore than 1 hour. The material (paint)
hoses shall be kept as short as practicable, preferably not nore than 50
feet in length. Equipment used for spraying this zinc priner shall not be
used for spraying other vinyl-type paints wthout first being thoroughly

cl eaned, since many of the other paints will not tolerate zinc

contam nation; no type of hot spray shall be used. An average dry film
thickness of up to 2.5 mls nmay be applied in one doubl e-spray coat.

Unl ess specifically authorized, not nore than 8 days shall el apse after
application of a VZ-108d zinc-rich coat before it receives a succeeding
coat .

3.2.11.3 Vi nyl Paints

Vi nyl Paints (Formulas V-102e, V-103c, V-106d, and V-766e) are ready-ni xed
pai nts designed to be spray applied over a wi de range of ambient
tenperatures by field thinning with the proper type and anmount of thinner.
For spray application, they shall be thinned as necessary up to

approxi mately 25 percent (1 quart per gallon of base paint) with the
appropriate thinner; when anbient and steel tenperatures are above nornmal,
up to 40-percent thinning may be necessary for satisfactory application.

3.3 PAI NT SYSTEMS APPLI CATI ON

The required paint systens and the surfaces to which they shall be applied
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are shown in this paragraph, and/or in the drawi ngs. Supplenmentary
information foll ows.

3.3.1 Surface Preparation

The nethod of surface preparation and pretreatnment shown in the tabul ation
of paint systens is for identification purposes only. d eaning and
pretreat ment of surfaces prior to painting shall be acconplished in
accordance with detail ed requirements previously described.

3.3.2 System No. 4

Pai nt shall be spray applied to an average dry filmthickness of a m nimm
of 7.5 mls for the conpleted system and the thickness at any point shal
not be less than 6.0 nils. The specified total filmthickness shall be
attained in any event, and additional coats needed to attain the specified
thi ckness shall be applied at no additional cost to the Governnent.
Attaining the specified filmthickness in fewer than the prescribed nunmber
of coats or spray passes will be acceptabl e provided heavier applications
do not cause an increase in pinholes, bubbles, blisters, or voids in the
dried filmand al so provided that no nmore than 2.0 mils (dry film

t hi ckness) per double spray coat nor nore than 1.0 m | per single spray
pass of nonzinc paint shall be applied at one tine.

3.3.3 Protecti on of Nonpainted Itens and C eanup

Wal | s, equipment, fixtures and all other items in the vicinity of the
surfaces being painted shall be maintained free from damge by paint or
painting activities. Paint spillage and painting activity damage shall be
pronptly repaired.

3.4 | NSPECTI ON

The Contractor shall inspect, docunment, and report all work phases and
operations on a daily basis. As a mnimumthe daily report shall contain
the follow ng:

a. Inspections perfornmed, including the area of the structure involved
and the results of the inspection.

b. Surface preparation operations perfornmed, including the area of the
structure involved, the node of preparation, the kinds of solvent,
abrasive, or power tools enployed, and whether contract requirenments
were net.

c. Thinning operations perforned, including thinners used, batch
nunbers, and thinner/paint volune rati os.

d. Application operations performed, including the area of the
structure involved, node of application enployed, amnbient tenperature,
substrate tenmperature, dew point, relative humdity, type of paint with
batch nunbers, el apsed tinme between surface preparation and
application, elapsed time for recoat, condition of underlying coat,
nunber of coats applied, and if specified, nmeasured dry filmthickness
or spreading rate of each new coating.

3.5 PAI NTI NG SCHEDULES

SYSTEM NO. 4
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Itens or

surfaces to be coated:

Gat es,

Sheet Piling,

Pl at f orm Support Structure bel ow el evati on 536.

SURFACE

PREPARATI ON 1st COAT
VWite netal White Vinyl
bl ast V- 766e

cl eani ng (doubl e

spray coat)

-- End of Section --

2nd COAT

Gray Vinyl
V- 766e
(doubl e
spray coat)

3rd COAT

VWi te Vinyl
V- 766e
(doubl e
spray coat)
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4t h COAT

Gray Vinyl
V- 766e
(doubl e
spray coat)

ABRAHAM

Qutl et Pipe Assenbly,

5t h COAT

Gray Vinyl
V- 766e
(doubl e
spray coat)
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SECTI ON 11281

SLUI CE GATE MCDI FI CATI ON
10- 03

PART 1 GENERAL
1.1 Scope

The work covered by this section consists of furnishing all plant, |abor,
equi prrent and materials required to modify and test the sluice gate
assenblies in accordance with the drawi ngs and as specified herein. A
conponents necessary to nmake the sluice gates assenblies operational shal
be furnished by the Contractor. Replacenent parts for the sluice gates
shal |l be a product of a manufacturer who has been manufacturing sluice
gates for at least five (5) years and who has regularly engaged in the
desi gn and manufacture of precision sluice gates for waste-water treatnent
pl ants, water works and flood control projects who can show previ ous
experience for installations with simlar design heads for conditions
herei n specified.

1.2 PRQIECT/ SI TE CONDI TI ONS
1.2.1 CGener a

The Contractor shall thoroughly famliarize hinself with all details of the
wor k and working conditions to verify dinensions in the field, and shal
notify the Contracting O ficer of any discrepancies prior to performng any
work. The Contractor shall be specifically responsible for the

coordi nation and proper relationship of his work to the structure and work
of all trades.

1.2.2 Manuf acturer of Existing Gate Parts Designated to Renain

Sluice gate parts that are indicated to remain are the manufactured product
of the Rodney-Hunt Conpany.

1.2.3 Conpatibility of Replacenment Parts
Repl acenent parts shall be conpletely conpatible with parts that are
indicated to remain. Conpatibility between replacenent parts and parts
that are indicated to remain shall be certified by the manufacturer of the
parts that are indicated to remain. Submt certifications along with the
shop draw ngs.

1.3 APPLI CABLE PUBLI CATI ONS
The foll owi ng publications of the issues |listed below, but referred to
thereafter by basic designation only, forma part of this specification to
the extent indicated by references thereto:

ASTM | NTERNATI ONAL ( ASTM

ASTM A48- 94 GRAY | RON CASTI NGS

ASTM Al126- 95 GRAY | RON CASTI NGS FOR VALVES, FLANGES,
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AND PI PE FI TTI NGS

ASTM A194- A97 CARBON AND ALLQOY STEEL NUTS FOR BOLTS
FOR HI GH PRESSURE AND H GH TEMPERATURE
SERVI CE

ASTM A276- 97 STAI NLESS AND HEAT- RESI STI NG STEEL BARS
AND SHAPES

ASTM A320- 97 ALLOYS- STEEL BOLTI NG MATERI ALS FOR
LOW TEMPERATURE SERVI CE

ASTM A582- 95D FREE- MACHI NI NG STAI NLESS AND HEAT
RESI STI NG STEEL BARS, HOT- ROLLED OR COLD
FI NI SHED

ASTM B21- 96 NAVAL BRASS ROD, BAR, AND SHAPES

ASTM B98- 97 COPPER- Sl LI CON ALLOY ROD, BAR, AND SHAPES

ASTM B584- 96 COPPER ALLOY SAND CASTI NGS FOR GENERAL

APPLI CATI ONS

1.4 Submi ttal s

Covernment approval is required for submittals with a "G designation;
submittals not having a "G' designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the subnmittal for the Governnent. The follow ng shall be
submitted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Lay-out drawi ngs and materials.; G AE

Prior to delivery of any materials to the site, the Contractor
shall submit to the Contracting O ficer conplete | ayout draw ngs
and materials lists for all work covered by this section. The

| ayout drawi ngs shall include assenbly and shop details show ng

di mensi ons, weights, material specification, clearances, and
connection and erection procedures, if applicable. The nateria
list shall include catalog cuts and all other descriptive data as
may be required to denmonstrate conpliance with the specifications.
Provide witten certification fromthe manufacturer of parts
indicated to remain that replacenent parts will be conpatible with
parts indicated to remain. Conplete shop drawings for the gate
assenbly shall be subnitted as a package in order to assure proper
coordi nation and functioning of equipnment and structures. |If
departures fromthe drawi ngs or specifications are deened
necessary by the Contractor, details of such departures, including
the reasons therefor and changes in related portions of the
project, shall be submtted with the shop draw ngs. Any approved
departures shall be nade at no additional cost to the Governnent.
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PRODUCTS

2.1 MATERI ALS

a.

Fl oor stand shall be cast iron confornmng to the requirenents of
ASTM A126-95, Cass B, or ASTM A48-94, d ass 30.

Thrust nuts, lift nuts, and stem couplings shall be bronze
castings to the requirenments of ASTM B584-96, CA 865 or stainless
steel confornming to the requirenents of ASTM A276-97, Type 304.

Stem shall be an anneal ed stainl ess-steel bar confornming to the
requi renents of ASTM A582-95b, Type 303 or ASTM A276-97, Type 304.

Fasteners shall be either copper-silicon rod conformng to the
requi renments of ASTM B98-97, CA 651, or CA 655, or stainless stee
conform ng to the requirenents of ASTM A320-97, G ade B8 or Grade
B8F for bolts and ASTM A194- A97, Grade 8 or Grade 8F for nuts.

Adj usting screws and nounting bolts shall be bronze or
corrosion-resisting steel as recommended by the nanufacturer.

2.2 SLUI CE GATE SCHEDULE

2.2.1 Schedul e

The Contractor shall nodify gates (defined herein as the frame and disc),
and furnish and install sluice gate stens and floor stands to neet the
conditions indicated on the drawi ngs and as shown in the follow ng

schedul e.
Conponent Modi fication Description
Pi pe/ Gat e Posi tion
Nunber Gate Stem Fl oor Stand | ndi cat or Bar

1 Renove, clean, inspect, Renove Renove Renove
repaint, and rel ocate
as directed.

2 Renove, clean, inspect, Renove Renove Renove
repai nt, and relocate
as directed.

3 G ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

4 Cl ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

5 Cl ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

6 Cl ean, inspect, and Repl ace Repl ace Repai nt

repaint in place.*
Readj ust seating wedges.
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7 G ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

8 Cl ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

9 Cl ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

10 G ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

11 Renove and replace with Repl ace Repl ace Renove and
Gate No. 1 or 2. reinstall
Readj ust seating wedges.

12 Cl ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

13 G ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

14 Cl ean, inspect, and Repl ace Repl ace Repai nt
repaint in place.*
Readj ust seating wedges.

*NOTE: Renpbve one gate (in addition to Gate No. 11) as directed by the
Contracting Oficer after cleaning and prior to painting. See Paragraph
2.4.1.

2.2.2 CGener a

Repl acenent equi prrent shall be provided conplete with all necessary
har dwar e and accessori es.

2.2.3 Operati ng Head:

The desi gn operating head for replacenment floor stands shall be five feet.
2.3  COVPONENTS:
2.3.1 St em

The operating stemshall be corrosion-resisting steel and shall be of size
to safely withstand the stresses induced by the operating forces. The stem
shal | be designed to transmit in conpression at |least two tines the rated
output of the floor stand with a 40 pound effort on the crank. Threads
shal | be nachine cut, Acne type. A stem of nobre than one section shall be
joined by bronze couplings threaded and keyed or bored and pinned to the
stem Provide a conpatible bronze thrust nut at the connection to the

exi sting gate.
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2.3.2 Fl oor St and

A new crank-operated fl oor stand shall be furnished for each of the

nodi fied or replaced sel f-contained gate assenblies. The capacity shall be
as required so that the gate operates under the specified head with not
nore than a 40-pound effort on the crank. Design the floor stand to engage
the sluice gate operating stemfor non-rising stemoperation. Gears shal
be cast iron with machine-cut teeth. Tapered roller or ball bearings shal
be provi ded above and bel ow t he operating nut to support both opening and
closing nmotion. The pinion shafts shall be supported on tapered roller or
ball bearings. Al conponents shall be enclosed in cast-iron case and
cover. Positive nechanical seals shall be provided to retain l[ubricant and
to exclude noisture and dirt. Lubrication fittings shall be provided for
the lubrication of all gears and bearings. The fl oor stand shall include a
cast-iron pedestal designed to position the input shaft about 36 inches
above the operating floor. The direction of rotation to open the gate shal
be cast on or permanently attached to the floor stand. Direction of
rotation for opening shall be clockwi se. One crank for each operator shal
be provided. The crank operated floor stand shall be provided with dua
ratio (low and high) gearing. The gear ratio with the greatest mechanica
advant age shall be sufficient to unseat the sluice gate with a maxi num
crank effort of 40-1b. The gear ratio with the | east nechanical advantage
shall fully raise and |ower the sluice gate with a maxi mumcrank effort of
40-1b. and the total nunber of crank |ow high revol utions not to exceed one
t housand (1000) for 60 inch of travel. The crank mechanismis to allow for
easy transfer between high and | ow gear ratios by a shifting | ever which
shal | be vandal proofed.

2.3.2.1 Shaft Extension

Fl oor stand shall be provided with a renovable 12" |ong pini on shaft
extension. Shaft extension shall be suitable for use with the manual crank
handl e and the portabl e operator.

2.3.3 Portabl e Operators
2.3.3.1 CGener al

Provide two tripod-mounted (2) electric drill-type portable sluice gate
operator. Each operator shall consist of a heavy duty electric drill, an
overl oad rel ease clutch, and a support tripod. The operator shall be
desi gned specifically for use with crank-operated manual gate actuators.
Provi de 12 gauge, three-prong, grounded-type extension cords for each
operator as needed to access nearby el ectrical power outlets.

2.3. 4 Chai n and Padl ock

A chai n and padl ock shall be provided for |ocking each handcrank to its
respecti ve pedestal to prevent the gate from being operated nmanual ly by
unaut hori zed persons. Chain shall be stainless steel. Padlock shall be
corrosion resistant, suitable for outdoor use. All padl ocks shall be keyed
al i ke.

2.4  PAINTI NG
The gate, frames, floor stand, and all other ferrous netal surfaces that
are normally required to be painted in order to provide needed protection

or accept abl e appearance shall be cleaned and painted as specified in
SECTI ON:  09965A - PAI NTI NG HYDRAULI C STRUCTURES, and as specified by
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manuf act urer.
2.4.1 I nspection and Approva

The Contracting O ficer shall inspect and approve each gate for painting
subsequent to cleaning and prior to application of paint or priner. Gates
that have been rejected by the Contracting O ficer prior to painting shal
be removed fromthe project site as specified in SECTI ON: 02220 -
DEMCLI TI ON

2.5 MACHI NED SURFACES

Al'l machined ferrous surfaces, including drilled tapped holes, shall be
coated with a protective grease for shipnent.

PART 3 EXECUTI ON
3.1 GENERAL

The sl uice gate equi prent and appurtenances shall be installed in strict
accordance with the manufacturer's printed instructions. Extrenme care
shall be used in the handling, storage, and installation of the equi pnent
to prevent danmage or distortion to the gates and to ensure proper

per f or mance.

3.2 QUALITY ASSURANCE
3.2.1 Shop Testi ng:

Fl oor stands shall be shop operated to ensure proper assenbly and
operation. Witten notice shall be furnished to the Contracting O ficer
not |ess than 10 worki ng days prior to the comrencenent of shop tests.

3.2.2 Field Testing:

After installation and final adjustnment of nodified gates and repl acenent
appurtenances, each gate assenbly shall be field tested. The gate shall be
opened to full position and then closed to ensure that the gate operates
freely and seats when in the closed position. The portable operator shal
be used for opening and closing the gate except for the last 6 inches of
gate travel in each direction which shall be acconplished with the hand
crank. The Contractor shall be responsible for keeping the gate in proper
operating condition until conpletion of the contract. Field testing and
adj ustment of sluice gate wedges shall be performed by a personnel enpl oyed
by the gate nmanufacturer.

-- End of Section --
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